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1.0 INTRODUCTION

This document is the Remedial Investigation (RI) Plan for Waste
Area Grouping (WAG) 1 of the U.S. Department of Energy's (DOE) Oak
Ridge National Laboratory (ORNL), located near Oak Ridge,
Tennessee. Figures showing the locations of Oak Ridge, ORNL, and
WAG 1 are contained in Section 3.0. WAG 1 covers approximately
100 acres, comprising most of the main plant area of ORNL, and
contains areas of known or suspected radiological and chemical
contamination.

The December 1987 RI Plan prepared for WAG 1, the ORNL main plant
area, presented discussions on the then 99 solid waste management
units (SWMUs) within the WAG. 1Included in the discussion was an
evaluation of the data on known radiological and chemical

‘contaminants. From this evaluation, a field sampling plan (FSP)

was developed. The initial plan was to collect data on the
concentration of target compound list (TCL) constituents in the
various environmental media associated with each SWMU and each
potential migration pathway (i.e., groundwater, surface water,
etc). This approach resulted in an extensive soil sampling effort
not only around each SWMU but also in the areas adjacent to the
SWMU in order to determine if contaminant plumes were leaving the
SWMUs. This sampling configuration did not consider the influence
of the shallow stormflow zone on the transport of materials from '
SWMUs to areas off site of WAG 1 and as a result the "unbiased
sampling" design proposed in the original plan is now thought to
be inappropriate to identifying plumes. The groundwater
monitoring scheme, as proposed in the original WAG 1 RI FSP,
included installation of a number of water quality monitoring
wells, extensive sampling, and aquifer testing. These plans have
been modified to utilize existing well systems and other access
points to the groundwater to more accurately site the new wells
needed to define the vertical and horizontal extent of possible

‘groundwater contamination. Similarly, the originally proposed

surface water and sediment sampling were designed without benefit

1-1 (Rev. 1)
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of the present data. Both sampling efforts have been
réconfigured to reflect present data needs. ‘

The recent analyses of the inactive low-level waste (LLW) storage
tank contents indicate the potential for widespread metal and
organic contaminants since the materials in the tanks were
transported through the LLW transfer pipeline system and the
majority of the WAG 1 SWMUs are associated with that system. The
anthropogenic structures within WAG 1 control and direct the flow
of the shallow groundwater thus providing conduits for the
movement of contaminants. Principal among these structures is the
array of trenches containing not only the LLW pipelines but
process and potable water and utility lines. The direction of
movement of groundwater in the pipeline trenches is generally
reflective of surface topography. However, the intricate
crisscrossing of the various pipeline trenches can result in
contaminants being transported considerable distances from the
source.

The emphasis of the revised RI phase I field sampling effort is to.
provide data to establish the extent and concentrations of

suspected contaminants to perform the baseline health assessment
needed to define the requirements for remedial actions.

1.1 BACRGROUND

1.1.1 Regulatory Setting

DOE facilities, including ORNL, are required to be in full
compliance with all federal and state environmental regulations.
The initial guidance for remediation of contamination at ORNL was
based on DOE Orders 5820.2 (Surplus Facilities Management) and
5480.14 [Comprehensive U.S. Environmental Restoration,
Compensation, and Liability Act (CERCLA)]. The Resource
Conservation and Recovery Act (RCRA) was believed to apply only to
a limited number of sites. In a memorandum from the Environmental

l-la (Rev. 1)‘



Protection Agency (EPA) to DOE in April 1986, EPA elected to
. enforce regulatory requirements for ORNL remedial actions through
its amended RCRA authority.

’ \ 1-1b (Rev. 1)




As currently implemented, the RCRA Section 3004(u) corrective action
program consists of four phases (EPA 1986a): .

1. The RCRA Facility Assessment (RFA) to identify releases or
potential releases requiring further investigation

2. The RCRA Facility Investigation to fully chazacterlze the extent
‘0of releases, (hereinafter referred to as the RI)

3. Corrective Measures Study to determine the need for and extent
of remedial measures. This step includes identification of
appropriate remedies for all problems identified

4. Corrective Measures Implementation to design, construct,
operate, maintain, and monitor the performance of the measure(s)
selected

1.1.2 ORNL Remediation Strategy

In response to the requirement for compliance with environmental
regulations, ORNL, operated by Martin Marietta Energy Systems, Inc.,
(Energy Systems) has established a Remedial Action Program (RAP) to
provide comprehensive management of areas where past and current
operations have resulted in contamination of facilities or the
environment. Under the ORNL RAP, corrective action will be .
implemented in the four phases identified in Section 1.1.1.

1.1.2.1 RFA. The RFA (Phase 1 of the RCRA corrective action
process) was submitted to the EPA in March 1987. As the initial
step in identifying compliance requirements, a complete listing of
all known active and inactive waste management areas, contaminated
facilities, and potential sources of continuing releases to the
environment was prepared. 1Included in this list are waste
collection and storage tanks, solid waste storage areas (SWSAs),
waste treatment units, impoundments, and leak and spill sites.
Although sohe of the sites are not regulated under RCRA Section
3004(u) (e.g., Surplus Facilities), they are included in the list to
provide a comprehensive inventory of all ORNL sites that may
represent actual or potential sources of continuing release to the
environment. '

0789m 1-2



Those actual or potential sources regulated under RCRA are referred
to collectively as SWMUs.

Due to the large number of sites on the list (approximately 250),
ORNL has combined the sites into 20 geographically contiguous and/or
hydrologically defined units called Waste Area Groupings (WAGs).

The WAG concept was developed to group the remedial action sites
into manageable units that could be handled separately. There are a
few areas where individual SWMUs remain outside WAG boundaries:
however, this approach avoids artificially expanding the area of a
WAG to include outlying SWMUs. In some cases, there has been
hydrologic interaction among SWMUs within a WAG, thus making some
SWMUs hydrologically inseparable. Grouping SWMUs allows WAG
perimeter monitoring of both groundwater and surface water at inflow
and discharge points to determine if contaminants are migrating from
the WAG. Based on WAG perimeter monitoring data, further studies
(principally directed toward the groundwater subsystem) may address
individual SWMUs or groups of SWMUs within a WAG, as well as
contaminant plumes, that extend beyond the perimeter of the WAG.

1.1.2.2 RI/FS. Under the ORNL RAP, the second and third phases’
of corrective action will be incorporated in a Remedial
Investigation/Feasibility Study (RI/FS) for the entire ORNL
complex. For the ORNL RI/FS, a separate RI and Alternatives
Assessment (AA) will be performed for each WAG. At the conclusion
of these separate studies, the AAs and any generic studies (studies
that impact multiple WAGs) will be combined to form a single, '
comprehensive ORNL FS, which will be functionally equivalent to an
Environmental Impact Statement (EIS).

Energy Systems has contracted with Bechtel National, Inc. (BNI) and
its subcontractors, CH2M HILL, EDGe/MCI., and PEER Consultants (the
BNI Team) to perform the ORNL RI/FS.

0789m 1-3




1.2 PURPOSE AND SCOPE

1.2.1 Objectives ‘ ‘

The primary objectives of the WAG 1 RI Plan are to document the RI
planning process and to specify the scope, procedures, and materials
for performing the RI.

The site-specific overall objectives of the actual RI are to:

0 Collect data of sufficient quality and quantity to define the
nature and extent of contamination within WAG 1 and, to the
extent possible, the nature and extent of contamination
associated with individual SWMUs or groups of SWMUs

0 Deternine if contamination within WAG 1 has migrated, or has
the potential to migrate, beyond the WAG 1 boundary; and if
it has migrated, determine the extent of migration

o Perform baseline human exposure and environmental assessments
to define and prioritize those SWMUs or groups of SWMUs
within WAG 1 requiring remediation

0 Collect sufficient contamination characterization and
engineering data to develop and evaluate a range of remedia
alternatives for SWMUs and general environmental '
contamination requiring remediation

l.2.2 Scope

The scope of this document is described in two parts. The first
part pertains to the RI planning process; the second part pertains
to the specification of RI activities.

1.2.2.1 Planning Process. The RI planning process conforms to
the following EPA documents:

o Guidance for Conducting Remedial Investigations and
Feasibility Studies under CERCLA (Draft, October 14, 1987)

o Data Quality Objectives for Remedial Response Activities,
Volume 1 - Development Process (March 24, 1987)

0789m 1-4



More specifically, the scope of the planning process includes
performing the following four general steps:

o Determine the types of remedial decisions to be made
regarding WAG 1

o Identify the data needed to support those decisions

o ‘Describe the methods by which the data, once collected, will
be analyzed for use by decision makers

o Develop the methods by which the data will be obtained

The WAG 1 RI planning process is predicated on an iterative
approach, an example of which is illustrated in Figure 1-1. 1In an
iterative process, data can be collected in stages. With initial RI
activities generally focused on developing a good understanding of
the site, subsequent iterations can be focused on filling data

gaps. The iterative process allows identification of key data needs
as early in the process as possible-and ensures that data collection
is always directed toward providing information necessary for
ultimate selection of a remedial action.

1.2.2.2 Summary Description of RI Plan. Based upon the
objectives defined above, a review of the operating history of the
ORNL Main Plant, and a review of past characterization studies of
WAG 1, data needs have been identified that will aid in resolving
the following technical issues:

o The types and locations of radionuclides within and beyond
the WAG 1 boundary

o The types and locations of chemical contaminants within and
beyond the WAG 1 boundary

o The contribution of sediments and surface soil contamination
to surface water contamination

o The interaction of the groundwater and surface water flow
regimes in the migration of contamination

0789m = 1-5
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© The nature of lateral and vertical flow within and between
shallow and deep aquifers ‘ ’

A sampling plan has been developed to collect additional data,
refine the understanding of the above technical issues, perform a
baseline risk assessment, and develop and evaluate remedial
alternatives. The following general types of data will be
collected:

© Civil surveys will be conducted to designate the location
of specific sampling sites.

© Surface radiological surveys will be used to assist in
determining soil sampling locations.

© EM-31 will be employed in SWSAs 1 and 2 and in the Waste
Pile area to aid in determining the location of trenches
and waste forms. It also will be used to aid in pipeline
locations in areas where sampling will be undertaken.

0 X-ray fluorescence will be used to determine the presence
of heavy metal constituents in soils and sediment. This
effort will be used to screen for suspected contamination
in areas possibly requiring more extensive sampling.

. o Headspace gas analysis will be used in water quality and
piezometer wells to determine the presence of volatile
organic chemicals and to focus subsequent groundwater and
subsurface soil sampling.

o Surface and subsurface soils sampling will be conducted in
areas to provide radionuclide and chemical contaminants
data. These areas initially will be identified during the
nondestructive survey phase.

© Building sumps and tank drywells will be inventoried and
sampled as required to provide information on possible
groundwater contaminants.

o Personnel exposure information will be obtained from
existing ORNL records or from monitoring conducted during
the RI effort.

o The existing groundwater well network will be used, where
possible, to define the nature, distribution, and movement
of contaminants in groundwater. Additional groundwater
monitoring wells will be installed, if needed, to more
completely evaluate the groundwater flow systems and
‘"contaminant transport therein.

‘ - 1-7 (Rev. 1)




0o Surface water and sediments in the three major streams
within WAG 1 will be sampled. Opportunistic samples will
be collected in areas appropriate to refining information ‘l’
on contaminant distribution and migration. ’

As previously described, development of data to achieve the RI
objectives will probably require more than one phase of remedial
investigation. There are many potential contaminants, and the
pathways are complex and not fully understood at this time. Also,
not all applicable or relevant and appropriate requirements
(ARARs) can be defined until additional data are available. (A
list of the ARARs identified to date is provided in Section 4.0.)
It is possible that risk-based limits might have to be developed
if they are not currently available.

The analytical protocols selected for this RI effort are EPA's
Contract Laboratory Program (CLP) Routine Analytical Services

(RAS) procedures for TCL compounds. Special Analytical Services
(SAS) procedures will be utilized if non-TCL compounds are
identified as being possible contaminants.

The next iteration of the RI will utilize the data developed .
during, or following, the implementation of this plan to direct
attention to specific contaminants of concern and/or specific

areas within the WAG that may require special analytical

procedures.

1.3 ORGANTYZATION AND APPROACH

The scope of work for the WAG 1 RI was developed in conformance
with guidelines established by EPA for the conduct of remedial
investigations. Figure 1-2 illustrates the process followed and
how it is documented in this RI Plan.
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The RI Plan consists of five sections and three appendices. 1In
geheral, the text of the plan describes the RI planning and

management process, and the appendices describe the protocols for
data collection and evaluation. The following paragraphs indicate
the content of each RI Plan section and appendix.

Section 1.0 introduces the RI Plan and the RI process.
Section 2.0 describes the project organization and management;:
provides brief descriptions of the RI tasks and their integration
into a project Work Breakdown Structure (WBS):; and presents the
preliminary schedule. Section 3.0 evaluates available site and
contaminant characterization data. Section 4.0 is an initial
evaluation of specific data uses and the corresponding data needs.
(To identify these data uses and needs, a preliminary human health
and environmental assessment was performed and a preliminary list
of remedial technologies that may be applicable to the site was
developed. From these efforts, specific data requirements were
identified.) Section 5.0 presents the technical approach adopted
for collection and analysis of the data identified in Section 4.0. .
Appendix A is the Field Sampling Plan (FSP), which contains a
- detailed description of field activities to be performed during
| the RI; the Quality Assurance Project Plan (QAPP), which presents
the policies, organization, and specific activities designed to
| achieve the data quality goals of the project; and the Waste
Management Plan, which describes procedures for handling and
| disposing investigation-derived wastes and estimates the quantity
| of waste to be generated during field activities.

1-10 (Rev. 1) ‘



2.0 PROJECT ORGANIZATION AND MANAGEMENT

This éection of the RI Plan presents the WAG-l-specific project
organization and management plan, which is derived from the RI/FS
Project Management Plan (BNI, 1987). Section 2.1 presents the
organization, responsibilities, and staffing for the RI.

Section 2.2 describes the coordination and liaison interfaces with
Energy Systems. Section 2.3 discusses basic Quality Assurance (QA)
approaches. Section 2.4 lists and summarizes the WAG 1 RI tasks and
identifies the tasks according to the WBS established for the WAG 1
RI, and Section 2.5 presents the preliminary schedule for
performance of the RI. Sections 2.6 and 2.7 discuss the plans for
WAG 1 data base management and ES&H activities, respectively.

2.1 ORGANIZATION, RESPONSIBILITIES, AND STAFFING

Figures 2-1 and 2-2 illustrate the organizational structures for
Energy Systems and the BNI Team. Responsibilities and authorities
for the WAG 1 team are briefly described below.

WAG Manager. The WAG Manager is accountable for budget, schedule,
and quality of performance during the WAG 1 Remedial Investigation.
Specifically, the WAG Manager is responsible for the management of
all remedial investigation planning, field investigations, and data
analysis for WAG 1. The WAG 1 Manager will be expected to interact
with Energy Systems staff frequently as work progresses.

Technical Support. A cadre of engineers, hydrogeologists,
scientists, and other specialists on the BNI Team will process and
analyze data, recommend revisions to the sampling plan as needed,
monitor the construction of sampling stations, and provide
consultation to field personnel. These specialists will be drawn as
needed from the pool of professionals maintained under the RI/FS
Manager. They will report to the WAG 1 Manager when performing
WAG-1l-specific work.

Field Services and Support (FSS) Manager. The FSS Manager will
direct field and support activities for the work on all WAGs in
accordance with approved plans and procedures. The FSS Manager will
help develop schedules for various work elements. With a thorough
understanding of the required work and schedules for each WAG, the
FSS Manager will integrate requirements for each WAG into a

0o660m ‘ 2-1
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comprehensive planning schedule. This schedule will identify peaks
and will allow long-range planning for efficient use of resources.
The FSS Manager will be supported by technical and administrative ‘

staff as dictated by field conditions.

Field Quality Control (QC) Supervisor. The Field QC Supervisor is

independent from the project organization and reports directly to
the RI/FS project QA Manager. The Field QC Supervisor monitors the
WAG 1 OAPP implementation and works with the WAG 1 Manager to
coordinate the program's application. He will perform system and
performance audits and ensure the satisfactory implementation of any
required corrective action resulting from the audits. He will also
monitor drilling crews, on-site laboratory staff, and other field
personnel to ensure that their activities are being conducted in
accordance with the RI Plan. His authority includes the right to
stop work.

Laboratory QOC Supervisor. The Laboratory QC Supervisor reports
directly to the RI/FS project QA Manager. The Laboratory QC

Supervisor monitors the performance of laboratory analyses through
inspection of laboratory operations (from sample receipt to data
reporting) and through data assessments. The Laboratory QC
Supervisor checks data and data packages to ensure that all
requirements have been met for precision, accuracy,
representativeness, comparability, and completeness.

Field Health and Safety (FHS) Supervisor. The FHS Supervisor is
responsible for implementing the Environemtnal, Safety and Health
(ES&H) program in the field. He evaluates health and safety
concerns at the site level and applies the requirements specified i
the project ES&H Plan and procedures. In performing his
evaluations, the FHS Supervisor shall solicit technical assistance
from the ES&H Manager when conditions exist that are not covered by
existing plans and procedures. Through discussions with the FSS
Manager, the FHS Supervisor determines the schedule of activities
and deploys available resources to provide required health and
safety coverage.

Review Team Leader. The responsibilities of the Review Team Leader
(RTL) are described in RI/FS Project Procedure 1311, "Review Team
Leader." The RTL is chosen from among senior RI/FS project
management not directly connected to the WAG 1 RI effort. The RTL
serves as an independent source for technical review of key phases
of the RI, promoting consistency and quality of philosophy,
technical approach, and methodologies. The RTL concept also serves
the RI/FS project need for transfer of information among WAG teams
and aids in planning and guidance of WAG activities.

staffing for WAG Manager and FSS Manager positions is listed in the
Project Management Plan (BNI, 1987). Other positions will be
staffed with personnel assigned to the RI/FS project team under the
sponsorship of BNI, EDGe/MCI, CH2M HILL, and PEER Consultants.
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2.2 COORDINATION/LIAISON

Successful implementation of the WAG 1 RI requires close
communication and coordination between Energy Systems and the BNI
Team. The WAG 1 Manager will be expected to interact with Energy
Systens staff frequently as work progresses. His normal day-to-day
interface with Energy Systems will be with the RI/FS Subcontract
Management Team Technical Coordinator. Overall WAG 1 interfaces are
illustrated in Figure 2-3.

Before any field activities begin, the FSS Manager will interface
with the FHS Supervisor, Field QC Supervisor, and WAG Managers to
ensure that all proposed operations conform to approved plans,
procedures, and requirements. He will be responsible for
coordinating field activities with the Energy Systems Field
Coordinator. The FSS Manager will also routinely update Energy
Systems on the status of ongoing and planned operations. The FSS
Manager will inform the Field Coordinator of the plans, timing,
personnel, and equipment utilization related to field activities so
that applicable requirements can be met for access, excavation
permits, and hazardous work permits. He will work with the WAG
Managers to resolve schedule conflicts among WAGs with concurrent
activities.

The FSS Manager will also work with the Energy Systems Field
Coordinator in interfacing with the ORNL staff for coordinating
RI/FS activities with routine plant operations and emergency
response needs.

Interfaces regarding waste management will be coordinated through
the Energy Systems Field Coordinator. These interfaces are
described in more detail in the RI/FS project Waste Management Plan
(BNI, 1987a). 1Interfaces relating to health and safety will be
coordinated through the Energy Systems RI/FS Subcontract Management
Team ES&H Coordinator. These interfaces and emergency response
interfaces are described in the ES&H Plan (BNI, 1987b).
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2.3 QUALITY ASSURANCE APPROACH

The ORNL RI/FS project is committed to implementing a Quality

- Assurance Program that complies with the requirements of DOE and
EPA. Specifically, these requirements are ANSI/ASME-NQA-1-1986
Edition, Quality Assurance Program Requirements for Nuclear
Facilities, and QAMS-005/80, Interim Guidelines and Specifications
for Preparing Quality Assurance Project Plans, respectively.

NQA-1 is the predominant Quality Assurance Program standard for the
project and is the basis for the project Quality Assurance Plan
(QAP) (BNI, 1987c). All project documents and activities affecting
the performance of RI/FS activities must comply with the QAP. NQA-1
has 18 criteria, all of which are applicable to the RI/FS project.

QAMS-005/80 is the standard used to form the basis for the specific
QA and QC activities to achieve the WAG-specific data quality
goals. QAMS-005/80 has 16 criteria, all of which are applicable to
site monitoring and measurement activities. The requirements of
QAMS-005/80 will be contained in the QAPPs. The WAG 1 QAPP
describes the procedures used to document and report precision,
accuracy, and completeness of environmental measurements. Fiqure
2-4 is a matrix showing the relationship of ANSI/ASME NQA-1, as
applied in the QAP, and EPA QAMS-005/80, as applied in the QAPP.

NQA-1 contains four criteria that are not directly applicable to
site monitoring and measurement activities and will not be found in
the QAPP. Specifically, Design Control (3), Procurement Document
Control (4), Document Control (6), and Control of Purchased Items
and Services (7). However, the four criteria are addressed in the
QAP and will be applied on a project-wide basis.

Figure 2-5 presents a graphic description of the interfaces among
the primary participants in the RI/FS project.
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The RI/FS project QAP (BNI, 1987c) presents the project-wide Qa
program that establishes policies, procedures, standards, ‘
guidelines, and training aimed at preducing a quality product. It
is the responsibility of the WAG 1 Manager to apply these measures
to maintain an acceptable level of quality during the WAG 1 RI.

The WAG 1 Manager also has the responsibility for developing the
RI Plan using a data-quality-objective process so that RI
objectives are achieved. The QAPP establishes the specific
quality control requirements and criteria for the WAG 1 RI,
especially for the implementation of the FSP. The WAG 1 FSP and
QAPP are included in Appendix A. The technical approach is
discussed in Section 5.0. The paragraphs below discuss the
quality measures being applied to WAG 1.

The Field QC Supervisor and the Laboratory QC Supervisor will
verify that the quality requirements described in the RI Plan and
referenced project documents are being satisfactorily implemented
in accordance with the QAP.

A formal Quality Assurance Assessment (QAA) will be performed in
accordance with the QAP for WAG 1 to identify and evaluate the
risk of potentially significant quality problems (failure modes),

to plan for their prevention, or to minimize the consequences
should they occur.

Quality Assurance project audits will be conducted in accordance
with the QAP to verify compliance with all aspects of the RI.
These audits will include project office, field, and/or laboratory
quality-related activities. These audits will be planned,
scheduled, and performed in accordance with Project Procedure
1307, "Project Audits."

2-10 (Rev. 1)‘




The RTL and a team of selected senior reviewers will participate in
petiodic reviews of WAG 1 planning, analysis, and reporting. At a
minimum, the review team will review the following interim and final
deliverables in draft form before release to Energy Systems:

o Technical Letter Reports
o Draft RI Report
o Final RI Report

2.4 WAG 1 TASKS, WORK BREAKDOWN STRUCTURE, AND SCHEDULE

This section summarizes the administrative and technical activities
that will be performed by the BNI Team as part of the WAG 1 RI;
identifies the tasks according to the WBS established for WAG l; and
presents the preliminary schedule for the RI. Standard tests, as
defined in the REM IV Work Plan Guidance Handbook (EPA, 1986), and
those tests developed specifically to meet the needs of the
individual WAGs, were used in developing the WAG 1 RI Plan.

Standard tasks are assigned to the fifth level of reporting in the
WBS; groups of standard tasks are assigned to the fourth level of
reporting. |

Tasks included in the WAG 1 scope and their WBS designations are
presented in Figure 2-6 and are briefly described below. Figure 2-7

depicts the responsibility assignments for accomplishing the tasks.

WBS 201100: RI PLAN PREPARATION

This task provides for the preparation of this RI Plan and any
revisions and/or addenda required to meet the overall project
objectives. 1If, at the conclusion of the work outlined herein,
additional data needs are identified, this task would be used to
collect costs to prepare future RI planning documents.

0660m 2-11
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WBS 201200: PROJECT SUPPORT

Project support includes Project Management, Quality Control, and .
Data Base Management tasks.

Project Management. Project management activities will include

the direction of all technical and administrative aspects of the WAG
1 RI. These activities include preparation of monthly status
reports; client meetings: controlling budget and schedule:;
selecting, coordinating, and scheduling staff for individual task
assignments; maintaining project quality control and assurance
programs; weekly meetings with other WAG Managers; providing
environmental safety and health controls; and maintaining a waste
management program.

Quality Control. Periodic quality reviews of project plans,

- ongoing project activities, project files, and project deliverables
will be conducted by the RTL. Field inspections will be conducted
by QC supervisors on a routine basis, and QA audit teams will
conduct periodic audits. OQaAs will’be performed by the WAG Manager.

Data Management. Data management will be performed as specified

in the Data Base Management Plan (BNI, 1987d4). Both validated
existing data and data generated as part of the RI will be entered
into the project data base to allow effective comparisons based on
factors such as type of sample, location, parameter, and
concentration. 1Invalid data will not be entered into the data base,
but will be stored on tape.

WBS 201300: FIELD WORK

Field Work includes activities associated with implementing the
FSP. As shown in Figure 2-6, the standard tasks include Field
Support, Surveying and Mapping, Geophysical Survey, Surface Water
and Sediments, Groundwater, and SOils. These tasks are briefly

. described in the following paragraphs. '

0660m 2-14 C




Field Support. Field support for the implementation of field
activities of the WAG 1 RI will be coordinated through the FSS
Manager. WAG-specific field activities, identified during
planning as necessary for the satisfactory completion of the RI,
will be implemented by the FSS Manager under the direction of the
WAG 1 Manager. As part of the field support activities,
site-specific plans for environmental safety and health, waste
management, and sample measurement will be prepared prior to
initiation of any field activities.

Civil Surveying and Mapping. Civil surveys will be performed in

preparation for the other nondestructive surveys and for
preliminary and final location and elevation of sampling points.
The civil surveys will also support required permitting
procedures; establish post-installation locations and elevations
of new wells, boreholes, weirs and gauges; and provide information
on general site features and facilities. The FSP describes the
objectives of the civil survey in detail.

Nondestructive Surveys. The WAG 1 RI field activities involve a
series of nondestructive surveys. These include: 1) a radiation
‘walkover survey, 2) a series of efforts involving data for
establishing personnel exposures, 3) an EM-31 survey of SWSAs 1
and 2 and the waste pile area, 4) a survey for heavy metal
contaminants utilizing field portable x-ray fluorescence, and

5) an inventory of building sumps and tank drywells.

Sediments and Surface Water. Sediment sampling field work
includes collecting sediment samples from the channels of each of

the existing creeks, historic and existing floodplains, and the
sewage lagoons. Specific activities are described in the FSP.

Groundwater. The groundwater field work will include: eValuating
and upgrading wells in the existing well network; performing
headspace gas ahalysis on the existing well systems; collecting
three rounds of groundwater samples; and obtaining discrete and

2=15 (Rev. 1)




| continuous water level measurements. Details of the groundwater
field work are described in the FSP. .

| Soils. The soil sampling field work is divided into three
| distinct activities:

©0 Soils I - localized areas defined during the nondestructive
surveys and well headspace gas analysis; these include
spill and leak sites, SWSA 1, SWSA 2, and possibly the
waste pile area.

0 Soils II - areas identified as a result of the creek
sediment survey and the headspace analysis of existing
wells; primarily these will involve defining major
migration routes.

o Soils III - those locations determined by the previous scil
sampling activities to be source terms in need of more
extensive definition.

Details of the soils field work are described in the FSP.

WBS 201400: IABORATORY ANALYSIS ‘
A summary of the samples to be collected as part of the WAG 1 RI

| is provided in Table Al-1 of the FSP. Sampled media include
surface water, sediments, soils, and groundwater. Standard tasks
included as part of laboratory analysis are Analytical Services
and Data Validation, which are described below.

Analvtical Services. Laboratory analytical support will be
provided by International Technology (IT) Corporation through a
close-support field laboratory and their three permanent
laboratories located in the Oak Ridge/Knoxville area. The on-site
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field laboratory will facilitate rapid screening of samples; the
off-site permanent laboratories will perform analyses meeting levels
. of Analysis IV and V (as defined in EPA 540/G-87/003). Samples will
initially be sent to the close-support laboratory for screening to
identify indicator parameters that will determine the need for
additional analyses: determine how samples should be prdcessed; and
determine to which off-site permanent laboratory the sample will be
shipped. The analytical support laboratory will provide all sample
containers, preservatives, trip blanks, labels, and bar-coded
container tags.

Laboratory Data Validation. Laboratory anal&tical data will be
reviewed for contract compliance and general data quality by the

Laboratory QC Supervisor or designee. Data validation will be
performed by an independent contractor. This activity will include
the analysis of results from blanks, duplicates and replicates,
spike recoveries, and standards. Appropriate use of the analytical
data for RI/FS purposes will be evaluated by project personnel.
Limitations of the analytical data will be presented and explained
in the RI report.

WBS 201500: DATA ANALYSIS

Data Analysis includes standard tasks Existing Data Analysis, Data
Evaluation, Modeling, and the Risk Assessment. These tasks are
described in the following paragraphs.

Existing Data Analysis. This task includes activities necessary

to evaluate existing data that were identified during the RI
planning activities but which were unavailable to the RI planning
team at that time. These data will include information needed to
finalize the FSP and support the field investigations. Existing
data collected as part of the task will be technically validated.

If the evaluation of existing WAG-specific field and analytical data
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or results of ongoing ORNL studies indicates a need to modify the -
FSP, these modifications will be identified and appropriate steps
taken to incorporate them into the FSP. .

Data Evaluation. All data will be summarized and evaluated.

Plots, contours, and maps will be revised and/or developed to assist
in data explanations and presentations. All RI objectives will be
reviewed to determine if the gathered data provide the specific
information required by each task. Limitations will be identified
and documented in the RI Report.

Modeling. Data developed as part of the RI and entered into the
project data base will be manipulated using appropriate geochemical,
groundwater flow, and contaminant transport models to predict the
distribution of various contaminants over time under differing
hydrologic and hydraulic conditions. Geochemical software such as
PHREEQE may be used to predict speciation and potential mobility of
various contaminants. Flow models may be used to address
groundwater flow, direction, and rate. Contaminant transport
analytical models may also be utilized in the analysis.

Risk Assessment. Data collected from existing sources and from

the RI will be evaluated to determine whether substances found at
the site present a threat or potential threat to public health,
public welfare, or the environment under the No Action alternative
and future site development situations. Existing standards,
guidelines, and ARARs will be reviewed to develop a range of
estimates of potential threats from SWMUs or groups of SWMUs within
WAG 1 to public health, welfare, or the environment. The results of
the risk assessment will be included as a chapter in the RI Report.
Supporting risk, transport, and data calculations will be appended,
and relevant references will be cited.
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WBS 201600: REMEDIAL INVESTIGATION REPORT PREPARATION

Standard tasks RI Report and Technical Interim Memoranda are
included in this activity.

RI Report. A report summarizing and interpreting the WAG 1 RI
activities will be prepared and provided to Energy Systems. The
report will provide documentation of data that is obtained, as
well as a discussion of data evaluation and associated
limitations. Preparation of two drafts and one final version of
the RI Report are included as part of this task.

Technical Interim Memoranda. During the course of performing the
RI tasks, it may become necessary to issue interim technical
letter reports summarizing selected RI activities or data

‘ generated as part of the RI activities and identification of

|
.
l

additional data needs. As a minimum, a letter report will be
issued at the end of each fiscal year of RI implementaticn,
summarizing RI activities and significant findings.

WBS 201700: TIAB AND BENCH-SCALE STUDIES

To evaluate remedial action alternatives, bench and pilot studies
may be necessary. The exact studies that may be conducted have
not been determined. An assessment of data collected during the
RI will lead to the identification of specific studies during
preparation of the RI Report. Potential studies may include
treatability tests such as groundwater treatment; solidification
studies for impoundment and tank sludges and sediments; and
studies on in-tank solidification of sludges.

2.5 PRELIMINARY SCHEDULE

The schedule (Figure 2-8) for implementing the activities
specified in the RI Plan will be negotiated with EPA and TDHE as a
part of the Federal Facilities Agreement. Completion of the RI
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depends on funding availability‘and decisions affecting
prioritization.

2.6 WAG 1 DATA BASE MANAGEMENT

The management of data during the WAG 1 RI will follow the
guidance set forth in the project Data Base Management Plan (BNI,
19874). '

Data for WAG 1 will be collected through field and analytical
sampling, reduction, validation, and reporting activities. Data
requirements and specific sampling activities are presented in the
FSP, which also identifies sampling frequencies, analyses
protocols, equipment, and procedures. RI/FS Project Procedures
1601, 1602, and 1610 set specific sampling, analytical, and well
installation protocols to be used during field data collection.
The project QAP and related project procedures set the guidelines
for chain of custody, field quality control, laboratory quality
control, quality action, and QAAs. The protocols for WAG 1 are
summarized in the QAPP, Appendix A.

Collected data will be transferred to the WAG 1 data base by
electronic data transfer or by standard data transmittal forms (as
described in Project Procedures 1501 and 1501.1). The data
transferred via standard collection forms will be entered twice by
different personnel to ensure data accuracy. Preliminary checks
for errors will be performed on raw data before acceptance'into
the data base.

The Data Base Coordinator will conduct verification/analysis of
the raw data. Accepted data will undergo review by the technical
specialists for WAG 1. Data that pass the review shall be
considered verified/validated data. Rejected data will be further
evaluated for possible limited use or purging. The verified/
validated data will be~ana1yzéd using the methods presehted in
Section 5.0.
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2.7 WAG 1 ENVIRONMENTAL, SAFETY AND HEALTH PLAN

The RI/FS project ES&H Plan has been finalized and establishes the .
overall organization, interfaces, cziteria, and guidance for

ensuring that RI/FS project activities comply with federal, state,
DOE, ORNL, and Energy Systems laws, regulations, orders,

requirements, and procedures (BNI, 1987b). A WAG-1-specific ES&H
Plan that meets the requirements specified in OSHA 29 CFR 1910.120
will be prepared for discrete elements of work at the site. At that
time, the ES&H implications of the field work to be performed will

be evaluated:; the BNI Team will then develop specific ES&H guidance
difectly applicable to the work.
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3.0 DESCRIPTION OF CURRENT SITUATION

Section 3.1 provides general background information for the Oak
Ridge Reservation (ORR). Sections 3.2 and 3.3 provide background
information specifically for WAG 1.

3.1 BACKGROUND INFORMATION
3.1.1 Location

WAG 1 is located in the Main Plant Area of ORNL. ORNL is located
near the center of the ORR in Roane and Anderson Counties in East
Tennessee (Figure 3-1), approximately 30 miles southwest of
Knoxville and 10 miles south of the City of Oak Ridge. ORNL is one
of three major operating facilities on the ORR; the other two are
the K-25 Oak Ridge Gaseous Diffusion Plant (ORGDP) and the Y-12
Plant.

The ORR is bounded on the south and west by the Clinch River, on the
east by State Highway 62, and on the north by the City of Oak Ridge
and privately owned land. The ORR encompasses approximately

70 miz of land.

3.1.2 Demography and Land Use

Surrounding the ORR are five counties with a combined population of
approximately 480,000. Population centers close to the'ORR include
Oak Ridge and Knoxville with populations of 27,600 and 183,000,
respectively. Other, smaller, population centers include Clinton
(northeast), Kingston (southwest), and Harriman (west). The total
population within a 50-mile radius of the ORR is about 690,000, with
the largest percentage located to the east. Approximately 4150
people are employed at ORNL. '
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Historically, the ORR area was used for agricultural purposes.
Currently, the area outside the ORR includes residential,
agricultural, industrial, and recreational areas. The region is
also traversed by numerous public roads and highways. Recreational
use of area rivers and lakes is heavy. Deer hunting has been
allowed on the ORR in selected areas since 1985.

3.1.3 General History

ORNL was constructed for atomic weapons materials research and
development during World War 11 and began operation in 1943. It was
initially chosen for the Manhattan Project for security reasons, due
to its isolation from population centers. The availability of
inexpensive Tennessee Valley Authority (TVA) electric power, the
abundant supply of good water, and the available labor force from
the surrounding rural areas were also factors in locating the
facility (Evaluation Research Corporation, 1982).

Initially the facility had a planned life of only one year. This
period was lengthened to last for 2-3 years, and, as nuclear
research and political climates have evolved, ORNL has been in
continuous activity since.

After its war time mission was completed, the Manhattan Project was
transferred from the Manhattan Engineering District in 1947 to the
United States Atomic Energy Commission (USAEC), a civilian agency
created to supervise the nation's nuclear energy program. ORNL, as
part of the USAEC, was assigned chemical engineering and basic
science program responsibilities in reactor and isotope research and
development.

There have been many changes in the scope and direction of programs
at ORNL over the years, including continuation and expansion of fuel
reprocessing research, large-scale production of radioisotopes, and
operation of a variety of reactors. Discharge of radioactive waste
méterials has'reéulted from many activities over the past 44 years.
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When operations at ORNL began, the risks and waste management
réquirements of radiological science, work, and production were not
iarell known. Furthermore, the long-term effects of exposure or .
contamination to humans and the environment were not well

understood. Due to these factors, the methods of operation,

. protection, and waste disposal at ORNL have been evolving processes,
and many of the standard waste disposal methods now followed did not
exist during past operations. Past practices account for the
majority of the environmental problems affecting the ORNL area.

The RI/FS Project Management Plan contains a thorough discussion of
the history of ORNL and its waste disposal methods (BNI, 1987).

3.1.4 Current and Planned Site Operations

WAG 1 encompasses a large portion of ORNL's Main Plant Area, an
active facility with a variety of ongoing activities. This fact
will affect the WAG 1 RI in two ways.

First, the WAG 1 field activities will be conducted concurrently .
with other ORNL activities, which may include installation of new

process waste pipelines, chemical or radiological characterizations,
construction of major new facilities, or routine maintenance
activities. These activities will present difficulties in that they
may, for example, impact scheduling of certain WAG 1 field work or
access to certain areas. However, such activities could just as
well present opportunities for gaining information that would be
useful to the WAG 1 RI effort, such as the location of underground
utility lines or obtaining independent data on water quality.
Through close interface with Energy Systems, the WAG 1 RI team can
lessen the impact of possibly difficult situations and take full
advantage of opportunities for obtaining useful data inexpensively
and quickly.
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Another significant impact of ongoing operations lies in the effect
those operations may have on the confiéuration of WAG 1 over a

- period of years. New facilities may be added or other changes may
be made that affect terrain, surface water flow, etc. These changes
could affect the validity of data obtained or evaluations made
during the RI: additional field work might be required to update
information. Therefore, the possible effects of the changing
configuration of WAG 1 will be closely monitored during the RI.

3.1.5 Physioqraphy and Topography

The ORR is located between the Cumberland Mountains to the northwest
and the Great Smoky Mountains to the southeast, in the Valley and
Ridge Physiographic Province of the Appalachian Mountains. The
province, which is some 50 miles wide in this area, extends
approximately 1300 miles from the Canadian St. Lawrence low land
into Alabama. Bounded by the Appalachian Plateaus Province to the
west and the Blue Ridge Province to the east, the Valley and Ridge
Province is a complex zone characterized by a succession of
southwest-trending ridges and valleys. On the ORR, elevations range
from 750 to 1400 ft mean sea level (MSL). The main facilities of
ORNL, including WAG 1, are located in Bethel Valley at 800 to 850 ft
MSL. Bethel Valley is bounded on the north by Chestnut Ridge (1100
ft MSL) and on the south by Haw Ridge (1000 ft MSL).

3.1.6 Regional Environmental Setting

3.1.6.1 Geology. The rocks that underlie the vélley and Ridge
Province in the vicinity of the ORR are lower Paleozoic sediments.
From oldest to youngest, the stratigraphic units that occur within
the study area between Chestnut Ridge and Melton Valley are the
clastic Cambrian Rome Formation, the mixed clastic and carbonate
Cambrian Conasauga Group, the Earbonate Cambrian and Ordovician Knox
Group, and the mixed carbonate and clastic Middle Ordovician
Chickamauga Group (Stockdale, 1951; McMaster, 1963). A generalized
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geologic cross section for the Oak Ridge area is provided in Figure
3-2. Figure 3-3 illustrates bedrock formations that are younger

than the Chickamauga Group. Although present in the Oak Ridge area.
these do not occur within WAG 1 and are therefore not included in

this discussion.

The stratigraphic units crop out in a series of southwest- to
northeast-trending linear belts that are the result of thrust fault
motion along the Copper Creek and White Oak Mountain thrust faults.
The thrust faulting is part of a major decollement of the Southern
Appalachian thin-skinned orogenic thrust belt (Roeder, Gilbert, and
Witherspoon, 1978). In the general vicinity of the ORR, such
faulting has resulted in the Cambrian Rome Formation being
juxtaposed over the Ordovician Chickamauga Group. Regional strike
of strata in this portion of the Valley and Ridge Province is N50°
to 60°E, and the dip of rocks at the surface is 45° to 55° to

the southeast. At depth, the dip decreases to nearly horizontal,
and the thrust faults become nearly horizontal in the subsurface to
form essentially bedding-parallel faults. Horizontal displacement
along major faults can be as great as 30 to 60 miles (Roeder, .
Gilbert, and Witherspoon, 1978). Within the sediments of the
imbricate thrust sheets, a large number of small scale folds and
fractures have formed, which has resulted in a complex structural
fabric.

3.1.6.2 Seismic Activity. A complete list of recent seismic

events detected in the Oak Ridge area and those recorded in the
literature since 1800 is found in Boyle (1982). The Appalachian
region from southeastern Tennessee to Virginia averages one to two
seismic events per year. The maximum shock experienced in the Oak
Ridge area from an earthquake with an epicenter in the East
Tennessee region was an MM (Modified Mercalli) VI intensity event in
1913.

Based on Algermissen’s (1982) seismic risk classification and
prbbabilistic estimates, Oak Ridge lies in seismic zone 2 (moderate
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activity), and there is a 10 percent probability that a seismic
event will produce horizontal movement at Oak Ridge in excess of 7
percent of gravity within a 50-year period. This corresponds to an
MM intensity of VII. This estimate and historic records indicate
that an earthquake of this intensity, which would cause minor to
moderate damage to structures, should occur every 300 to 1000 years.

Although the Oak Ridge area experiences a moderate 1evei of seismic
activity, no incidence of recent surface deformation has been
documented. Earthquakes of the type that occur within the region
are comnon throughout the world. The shocks are of normal focus,
that is, 25 to 30 miles deep. It is improbable that a shock of
major intensity will occur in the Oak Ridge area for several
thousand years. Forces from more seismically active areas would be
dissipated by distance.

3.1.6.3 Soils. The soils occurring in the ORR vicinity beleng
generally to the broad group of ultisols, formerly called red-yellow
podzolic and reddish brown lateritic soils. Entisols (formerly
lithosols), thin surface soils over bedrock showing little
development of soil horizons, are found locally in steeply sloping
areas. Small areas of inceptisols or youthful soils are found in
alluvial areas adjacent to streams.

Ultisols develop in humid climates of temperate to tropical zones on
old or highly weathered parent material under forest or savannah
vegetation. Although soils on the ORR exhibit a wide range of both
physical and chemical properties, they are generally moist, strongly
leached, acidic, low in organic matter, and have exchange capacities
less than 10 meq per 0.22 1b of soil. ’

The geochemical and mineralogical properties of a soil depend to a
large degree on the source material from which they are derivead.
Generally, native soils can be classified as residuum, colluvium, or
alluvium, based on their location and type of weathering. of source
rock that produced those soils. The three known stratigraphic units
from which site soils would be derived are the Rome Formation, the
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Knox Group, and the eight units of the Chickamauga Group. Soils

that directly underlie SWMUs within WAG 1 would primarily be '
weathering products of the rock of the Chickamauga Group. Boegly eQ
al. (1987) describe these so0ils as follows.

The soils produced by weathering of the Chickamauga typically
consist of yellow, light reddish-orange, or red clay containing
variable amounts of chert. The residual clays produced by the
weathering of the limestone contain a mixture of kaolinitic and
illilitic minerals, with some clays having significant amounts of
montmorillonitic minerals. At many locations on-site, these soils
have been reworked or other soil has been brought in as backfill,
thus altering some of the soils' native properties. The two
principal clay series found beneath ORNL are the Gladeville and
Collegedale. The only geochemical properties that have been
determined for soils at ORNL are pH and cation exchange capacity
(CEC) for these two series (Boegly et al., 1987). These properties
are summarized in Table 3-1.

3.1.6.4 Surface Water. The facilities on the ORR discharge water ‘
principally to the Clinch River system. Four TVA reservoirs
influence the flow and stage of the lower Clinch River: Norris and
Melton Hill reservoirs on the Clinch River, and Watts Bar and Fort
Loudon reservoirs on the Tennessee River, into which the Clinch
flows some 15 miles below ORNL. The average discharge of the Clinch
River at Melton Hill Dam, on the south side of the ORR, between 1963
and 1969, was 5280 cfs, and the maximum reported discharge is 42,900
cfs (Martin Marietta Energy Systems, 1986). Surface waters of the
ORR are classified by use on the basis of water quality. Most
waters are classified for fish and aquatic life, recreation,
irrigation, and livestock watering and wildlife. The Clinch River
is also classified for domestic and industrial water supplies and
for navigation. ‘

The surface waters of the ORR are of the calcium-magnesiunm
bicarbonate t?pe. reflecting the abundance of limestone and dolomite

bedrock in the watersheds. These waters have a moderate hardness
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TABLE 3-1
SOIL CHEMICAL PROPERTIES

-
Estimated CEC,
(meq/100 gq)
Corrosivity
Steel Concrete pH range Surface Subsoil
Gladeville High. Low 6.6-8.2 20-40 40-80
Collegedale High Mod-high 4.5-5.5 10-15 20-40

Source: Boegly et al.. (1987).
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and total dissolved solids (TDS) typically kanging from 100 to

250 mg/L. Seasonal variations in rainfall can produce large
streamflows, typically in winter and spring. 9
Water quality in ORR streams is affected by wastewater discharges
and by groundwater inputs of contaminants from shallow-land disposal
of wastes. Bedrock characteristics differ somewhat among the
watersheds, and some observed differences in water chemistry can be
attributed to geological variation; variations in contaminant
loading are also factors. Essentially all water used on the ORR is
imported from the Clinch River, and any water not consumed is
discharged to surface streams. Imported water is a significant
fraction of the flow in some streams, e.g., WOC, in late summer and
early fall. The quality of water in the Clinch River is affected by
ORR activities, by contamination introduced upstream, and by flow
regulation at TVA dams. Several institutions routinely monitor

" water quality in the Clinch River, including TVA, the U. S.
Geological Survey (USGS), and Energy Systems for DOE (Martin
Marietta Energy Systems, 1986).

3.1.6.5 Groundwater. There are limited data describing regional .
groundwater flow. Mechanisms and rates of flow appear to be
controlled by topography, structure, and lithology. Because the
lithologic nature of the Conasauga Group is highly variable,
groundwater conditions also vary. 1In the carbonate-rich formations,
groundwater may move along small solution cavities and fractures; in
the more shale-rich lithologies, movement is almost solely along
fractures and bedding planes.

The Knox Group is the principal aquifer in the region. It outcrops
at Chestnut Ridge north of ORNL and at Copper Ridge south of ORNL.
The Knox Group is characterized by extensive solution features, and
most groundwater flow in the bedrock is along solution cavities.
Because the Knox is a ridge-former and has a thick residual cover of
75 to 150 ft,'depth to the water table is often as great as 100 ft.
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The groundwater flow conditions of the Chickamauga Group are highly
variable and not well defined. Groundwater conditions appear to be
controlled by topography, structure, and lithology, and small
solution cavities occur in the more carbonate-rich strata.

A predominant feature of groundwater flow at the ORR and the
surrounding region is that most flowpaths are determined by
directional permeabilities in bedrock fractures. Porous flow occurs
only in the regolith above the bedrock surface. 1In general, shallow
groundwater from the Conasauga, Knox, and Chickamauga groups is
fresh and can be used for residential purposes. Water deeper than
about 300 ft is saline to very saline.

3.1.6.6 Background Radiological Status. A natural background
radiation dose is received by man from cosmic rays and terrestrial

sources. The estimated average annual dose equivalent to
individuals in the Oak Ridge area from these natural sources is
about 1.3 mSv/yr (Myrick, 1984). Man-made radiation sources include
residual fallout from nuclear weapons testing, routine nuclear power
plant operation, medical uses of radiation, air travel,
technologically enhanced radiation, and certain consumer products.
The annual dose equivalent to a typical U. S. resident from man-made
sources is estimated at approximately 1.0 mSv/yr (Myrick, 1984).

Residents in the Oak Ridge area are also exposed to routine releases
from the DOE facilities on the ORR. The 50-year dose equivalent
conmitment to the total body of the hypothetical maximally exposed
individual from releases from the ORR has been estimated to be
approximately 0.06 mSv (Myrick, 1984).

3.1.6.7 Climate. Prevailing winds in the area are usually either
up-~valley, from west to southwest, or down-valley, from east to
northeast. Daytime winds are usually southwesterly; nighttime winds
are usually northeasterly (Figure 3-4). The mountains cause a
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decrease in wind velocities, so tornadoes rarely occur in the valley
(NOAR, 1982). Table 3-2 shows the monthly average wind speed,

‘direction, and maximum velocity for the Oak Ridge Station (NOAA,

1982).

Recorded mean, maximum, and minimum temperatures at Oak Ridge for

the period 1965 through 1986 are given in Table 3-3. The coldest

month is normally January, but differences between the mean
temperatures of December, January, and February are comparatively
small. July is usually the hottest month, although differences in
mean temperature for June, July. and August are small. The average
daily temperature range is $4°F, with the greatest average range in
spring and fall and the smallest in winter. Temperatures seldom
rise above 100°F or drop below O°F. Mean annual precipitation, as
measured at the Oak Ridge Meteorological Station, is 55 in. (Table
3-4) (NOAA, 1982). Precipitation for 1986 was 38.8 in., about 16
in. short of the annual average (Oakes et al., 1987).

3.1.6.8 Biota. The following subsections provide basic
information about the biota in the area of the ORR.

Flora

The environs of WAG 1 are typical of the ecological systems of the
Appalachian region. The dominant plant community is the Old Hickory
Forest, with extensive stands of mixed yellow pine and hardwoods.
Nonforest areas include grasslands, devegetated areas, and developed
locations. Nonforest areas predominate in WAG 1.

Fauna

The forests in the ORR serve as host for many forest wildlife
species. Thus the area may serve as a refuge for wildlife (de
Laguna et al., 1958). Approximately 60 species of reptiles and
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TABLE 3-2

WIND RECORDS FOR OAK RIDGE, TENNESSEE

Mean Wind Peak Wind
Speeda Prevailing Speed (gust)c
Month (mph) Directionb {mph)
January 3.4 SW 42
February 3.2 ENE 34
March 3.9 SW 34
april 4.0 SwW 35
May 3.2 SW 34
June 3.1 SW 35
July 2.7 SW 35
August 2.7 E 39
September 2.7 E 27
October 2.6 E 27
November 2.9 E 32
December 3.2 SwW 35
Annual 3.2

SW 42 ‘l'

agjxteen-year record through 1964.
brThirteen-year record.
CTwenty-two-year record through September 1979.

Source: NOAA (1982).
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TABLE 3-3

. ’ MONTHLY TEMPERATURE SUMMARY FOR THE OAK RIDGE AREA
BASED ON A 20-YEAR PERIOD

Temperature
Month Max Min Mean
' och oC oc

January 9.3 -1.8 3.3
February 10.7 -0.8 4.9
March 14.8 2.4 8.6
april 21.7 8.3 15.0
May ' 26.2 12.5 19.3
June 29.6 17.1 23.3
July . 30.7 19.1 24.9
August 30.4 18.4 24.4
September 27.5 14.8 21.2
October 21.8 8.4 15.2
November 14.3 2.2 8.3
December 9.3 -0.8 4.3

‘ Annual 14.4

Source: NOAA (1965-1986).
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TABLE 3-4

MONTHLY PRECIPITATION RECORD
FOR OAK RIDGE METEOROLOGICAL STATION
(1947-1980)

Monthly Mean

Month (in.) (cm)
January ' 5.54 14.07
February 4.75 12.06
March 6.13 15.57
April 4.28 10.87
May 4.24 10.77
June 4.12 10.46
July 5.41 _ 13.74
August 3.81° 9.68
September 3.62 9.19
October 2.89 7.34
November 4.61 11.71
December 5.60 ‘ 14.22

TOTAL ANNUAL 55.00 139.70

Source: NOAA (1982).




1

amphibians; more than 120 species of terrestrial birds:'32-species
of waterfowl, wading birds, and shore birds; and about 40 species of
. mammals have been recorded (Nix et al., 1986).

Rare, Threatened, or Endangered Species

The piant species in the ORR area that are considered by the state
of Tennessee to be endangered or threatened are listed in Table 3-5,
and their locations are shown in Figure 3-5. There are no known
species that are included in the federal list of threatened or
endangered plants, although three area species--false foxglove
(Aureolarja patula), bugbane (Amicifuga rubifolia), and Carey's
saxifrage (Saxifrage careyvana)--have been proposed for inclusion on
the list (Davis et al., 1984). WAG 1 is not known to have any
threatened or endangered plant species.

Twelve animal species on the federal endangered species list have
geographic ranges that fall within the ORR (Myrick, 1984). Only two
species, the southern bald eagle (Haliaeetus lencocephalus) and the
eastern couger (Felis coucolor cougar). have been sighted on the
reservation. Eagles have been sighted in both winter and summer,
but none are known to nest in the area. Though numerous sightings
of cougars have been reported during the last decade, a search for
cougars by the U.S. Fish and Wildlife Service has failed to show
conclusive evidence of a cougar population.

Agquatic

The aquatic communities potentially affected by WAG 1 include the
WOC Watershed and the Clinch River downstream from the mouth of

WOC. This portion of the WOC basin will be considered in the WAG 2
RI. Table 3-6 summarizes aquatic biota in the WOC basin found north
and south of ORNL. The WOC Watershed is not known to have any
threatened or endangered species.
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TABLE 3-5

RARE PLANT SPECIES ON THE OAK RIDGE RESERVATION

Status on

Genus Species Family Common_Name State List®
Aureolaria patula Scrophulariaceae False foxglove T
Cimicifuga rubifolia Ranunculaceae Bugbane T
Delphinium exaltatum Ranunculaceae Tall larkspur E
Fothergilla major Hamamelidaceae Witch alder T
Hydrastis canadensis Ranunculaceae Goldenseal T
Liatris cylindracea Asteraceae Blazing star E
LiTium canadense Liliaceae Canada lily T
Panax quinquefolius Araliaceae Ginseng T
Saxifraga careyana Saxifragaceae Carey's saxifrage S
Solidago ptarmicoides Asteraceae Goldenrod T
Spiranthes ovalis Orchidaceae Lesser ladies' tresses S
Tomanthera auriculata Scrophulariaceae Auricled gerardia E

@'status as listed on the official List of Tennessee's Rare Plants:

E = Endangered - Species now in danger of becoming extinct in Tennessee because of
their rarity throughout their range or their rarity in Tennessee as a result of
sensitive habitat or restricted area of distribution.

T = Threatened - Species likely to become endangered in the immediately .
foreseeable future as a result of rapid habitat destruction or commercial
exploitation.

S = Special concern - Species requiring particular attention because they are rare
or distinctive in Tennessee because the state represents the limit or near-limit
of their geographic range or their status is undetermined because of insufficient
information.

Source: Davis et al. (1984).
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TABLE 3-6

NUMBER OF TAXA AND DOMINANT GROUP IN WHITE OAK BASIN

ABOVE AND BELOW ORNL

White Oak Creek

White Oak Creek

Taxa North of ORNL South of ORNL
Periphyton 21 27
Achnanthes Achnanthes
(37%)
Benthic 44 14
macroinvertebrates Mayfly larvae Midge larvae
(41%) (98%)
Fish 3 None
Stone roller
(57%)
Source: Loar et al. (1981).




Monitoring

Routine biological monitoring on the ORR involves fish, milk,
waterfowl, deer, and vegetative sampling. For a recent analysis,
fish were sémpled semiannually from three Clinch River locations for
tissue analysis of radionuclides, mercury, and polychlorinated
biphenyls (PCBs). Mercury and PCBs were below the Food and Drug
Administration (FDA) action level (Oakes et al., 1987). The results
of the analysis are presented in Table 3-7.

Milk sampling was conducted at six locations in the Oak Ridge area
every two weeks and at remote sampling stations semiannually. These
samples were less than 2.5 percent of the Federal Regulatory
Commission (FRC) guidelines for milk consumption.

Waterfowl sampling consisted of four geese residing near pond 3524
and random samples of geese from the ORGDP and the Y-12 plant. As
shown in Table 3-8, tests showed less-than-detectable amounts of
human-made radionuclides except strontium-90 (Oakes et al., 1987).
These studies iqdicate a possibility for radionuclide transport by’
migratory waterfowl.

Five weekend hunts for deer on the ORR and contiguous lands during
the fall of 1986 harvested 660 deer, and these were used for testing
for cesium-137 and strontium-90. Soft-tissue radionuclide _
concentrations were low and acceptable for the entire harvest. Only
4.4 percent of the deer had levels of 30 pCi/g or greater of
strontium-90 in bone, which was the retention level. The retention
level was set to limit the dose to the hunter to 25 mrem if he
consumed 100 kg of meat.
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AVERAGE SAMPLING RESULTS OF FISH FOR RADIONUCLIDES

TABLE 3-7

Sampling 60co pCi/kg 137¢cs pci/kg 90sr pCi/kg
Location Net Weight Net Weight Net Weight
Above all Oak Ridge <4.3 <4.8 5.9
installations’

outfalls

ORNL's discharge <13 410 29
point from White

Oak Creek to the

Clinch River

Downstream fron <7.8 77 16

Oak Ridge Y-12

1l Bq = 27.03 pCi

Source: Oakes et al. (1987).




| TABLE 3-8 |
. AVERAGE STRONTIUM-90 CONCENTRATION IN THE MUSCLE AND
. BONE OF CANADA GEESE

Concentration (pCi/q)

Pond 3524 Oak Ridge Reservation
Muscle 1.8 0.2
Bone 750 0.6

1l Bg = 27.03 pCi

Source: Oakes et al. (1987).
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3.1.7 Site Security

The existing Main Plant area security program provides restricted ‘
site access in accordance with DOE Orders 5480.2 (Hazardous and
Radioactive Mixed Waste Management, Chapter I - General Hazardous
Waste Program Requirements), and 5820.2 (Radiocactive Waste
Management, Chapter 3 - Management of Low-Level Waste), and ORNL
procedures. 1In the interest of security and safety, entry of
unauthorized personnel is prohibited. The ORNL complex is under
continuous (24-hour, 7-day-per-week) control of armed guards from
the ORNL Guard Department. The Main Plant Area, including WAG 1
with the exceptions of SWMU 1 and SWMU 1.18, is within the confines
of the ORNL complex and is afforded additional security by its
location within a heavily forested, government-owned reservation.

3.1.8 Requlatory Summary

The regulatory framework that applies to the WAG 1 RI is derived
from three federal statutes. These statutes and their applicability
to the RI/FS project and the activities at WAG 1 are as follows: ‘I.

0 National Environmental Policy Act (NEPA) requirements are
applicable to "major federal actions significantly affecting
the quality of the human environment."

o The Comprehensive Environmental Response, Compensation and
Liability Act (CERCLA), including the Superfund Amendments
and Reauthorization Act of 1986 (SARA), specifically require
that, where appropriate, each facility on the Federal Agency
Hazardous Waste Compliance docket perform an evaluation in
accordance with the criteria established in accordance with
Section 105 of CERCLA under the National Contingency Plan
(NCP) for determining priorities among releases.

o The Resource Conservation and Recovery Act, including the
Hazardous and Solid Waste Amendments (HSWA) of 1984,
regulates the owners and operators of facilities that treat,
store, or dispose of hazardous waste.

In addition, DOE Order 5480.1 lays out a remedial action activities
process that is heavily modeled on CERCLA's NCP.

7
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RCRA is the statute most clearly applicable to the RI/FS project and
WAG 1 activities, because its provisions are being used by EPA in
enforcement actions at ORNL. This includes RCRA Section 3004(u),
which requires corrective action for releases to all media and all
units at a RCRA facility, regardless of when they were used or
whether they are covered by an RCRA permit.

EPA's definition of a unit is applicable to the ORNL SWMUs. This
definition is as follows:

". . . any discernable waste management unit at an RCRA
fac111ty from which hazardous constituents might migrate,
irrespective of whether the unit was intended for the
management of solid and/or hazardous waste. This
definition includes containers, tanks, surface
impoundments, waste piles, land treatment units, landfills,
incinerators, and underground injection wells, including
those units defined as 'requlated units' under RCRA. Also
included are recycling units, wastewater treatment units,
and other units which EPA has generally exempted from
standards applicable to hazardous waste management units,
and areas contaminated by ‘routine, systematic, and
deliberate discharges' from process areas" (EPA, 1986).

The definition does not include accidental spills from production
areas and units (e.g., product storage areas) in which wastes have
not been managed (EPA, 1986).

As the first step in identifying compliance requirements under RCRA
Section 3004(u) for ORNL, a list of all known active and inactive
waste management units, contaminated facilities, and other potential
sources of continuing releases to the environment was prepared.
Included in this list for WAG 1 were waste collection and storage
tanks, SWSAs, waste treatment units, impoundments, spill sites,
pipeline leak sites, and areas of known contamination within
buildings. Although some of the identified sites might not be ,
regqulated under RCRA Section 3004(u), they were included in the site
listing to maintain a comprehensive inventory of all sites that
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might require some form of remedial action. The listing compiled
for WAG 1 currently includes 99 SWMUs and 16 non-SWMUs that might
be considered for remedial action (ORNL, 1987a).

Due to the long and complex history of operations at ORNL,
identification and listing of SWMUs is an ongoing process.
Throughout ORNL and with WAG 1, there are without doubt other
as-yet-unidentified SWMUs. During the WAG 1 RI, additional review
of historical records and interviews of knowledgeable personnel
will be conducted to guide field investigations that may identify
other SWMUs. However, for the purposes of this RI Plan, only the
currently identified 99 SWMUs have been considered.

3.2 NATURE AND EXTENT OF CONTAMINATION

ORNL has prepared a list of known active and inactive waste
management units, contaminated facilities, and other potential
sources of continuing releases to the environment. Included in

this list are waste collection and storage tanks, SWSAs, waste
treatment units, impoundments, spill sites, pipeline leak sites, !li
and areas of known contamination within buildings. Because of

the complex hydrogeology of ORNL and the large number of sites
involved (250), the ORNL sites have been grouped into 20
geographically contiguous and hydrologically defined WAGs.

Initially, WAG 1 contained 99 SWMUs. After submittal of the
WAG 1 RI Plan, an addendum to the RCRA Facility Assessment for
ORNL (ORNL, 1987) was issued identifying 21 additional SWMUs. Of
these 21 additional SWMUs, 16 were subsequently deleted from
consideration as a result of the January 1989 SWMU update listing
that was submitted to DOE by ORNL (Rohwer, 1989). Concomitantly,
12 of the original 99 SWMUs were also removed from consideration
by this same update. Those SWMUs removed from consideration are
listed in Table 3-8a. At present, there are 92 SWMUs contained in
WAG 1 (Figuré 3-6), and a listing of these SWMUs by type can be
found in Table 3-9. Five of these were not described in the
original WAG 1 RI Plan and are discussed below.
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Radiological wastes identified at ORNL contain a variety of known
0 or suspected radionuclides. From a review of documents (Huang et
‘ . al., 1984b; ORNL 1987b; Oakes et al., 1987; and Peretz el al.,
1986), the following radionuclides have been identified:
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TABLE 3-8a
ORNL RCRA/CERCLA UNITS IN WAG 1 LISTED AS REQUIRING
NO FURTHER ACTION AND REMOVED FROM CONSIDERATION
IN THE WAG 1 RI
SWMU
Number Title
1.18 Coal Pile Settling Basin (2545)
1.43a Active LLW Waste Collection/Storage Tank W-21
1.43b Active LLW Waste Collection/Storage Tank W-22
1.44 Active LLW Waste Concentrate Tank W-23
1.45a Active LLW Waste Concentrate Tank C-1
1.45b Active LLW Waste Concentrate Tank C-2
1.48 Low~-Level Waste Evaporator 2531
1.49 Neutralization Facility 3518
1.50 PCB Storage Area 2018N
1.51 Process Waste Treatment Plant 3544
1.52 Sewage Treatment Plant 2521
1.53 Septic Tank for Building 3000 (3078)
1.55 Septic Tank for Building 5505 (5507)
1.57 Site Nonradiological Wastewater Treatment Plant
1.59 0l1d Incinerator Site
1.60 Site of Building of Efficiency and Renewable Energy
Research
l.61a Waste Accumulation Area 1503
1.61b 0il Storage Area 2013 .
l.61c Waste 0Oil Storage Area 2018 R
1.614 Fluorescent Tube Container Storage Area 3025
l.61le Waste 0il Storage Area 3038
1.61f 0il Storage Area 3103
1.61g Hazardous Waste Accumulation Area 3500
1.61h Waste Oil Storage Area 3550
1.611 0il Storage Area 4500N
1.61) 0il Storage Area 4500S
1.61k Waste 0Oil Storage Area 4509
1.611 PCB Waste Container Storage 6000
Source: Rohwer (1989).
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TABLE 3-9

LISTING OF SWMUs BY TYPE

Number of SWMUs

Solid Waste Management Units

Collection and sﬁorage Tanks (LLW)
Inactive
Active

Leak/Spill Sites and Mercury Contaminated Soils
Radioactive
Mercury

Ponds and Impoundments
Radiocactive Waste
Chemical Waste

Waste Treatment Facilities
Radicactive Waste

Solid Waste Storage Areas
Radicactive Waste
Chemical Waste

Total Number of WAG 1 SWMUs

25
20

92

Scurce: Boegly et al. (1987) and Rohwer (1989).




tritium
carbon-14
sodium-24
calcium-45
chromium-51
iron-55
iron-59
cobalt-60
- nickel-63
rubidium-86
zinc-65
strontium-89
strontium-90
zirconium-95
niobium-95
technetium-95m
technetium-99
ruthenium-106
cadmium-115
iodine-131
cesium-134
cesium-137

barium-140
cerium-141
cerium-144 .
promethium-147
europium-152
europium-154
europium-155
mercury-203
radium-226
thorium-232
thorium-234
uranium-232
uranium-233
uranium-235
uranium-238
neptunium-237
plutonium-238
plutonium-239
plutonium-240
americium-241
curium-242
curium-244

Information concerning hazardous chemical contaminants is

fragmentary and incomplete.
(Boegly et al.,

0729m

Volatiles

Carbon Tetrachloride
Chlorodibromomethane
Chloroform
Dichlorobromomethane
1,1-Dichloroethylene
Methylene Chloride
1,1,2,2-Tetrachloroethane
Tetrachloroethylene
Toluene
1l.2-Trans-Dichloroethylene

Base/Neutrals

Anthracene
Benzo(A)Anthracene
Benzo(A)Pyrene
Benzo(B)Flouranthene
Chrysene

Di-N-Butyl Phthalate
Flouranthene
Indeno(1,2,3-CD) Pyrene -
Phenanthrene-

Pyrene :

However,

a review of various documents
1987; Francis and Stansfield, 1986;) has indicated
the presence of the following chemicals:

Metals

Aluminum
Arsenic
Barium
Beryllium
Cadmium
Chromium
Copper
Iron
Manganese
Molybdenum
Nickel
Lead
Mercury
Silver
Vanadium
Zinc
Potassiunm

Pesticides
Endrin

Polychlorinated Biphenyls




3.2.1 Waste Collection and Storagqge Tanks

Since operations at ORNL were initiated, 46 radioactive waste
collection and storage tanks have been installed, with capacities
ranging from 500 to 170,000 gal. The larger tanks originally were
designed for long-term storage of wastes. However, as tank storage
capacity became less available, ORNL began to treat wastes in the
larger tanks and then dispose of the wastes.

In addition, buildings at ORNL that generated radioactive wastes
were provided with waste collection tanks. Wastes were stored and
sampled before a decision was made regarding disposition of the
waste (i.e., storage in the main tanks or release to the process
waste system for treatment before disposal).

Since ORNL operations began, a number of tanks have been removed
from service because of leaks in either the tanks or the piping used
to transfer wastes into or out of the tanks. In addition, some
tanks are no longer in service because the programs they served have
ceased operation. Of the existing tanks, 22 are now inactive; 24
active tanks continue to be used in support of waste management
operations. The 22 inactive tanks still contain some liquid wastes
and sludges and, in general, are contaminated with radionuclides
and, possibly, hazardous chemicals.

More detailed information on the ORNL waste collection and storage
tanks can be found in Huang et al. (1984a and 1984b), Taylor (1986),
Horton (1984), Peretz et al. (1986), Binford and Orfi (1979). MCI
(1985), and Coobs and Myrick (1983).

3.2.1.1 Active Tanks. Brief descriptions of each of the active
tanks are provided below. The capacities and contents of these
tanks are provided in Table 3-10.
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Waste Tank 2026 (SWMU 1.33)

Tank 2026 is an underground stainless steel tank that collects
low-level waste (LLW) streams from Building 2026 and discharges to
Tank W-1A. Waste transfer lines are Hastalloy.

Waste Tank WC-2 (SWMU 1.34)

Only LLW streams contaminated with iodine-131 from Buildings 3028,
3038, and 3110 are routed to this stainless steel tank. Waste
transfer lines into and out of the tank are stainless steel.

Waste Tank WC-3 (SWMU 1.35)

This stainless steel tank collects the LLW streams from Buildings
3025 and 3110. Waste transfer lines are stainless steel.

Waste Tank WC-4 (SWMU 1.36)

This stainless steel tank collects the LLW streams from
Building 3026. Waste transfer lines are stainless steel.

Waste Tanks WC-5, WC-6, WC-8 and WC-9 (SWMU 1.37a-4)

Tank WC-6 collects LLW from Buildings 3508, 3541, and 3592: Tank
WC-9 collects LLW from Building 3503 and the central off-gas
condensate system. Tanks WC-5 and WC-8 receive waste from
Buildings 3503 and 3508, respectively. The tanks and waste transfer
lines are stainless steel.

Waste Tank WC-7 (SWMU 1.38)

Tank WC-7 collects the LLW streams from Building 3504. The tank and
waste transfer lines are stainless steel.
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Waste Tanks WC-10, WC-11, WC-12, WC-13, and WC-14 (SWMU 1.39)

Tank WC-10 collects LLW from the radioisotope processing area, 3039
stack drain, and the 3092 scrubber. -Tank WC-11 receives waste from
Buildings 4500N (Wing 1), 4505, 4507, and 4556. Tank WC-12 collects
wastes from Building 4505. Tank WC-13 collects LLW from Buildings
4500S, 4500N, 4507, and 4508. Tank WC-14 receives wastes from
Buildings 4501 and 4507. The tanks and collection and transfer
lines are stainless steel.

Waste Tank WC-19 (SWMU 1.40)

This stainless steel tank collects waste from Buildings 3001, 3002,
3003, 3004, 3005, 3008, 3104, 3010, and 3042. Waste transfer lines
are stainless steel.

Waste Tank W-12 (SWMU 1.41
Tank W-12 collects LLW streams from Building 3525 and the tank farm
pit (Building 3517). The tank and waste transfer lines are

stainless steel.

Waste Tanks W-16, W-17, and W-18 (SWMUs 1.42a-c)

The tanks collect LLW from the 3500 area cell ventilation duct. The
tanks and waste transfer lines are stainless steel.

Waste Tanks W-21 and W-22 (SWMUs 1.43a, b

Tanks W-21 and W-22 are contained within a concrete vault and are
associated with waste evaporator operations. The tanks and transfer
lines are stainless steel.
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Waste Tank W-23 {(SWMU 1.44)
Tank W-23 is contained with a concrete vault and receives -
concentrate from the waste evaporator. The tank and transfer
lines are stainless steel.

Waste Tanks C-1 and C~2 (SWMUs l.45a, b)

Tanks C-1 and C-2 are stainless steel and are located in a
concrete vault. They are used (along with Tank W-=-23) to store
concentrate from the waste evaporator before it is transferred to
Tanks W-24 to W-31 at the hydrofracture sites in Melton Valley.
Most of the transfer lines associated with these tanks are doubly
contained stainless steel.

3.2.1.2 Inactive Tanks. Forty-nine radiocactive and mixed waste
collection and storage tanks have been installed at WAG 1 since
operations at ORNL began. Of the existing tanks, 25 are now
inactive; 24 active tanks continue to be used in support of waste
management operations. ‘

The BNI RI/FS addresses only the effort for characterization and
remediation of the environmental contamination associated with
the inactive tanks. Energy Systems is responsible for the
characterization of the contents of the inactive tanks and any
subsequent remedial activities associated with the tank system
and its contents. Energy Systems is also responsible for all
aspects of the active tank progran.

Three of the inactive tanks (W-19, W-20, and T-30) were not
addressed in the original WAG 1 RI Plan. Tanks W-19 and W-20
were added to the SWMU listing after the WAG 1 RI Plan was
issued, and Tank T-30 is going to be added to the SWMU list in
the near future (Nix, 1989). These tanks are discussed in the
following paragraphs. |
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Waste Tanks W-19 and W-20 (SWMUs 1.56a and 1.56b)

Tanks W-~19 and W-20 are located south of the South Tank Farm near
Fourth Street. These tanks were installed in 1955 to serve the
MRF and were used to collect waste produced during recovery and
reprocessing of uranium and other nuclear material. The waste
material mainly consisted of acidic fission product raffinate
solutions (nitric acid waste), which were produced by the
extraction process evaporator in Cell B of the Metal Recovery
Facility (MRF). The raffinate solutions were eventually
transferred from Tanks W-19 and W-20 to Building 3517 for
separation of fission products (UCC-ND, 1984).

Tanks W-19 and W-20 are small, vertical, stainless steel tanks
with a capacity of 2,250 gal. These underground tanks rest on a
common concrete pad and have an associated jet pit located waste
of them.

The MRF was decommissioned in 1960 after an explosion at the Hot
Pilot Plant (Building 3019). Following this event, Tanks W-19
and W-20 were used briefly by Building 3517 before being placed
out of service in the 1960s. An attempt was made in the 1987-
1989 effort to sample these tanks, but they were found to be
empty (Autrey et al., 1989).

Waste Tank T-30

Tank T-30 was installed in a concrete vault south of Building
4507 in 1945 and used to store radiocactive materials for the
Curium Recovery Facility (Building 4507), which became the High
Radiation Level Chemical Recovery Facility in 1973. The tank was
inspected in 1961 by Inspection Engineering and found adequate
for storage of radiocactive materials. In 1963, the south wall of
the tank vault required repair due to infiltration of water.
Apparently this infiltration was due to a high groundwater table,

‘which exceeded the height of the stainless steel liner in the

vault and resulted in leakage.
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Tank T-30 is a small, stainless‘steel-jacketed, vertical,
underground tank with a capacity of 825 gal. No out-of-service
date is available for this tank. Tank T-30 is not known to be
leaking. Tank T-30 does not currently have a SWMU number
associated with it, but it should be listed with its designated
number in the next annual SWMU update (Nix, 1989).

Sampling of Inactive Tank Contents

The 25 inactive tanks in WAG 1 are listed in Table 3-10a by SWMU
number and tank designation (for locations, see Figure 3-6). As
part of the Remedial Action Program (RAP), ORNL sampled 22 of
these tanks during the period 1987 to 1989. Three inactive
tanks (Tanks WC-1, WC-15, and TH-2) have not yet been sampled
because of inaccessibility and/or the presence of high levels of
radiation. These tanks will be sampled at the beginning of FY
1990 (Autrey, 1989). The following summarizes the findings of
the sampling/analysis effort. At present, data are considered
only suitable for use in scoping and to assist in developing the
sampling plan for characterization of environmental contamination .
around the inactive tanks.

Grab samples were collected from 20 of these tanks. An attempt
was made to sample Tanks W-19 and W-20, but they were found to be
empty. As shown in Table 3-10a, each sample consisted of a
liquid phase; other phases included hard and soft sludge.

Samples were analyzed for physical parameters, anions,
radiochemical parameters, TCL metals, TCL volatile organic
compounds, and TCL semi-volatile organic compounds.

Results of only the radiochemistry analyses, TCL metals,
volatiles, and semi-volatiles are discussed here. ORNL reported
the results of data validation for the organics analyses: data
were flagged by ORNL with qualifiers. The organics results
presented here include only data that were either not flagged or
flagged with only-a "J" qualifier, which indicates the analyte
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TABLE 3-10a
‘ INACTIVE TANKS IN WAG 1
Inactive Sampled Sample
SWMU Tank 1987-89 Phase(2)
l1.23a "W-l Yes L
1.23b W-2 Yes L
1.24a wW-3 Yes L,S
1.24b W-4 Yes L,S,H
1.25a W=13 Yes L
1.25b wW-14 Yes L
1.25c wW=15 Yes L
l1.26a W-5 Yes L,S
1.26b W-6 Yes L,Ss
1.26cC w-7 Yes L,S,H
1.26d4 wW-8 Yes L,S
l.26e W~-9 Yes L,S
1.26f W-10 Yes L,S,H
1.27 wW-11 ) Yes L,H
1.28 wW-1A Yes L
1.29 WC-1 No -——
1.30a WC-15 No -—-
1.30b WC-17. Yes L,s
. 1.31a TH-1 Yes L
1.31b TH-2 No -
1.31c TH-3 Yes L
1.32 TH-4 Yes L,S
1.56a W-19 No Empty
1.56b wW-20 No Empty
(b) T-30 Yes L
(a)sample phase: L = liquid, S = sludge, H = hard sludge.
(P)Tank T-30, which is located in WAG 1 south of Building
4507, has not yet been issued a SWMU number:; but
discussion with Caroll Nix, Energy Systems, indicates
that it will be issued a number in the near future.
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was present in the sample but at levels lesé than the ORNL
reporting limit.

For purpose of discussion, the tanks are grouped into seven areas
as follows:

© Area l--North Tank Farm (Waste Tanks W-1l, W-2, W-3, W-4,
W-13, W-14, W-15, W-1A)

© Area 2--South Tank Farm (Waste Tanks W-5, W=-6, W=7, W-8, W-9,
W=10)

O Area 3-~-Building 3550 Laboratories Waste Tank W-11, Buildings
3505 and 3517 Waste Tanks W-19 and W-20

© Area 4--Building 3550 Waste Tank TH-4
© Area 5--3000 Area Waste Tank WC-1

© Area 6--Building 4500 Laboratories Waste Tanks WC-15 and
WC-17 and Building 4507 Waste Tank T-30

© Area 7--Building 3503 Waste Tanks TH-1, TH-2, and TH-3

This grouping is proposed because subsequent soil and groundwater
sampling around. the tanks probably would not be able to ‘
differentiate among individual tanks; also, environmental
remediation would likely be for the area around the tank group

and not be directed at individual tanks within the area.

Area 1--North Tank Farm. The North Tank Farm (NTF) consists of
Tanks W-1, W-1lA, W-2, W=-3, W-4, W-13, W-14, and W-15. Tanks W-1
and W-2 (SWMUs 1.23a and 1.23b) received LLW from Building 3019
and other facilities, with Tank W-2 normally receiving overflow
from W-1. These undergrocund tanks are 4,800~-gal capacity, dome-
shaped Gunite tanks with steel reinforcement. These tanks were
constructed in 1943 and removed from service in the early 1960s.

Tank W=-1lA (SWMU 1.28) received various waste streams from
Building 3019 and served as a collection tank for all wastes from
Building 2026. The tank and waste transfer lines are stainless
steel except for the Hastalloy discharge line from Building 2026.
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The underground tank is a 4,000-gal capacity, horizontal tank.
Tank W1-A was installed in 1951 and taken out of service in 1986
due to groundwater infiltration (PEER and MCI, 1987).

Tanks W-3 and W~4 (SWMUs 1.24a and 1.24b) received LLW from
Building 3019.. Tank W-3 collected plutonium waste; W-4 collected
uranium wastes. These underground tanks are 42,500-ga1 capacity,
dome-shaped Gunite tanks; wastes were neutralized to prevent
corrosion of the concrete. The tanks were constructed in 1943
and were removed from service in the 1960s because groundwater
was reported to be entering the tanks.

Tanks W-13, W-14, and W-15 (SWMUs l.25a-c) received LLW from the
metal waste drains in Building 3019 and chemical waste for
fission product recovery. Tank W-13 served the Chemistry
Division's Hot Laboratory, and Tanks W-14 and W-15 served the
Operations Division's Radioisotope Department. Tanks W-13 and
W-14 are horizontal tanks, and W-15 is a vertical tank. These
underground tanks are stainless steel, 2,000-gal capacity tanks,
which are encased in concrete for containment and shielding. The
tanks were installed in 1940 and were taken out of service in
1958 because they were no longer needed.

From the NTF tanks, waste samples of liquid (L), soft sludge (S),
and hard sludge (H) were collected. 1In some of the tanks, the
contents were classified by ORNL staff as RCRA or mixed waste
liquids and sludges because of high levels of chromium, mercury,
lead, nickel, and cadmium in the liquids; and high levels of
cadmium, chromium, lead, and mercury in the sludges. Other
metals found in the samples are uranium, silver, barium, and
selenium (H). ORNL classified liquids in two of the tanks (W-14
and W-15) as being corrosive RCRA liquid waste with pH between
0.2 and 0.6.

Radiochemical analyses showed the wastes are contaminated with
Cs-137, Co-60 (L,S), Sr-90, H-3, U-233, U-238, Pu-238 (L,S),
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Pu-239, Cm-244 (L), Am=-241 (L), Cs-134 (L), Th=-228/232 (L),

U-232 (L), and Eu-154 (L,S). If there is not an identifier .
following the element, this indicates its presence in all phases.

Two of the tanks (W-3 and W-4) have been classified by ORNL as
containing TRU sludges (Autrey et al., 1989). In addition, a

1984 sampling effort by Huang et al. (1984) found that Tank W-2
contained TRU sludges. Autrey's 1989 effort did not include

sampling Tank W-2 sludges. TRU is defined by ORNL as the

presence of alpha emitters with half lives greater than 20 years

and activities in excess of 3.7x103 Bg/g (100 nCi/qg).

Volatile organic compounds that were reported for the waste
liquids are methyl alcohol, 2-butanone, acetone, trichloroethene,
4-methyl-2-pentanone, chlorobenzene, and naphthalene.
Semi-volatile organics found in the waste sludges are
bis(2-ethylhexyl)phthalate, di-n-butylphthalate, and other
unreported polyaromatic hydrocarbons (PAHs). Organics detected
in the waste but below reporting limits are benzene,
diethylphthalate, fluoranthene, phenanthrene, pyrene, chrysene,
and di-n-octylphthalate. '

Area 2--South Tank Farm. The South Tank Farm consists of waste
tanks W-5, W-6, W-7, W-8, W-9, and W-10 (SWMUs 1.26a-f). These
160,000-gal capacity underground tanks are the largest-capacity
Gunite tanks at ORNL. The tanks are arranged in a 60-ft
center-to-center grid of two rows of three tanks each. They were
used mainly for storage of LLW before treatment/disposal but were
removed from service because of concerns regarding deterioration
of the gunite.

From these tanks, waste samples of liguid (L), soft sludge (S),
and hard sludge (H) were collected. The contents of the tanks
were classified by ORNL as RCRA waste liquids and sludges because
of the high levels of chromium and mercury in the liquids and
cadmium, chromium, lead, and mercury in the sludges. Other
metals found -in the tank samples are uranium, silver, arsenic,
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barium, nickel, and selenium (S). The pH of the liquids in the
tanks range from 8.7 to 10.9. ’ '

Radiochemical analyses showed the wastes are contaminated with
Cs-137, Co-60, Sr-%0, H-3, U=-233, Pu-238, Pu-239, Cm-244 (H,S),
Am-241 (S), Cs-134, Th-228/232, Eu-152 (S), Eu-154 (S,H), and
Eu-155 (S). Three of the tanks (W-7, W-8, and W-9) have been
classified by ORNL as containing TRU sludges.

Volatile organic compounds that were found in the liquids are
trichloroethene, tetrachloroethene, chloroform, benzene,
2-butanone, 2-hexanone, 4 methyl-2-pentanone, acetone, methyl
alcohol, n-butyl alcohol, chlorobenzene, ethyl alcohol, toluene,

and 1,2-dichloroethene (total). Semi-volatile organic compounds

that were detected include bis(2-ethylhexyl)phthalate and benzoic
acid. Organics detected but below reporting limits are
di-n-butylphthalate, diethylphthalate, fluoranthene,
phenanthrene, pyrene, naphthalene, 2-methylnaphthalene,
benzo(a)pyrene, benzo(b)fluoranthene, benzo(g,h,i)perylene,
benzo(a)anthracene, and chrysene.

Area 3--Tanks W-11, W-19, and W-20. Tank W-11 (SWMU 1.27)
received LLW from laboratories in Building 3550. This

underground tank is a 1,500-gal capacity dome-shaped Gunite tank
with steel reinforcement. This tank was constructed in 1943 and
was removed from service in 1948 because of leaks.

Tanks W-19 and W-20 were described at the beginning of Section
3.2.1. These tanks were sampled during the 1987-1989 effort but
were found to be empty (Autrey et al., 1989).

Tank W-11 samples included both liquid (L) and hard sludge (H).
The sludge in the tank is classified as RCRA waste because of
high levels of chromium, lead, and mercury. Other metals found
in the waste. samples are uranium (L), arsenic (H), barium,

cadmium (H), and nickel (H). The pH of the liquid was between

7.7 and 8.

3-46f (Rev. 1)




Radiochemical analyses identified as contaminants were Sr-90 (L),
H-3 (L), and C-14 (L). .

Volatile organics compounds were detected in the liquid samples
but were below reporting limits; they are chlorobenzene and
trichloroethene. Semi-volatile organics were reported for the
sludge as follows: the PAHs benzo(a)anthracene, benzo(a)pyrene,
benzo(g,h,i)perylene, chrysene, ideno(1,2,3-CD)pyrene,
Phenanthrene, pyrene, and the phthalates bis(2-ethylhexyl)
phthalate and di-n-butylphthalate.

Tank Area 4--Tank TH-4. Tank TH-4 (SWMU 1.32) collected waste
from thorium and uranium pilot plant development studies
conducted in Building 3550. This tank is a 14,000-gal capacity,
underground, dome-shaped tank constructed of Gunite with steel
reinforcement. The tank was constructed in 1943 and was taken
out of service in 1970. It is reportedly filled with alkaline
thorium and uranium sludge.

Tank TH-4 samples included both liquid and soft sludge. ORNL
classified the contents as RCRA waste liquids and sludges because .
of high levels of chromium in the liquid and chromium, silver,
arsenic, barium, cadmium, and nickel in the sludge. Other metals
found in the waste include uranium, silver (S), and mercury. The

PH of the liquid ranged from 5.8 to 7.8.

Radiochemical analyses showed that the wastes were contaminated
with Cs-137, Co-60, Sr-90, H-3, U-233 (S), Pu-239 (s),
Th-228/Th-232, and C-14 (L).

Volatile organic compounds detected in the samples include
benzene, chloroform, carbon tetrachloride, 2-butanone, xylene
(total), chlorobenzene, trichloroethene, acetone, methyl alcohol,
4-methyl-2-pentancne, and n-butyl alcohol. Semi-volatile organic
compounds detected in the samples are as follows: the PAHs
‘anthracene, benzo(a)anthracene, benzo(b) fluoranthene, chrysene,
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fluoranthene, naphthalene, phenanthrene, pyrene, and .
acenaphthene; bis(2-ethylhexyl)phthalate and phanante were also
found. Organics that were detected but below the reporting
limits are benzo(a)pyrene, benzo(g,h,i)perylene, fluorene,
ideno(1,2,3~-cd)pyrene, and dibenzofuran.

Area 5--Tank WC-1. Tank WC-1 (SWMU 1.29) was used for collection
and monitoring of process liquid waste from isotope production
and development laboratories in Buildings 3038, 3028, 3029, 3030,
3031, 3032, 3033, 3047, filter Building 3110, stack 3039, and
scrubber 3092. This underground tank is a 2,150-gal capacity,
vertical, stainless steel tank. It was placed in service in 1950
and was taken out of service in 1968 because of leaking discharge
lines. Tank WC-1 has not yet been sampled due to lack of large
enough ancillary equipment for insertion of a sampling device.
Process for sampling by means of uncovering the tank is planned
for the beginning of FY 1990 (Autrey, 1989).

Area 6-—-Tanks WC=15, WC-17, and T-30. Tanks WC-15 and WC-17
(SWMUs 1.30a and 1.30b) collected waste from various laboratories
in the Building 4500 complex. These underground tanks are 1,000-
gal capacity, vertical, stainless steel tanks, which were placed
in service in 1951 and were removed from service in the 1960s
because of leaks.

Waste Tank WC-15 has not been sampled due to access restrictions.
Access for sampling by means of uncovering the tank is planned
for the beginning of FY 1990 (Autrey, 1989). Waste materials
sampled in Tank WC-17 include liquids (L) and the soft sludge
(S). The contents of the tank were classified as RCRA liquids
and RCRA sludge by ORNL because of high levels of mercury in the
liquid and cadmium, chromium, lead, and mercury in the sludges.
Other metals identified were uranium, silver (S), arsenic (S),
barium, and nickel (S). The pH of the liquid waste ranged from
7.6 to 7.9.
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Radiochemical analyses determined the presence of Cs-137, Co-60
(Ss), Sr-90 (S), H-3, Pu-238 (S), Pu-239 (S), Cm-244 (S), Am-241
(s), Th-228/232 (L), Eu-154 (S), and Eu-155 (S).

Volatile organics reported for the liquid samples include styrene
and xylene (total). Volatiles detected but below the reporting
limit are trichlorocethene and vinyl acetate. The semi-volatile
compound reported for the liquid is bis(2-ethylhexyl)phthalate:
it was below the reporting limit. Also found in the samples were
PCBs including Aroclor-1254 and Aroclor-1260.

Sampling of the liquid phase in Tank T-30 resulted in
determination of 11 mg/L of methanol and a trace of phthalate.
These findings are in line with the low TOC, 13.7 mg/L.

Tank Area 7--Tanks TH-1, TH=-2, and TH-3. Tanks TH-1, TH-2, and
TH-3 (SWMUs 1.3la~c) received wastes from the Thorium Pilot Plant
in Building 3503. Tank TH-1 is an underground, 2,3500-gal

capacity, vertical, stainless steel tank, which was placed in

service in 1948. Tank TH-2 is an underground, 2,400-gal ‘
capacity, vertical, stainless steel tank, which was placed in
service in 1952. Tank TH-3 is an underground, 3,300-gal

capacity, vertical, stainless steel tank, which was placed in
service in 1952. All three tanks were taken out of service in
1970, and the structural integrity of these tanks is unknown.

Tank TH-2 was not sampled due to access restrictions. Samples
from Tanks TH-1 and TH-3 were liquids. Tank contents are
characterized as RCRA liquids because of their corrosive nature
(pH 1.8) and high levels of mercury; other metals near the RCRA
limits are chromium and lead. Other metals detected, but at
lowver levels are uranium, silver, barium, and nickel.

Radiochemical analyses showed that wastes are contaminated with
Cs-137, Sr-90, H=-3, U-233, Th-228/Th-232, and C-14.
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3.2.1.3 Sewage and Chemical Waste Tanks. Brief descriptions of
the sewage and chemical waste tanks are provided below.

Septic Tank for Building 3000 (SWMU 1.53)

This small, 580-gal septic tank serves Building 3000. The tank
is located outside the WAG 1 boundary.

Waste Oil Storage Tanks (SWMU 1.54)

Two 500-gal steel waste oil storage tanks are located on the
southeast side of Building 2325. One stores waste oil, and the
other stores soluble oil. The tanks are contained in a diked
area, and no releases have been reported.
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3.2.2. Leak and Spill Sites

o
Thirty-four leak/spill sites have been identified in WAG, 1. Of
these, 23 are sites of spills or leaks that have occurred in the LLW
collection and transfer lines; 7 are sites where radionuclide
contamination has resulted from past and ongoing ORNL operations;
and 4 are sites contaminated with hazardous chemicals (mercury).

In general, most of the radionuclide leak/spill sites and
contaminated areas are in the vicinity of the North and South Tank
Farms and the isotopes production areas (Figure 3-5). The chemical
spill sites are in the vicinity of the 4500 and 3500 areas of the
plant (eastern and southern portions of WAG 1). 1In many instances,
specific information on the volume of leakage and the extent of the
leaks is not available. Grimsby (1986a, b) has compiled existing
data on the ORNL LLW leak and spill sites, and Saylor (1986) has
compiled similar information on the chemical leak and spill sites.

3.2.2.1 Radioactive Leaks and Spills. Brief descriptions of each
of the radioactive leaks and spills sites are provided below. .

LLW Leak and Spill Site - Building 3020, South (SWMU 1.5a)

The initial leak occurred in the mid-1970s when a sight glass in the
header froze and broke. Later, a restriction downline caused a
backup of waste to occur, with a resulting overflow at both
locations. Leakage from this site has contaminated the storm
drainage system north of Building 3074 from east to west. Major
radionuclides involved were reported to be isotopes of plutonium,
strontium, and cesium.

LLW Leak and Spill Site - Building 3020, East (SWMU 1.5b)

This leak is believed to have occurred some 25 years ago, possibly
from exhaust gas ducts. A 1970 contamination survey of the area
showed 20 nmR/h on.topsoil and alpha readings of 10 mR/h. Most of

the contamination\is reported to be in the soil and the concrete pa.

0729m 3-48

o



LLW Leak and Spill Site - Building 3082, West (SWMU 1.5c)

This leak is thought to have occurred over 25 years ago. Readings
in the area ran 1-2 mR/h in the 1970s surveys. The contamination
was most likely caused by off-gas duct leakage or a LLW line leak:
however, no documentation exists regarding the source.

LLW Leak and Spill Site - Building 3019, North (SWMU 1.54)

This LLW line leak occurred in a concrete-encased chemware line that
served the manipulator shop upstream of the leak site and the
Building 3020 stack. When the leak occurred is unknown: however, it
was discovered in February 1985 after higher-than-normal levels of
strontium-90 were found in the sewer system.

The leak occurred at the T in the line. Excavation was conducted to
provide access to the leak. Upon excavation, a cavern was found in
the area. No attempt was made to remove all of the contaminated
soil, but contaminated soil with radiation levels of 100 mR/h
maximum was removed and disposed of. The north and south lines to
the T were capped, and the excavation was backfilled with clean
earth.

LLW Leak and Spill Site - Building 3019, Southwest (SWMU 1.5e)

This leak site is located in the LLW line draining the analytical
cells. The leaks occurred in the 1970s, with the last leak
apparently occurring in 1978. After the last occurrence, the leak
was corrected, and during the repair, some soil was removed to gain
access to the line. Samples of this soil measured 100 mR/h. The
line was known to contain strontium-90, cobalt-60, mixed fission
products, and alpha emitters.
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LLW Leak and Spill Site - Building 3110, Between W-5 and WC-19
(SWMU_1.5f) | - '

A ieak was reported in the LLW transfer line between tanks W-5 and
WC-19 in the North Tank Farm on October 16, 1972. The leak
contaminated an area with cadmium-115, cerium-141, barium-140, and
niobium-95 (all known contaminants in the ORR coolant). Dose
measurements of 700 mR/h were noted in the earth around the leak
area, and readings of 20-600 mR/h were found in mud in a half-round
drain tile extending eastward to a storm sewer catch basin.

LLW Leak and Spill Site - Building 3047, Underneath (SWMU 1.5q)

It is suspected that this site has underground contamination due to
its history of operations. Few documented cases were found in
records; however, certain existing documents indicate the presence
of contamination, particularly strontium-90.

LLW Leak and Spill Site - General Isotopes Area (SWMU 1.5h)

@
This area is known to be contaminated with cesium-137, cobalt-60,
ruthenium-106, strontium-90, and poséibly mercury. Various accounts
indicate that promethium-147 may also have been involved in some of
the spills or leaks. It appears that a number of spills or leaks
have occurred since the 1950s and 1960s.

LLW Leak and Spill Site - Building 3092 Area (SWMU 1.5i)-

Little information exists for this leak site, which was included in
a January 1972 tabulation of contaminated areas. Based on available
information, it appears that the site was dug up and contaminated
dirt was replaced with clean dirt.




LLW Leak and Spill Site - Building 3026, Underneath (SWMU 1.54)

Because Building 3026 has been long involved in isotope production,
the ground beneath and around it is likely contaminated from spills
and leaks that occurred during the 1950s and 1960s. Numerous leaks
and spills are referenced in Operations Division reports, though few
quantitative data exist. However, due to the nature of the
operations conducted in Building 3026, it is possible that
contamination could include isotopes of uranium, fission products,
and transuranics.

LLW Leak and Spill Site - Building 3024, Between WC-1 and W-5
(SWMU 1.5Kk)

This site reportedly is the result of a leak in the waste transfer
line between WC-1 and W-5. However, other reported information
suggests that a number of leaks from other sources may be
contributing to the contamination. Likely contaminants of concern
are strontium-90, cesium-137, ruthenium-106, cobalt-60, and various
rare earths.

LLW Leak and Spill Site - Building 3085, Oak Ridge Research Reactor
Pumphouse (SWMU 1.51

This leak occurred in the 24-in. primary coolant water line, which
contained neutron activation products. Following repair of the
leak, a concrete wall was poured on each side of the pipeline anéd an
aluminum plate was laid across the line to the walls. During
excavation, radiation levels up to 100 R/h were encountered, with
transferable contamination measuring up to 100 mR/h. Contaminated
soil was removed and buried in SWSA 6. Contamination was reported
to be primarily cadmium-15, with traces of sodium-24, scandium-46,
chromium~51, zirconium-95, cesium-137, cobalt-60, and cesium-141.
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LLW Leak and Spill Site - Building 3028 (SWMU 1.5m)

A leak in the LLW line was discovered during excavation for the
construction of a drain trap. At the contact with the pipe,
radiation levels of over 200 R/h were observed in contaminated

soil. New lines were installed to bypass the contaminated area. At
the point of the leak, contaminated soil was removed and the hole
was backfilled with clean soil. The leaking section of pipe was
abandoned in place, and no attempt was made to réemove all
contaminated soil.

LLW Leak and Spill Site - Building 2531, East (SWMU 1.5n)

A leak was reported in the early 1970s due to a leak in an
underground crossover between a storm sewer and the process waste
line from the evaporator. Strontium-90 was the major contaminant of
concern. In a later event in the same general area, an abandoned
cast iron waste transfer line leading to the LLW evaporator was
broken by a communications construction group during trenching

operations. .

LLW Leak and Spill Site - Building 3515, Underneath (SWMU 1.50)

The area under Building 3515 is contaminated as the result of its
past use as a radiochemical processing plant. Radioactive material
leaking into the condensate line was carried to the concrete drain
pipe leading to WOC. About 100 ft south of Building 3515, a joint
in the pipe leaked contamination to a ditch and surrounding areas.
The contaminated earth in and near the ditch was removed.

In another leak reported in the same general area, a pipe trench
being dug at the southeast carner of the South Tank Farm became
highly contaminated when a weld failed in a process tank jacket in
Building 3515. The water from the jacket was piped to the storm
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sewer located in the area. The area has‘been cleaned up by removing
the contaminated soil.

LLW Leak and Spill Site - Building 3525, to a Sump (SWMU 1.5p)

In this approximate area, severe contamination has resulted from
leaking LLW lines discharging contaminated water into a ventilation
duct, which in turn drains into a sump located in the area.

LLW Leak and Spill Site - Building 3550, Underneath (SWMU 1.5q)

The ground beneath the former semi-works parts of Building 3550 may
be contaminated. This part of the building was demolished, and all
materials were taken to the burial ground for disposal.

LLW Leak and Spill Site - Building 3500, Sewer (SWMU 1.5r)

Contamination of the 3500 block area of the sanitary sewer system
has resulted from inleakage from various LLW sources in Building
3026 and other radioisotope processing areas. The leaks were of
active solutions of radioisotopes; waste composition data and the
dates of the leaks were not reported. Leaks may have been occurring
in this area since operations at ORNL began.

LLW Leak and Spill Site - Abandoned Line, Central Avenue (SWMU 1.5s)

The leak into the sewer probably originated from earth contaminated
by an old intermediate-level waste line that leaked and was taken
out of service years ago.

LLW Leak and Spill Site - Building 4508, North (SWMU 1.5t)

The ground at this site is described as contaminated with
strontium-90. Attempts to locate the source of the contamination
. were ﬁnsuccessful. Since the reported contamination, the area has
been paved. '
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LLW Leak and Spill Site - Building 3518, West (SWMU 1.5u)

In May 1978 a radioactive leak of less than 100 gal was discovered
along Third Street opposite the Equalization Basin (Building 3524).
The material leaked was concentrated strip solution from the Process
Waste Treatment Plant (PWTP) (Building 3544), and the solution
contained low-level amounts of strontium-90 and cesium-137. The
line was punctured by an airhammer during'tne installation of a
waste transfer line from Building 1504. The spill required the
removal of about § yd3 of contaminated dirt.

LLW Leak and Spill Site -~ Northwest of SWSA 1 (SWMU 1.5v)

A break occurred in the LLW transfer line to Melton Valley northwest
of SWSA 1, permitting leakage into WOC. No information is reported
on the volume of waste or its activity level.

LLW Leak and Spill Site - Building 3503, Ground Contamination
(SWMU _1.5w)

The contamination reported at this site resulted from a series of
operating accidents at the Solvent Column Pilot Plant (Building
3503). One accident involved a leaking waste tank discharge line.
In another incident, the thorium waste tank overflowed and
contaminated the surrounding soil and groundwater. The groundwater
surrounding these tanks was pumped to the settling basin.

Contamination of Surfaces and Soil from a 1959 Explosion
in Building 3019 Cell (SWMU 1.6)

On November 20, 1959, a nonnuclear explosion involving an evaporator
occurred in a shielded cell in Building 3019. Plutonium from the
cell contaminated areas in Building 3019 and nearby streets and
structures. Fallout of the radioactivity was reported as rapid, and
only a small fraction of the ORNL area was contaminated.
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Decontamination actions included multilayer painting, paving
streets, reroofing buildings, and removing and replacing
contaminated soils. An estimated 600 mg of plutonium-239 and
plutonium-240 was released. It is reported that most of the
contamination was removed during the decontamination.

Contamination at Base of Building 3019 Stack (SWMU 1.7)

The nature and source of the contamination at this site, also called
the "3019 Hot Bank," is not well defined. Sources of contamination
may be LLW line leaks or stack emissions. Contamination measured at
the site during August 1985 includes cobalt-60, cesiunr-137,
cadmium-244, americium-241, plutonium-238, and plutonium-239. Gross
alpha and beta concentrations observed in soil samples at the site

range up to 1.7 x-105 and 4.1 x 105 Bq/kg, respectively.

Graphite Reactor Storage Canal Overflow (SWMU 1.8)

This canal was used to store and transfer irradiated fuel slugs and
targets from the Graphite Reactor to the 3019 fuel reprocessing
pilot plant. Although no data or written reports exist regarding an
overflow from the canal, notes accompanying an ORNL drawing mention
that an overflow may have occurred. If a leak did occur, it would
be anticipated that contaminants present would be fission activation
products leaking from the fuel slugs and irradiation targets.

Oak Ridge Research Reactor Decay Tank Rupture Site (SWMU 1.9)

In 1974 a leak was reported in the 11,000-gal underground decay tank
for the Oak Ridge Research Reactor. Primary coolant water was being
released at a rate of 1.5 gal/min. The tank was removed, repaired,
and replaced during April 1974. During the excavation and repair,
radiation levels up to 2 R/h and transferable contamination up to

35 mR/h at 1 inch were reported. There are no rgcords of the
residual radioactivity levels remaining at the site after repairs
were completed.
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3517 Filter Pit (Fission Product Development Laboratory - Building
3517) (SWMU 1.20) : ‘

The filter pit east of Building 3517 -was put in service in 1958 to
filter building air exhaust from the Fission Product Development
Laboratory (FPDL). The stainless steel roughing filters were
acid-backwashed, and the leakage from this operation has
contaminated the filter pit. During recent excavations at the site,
large quantities of contaminated soil were removed. The principal
contaminants are cesium-137 and strontium-90. '

FPDL LLW Transfer Line (SWMU 1.21)

The line was installed in 1958 and taken out of service in 1978.
Wastes are currently transferred to a collection header on the west
side of the South Tank Farm. No leaks have been reported. The
inactive line is reported to be contaminated with cesium-137 and
strontium-90 but no inventory information is available.

Isotopes Ductwork/Building 3110 Filter House (SWMU 1.22) .

This filter house serves the cell ventilation air exhaust in the
isotopes area. A floor drain in Building 3110 collects groundwater
and transports it to Tank WC-10. Groundwater leakage into the
underground air duct system also accumulates and is collected in a
sump for transfer to the process waste system. This site has been
removed from service.

3.2.2.2 Chemical lLeaks and Spills. A brief description of each
of the chemical leaks and spills is provided below.

Mercury-Contaminated Soil - Building 3503 (SWMU 1.1)

During the 1950s and early 1960s, substantial quantities of mercury
were used in the spent fuel reprocessing program known as PUREX. No




information exists on the quantity of possible losses. Analysis of
soil samples collected from various locations around Building 3503
has indicated quantities of mercury ranging from 0.8 to 25 ppm.

Mercury-Contaminated Soil - Building 3592 (SWMU 1.2)

During 1956, supporting equipment development work was performed in
Building 3592 in conjunction with the research activity on lithium
separation. Over a period of about 2 months, more thanm 60,000 1lb of
mercury was used. No record of the amounts lost through spills is
available; however, operating personnel have estimated that a total
of 2000 to 3000 lb of mercury was lost through spills and leaks.
Analysis of soil samples taken in 1983 from various locations around
3592 showed mercury concentrations ranging from 4.1 to 320 ppn.

Mercury-Contaminated Soil - Building 4501 (SWMU 1.3)

For about 6 months during 1954, ton quantities of mercury were used
at Building 4501 for the'operation of a small pilot plant for
lithium separation (OREX process). Spills did occur. During a
spill the visible mercury was cleaned up, but some escaped into
cracks in the concrete floor. Currently the building is used as a
high-level radiochemistry laboratory. Analyses of soil samples
collected in 1983 from various locations around Building 4501
indicated concentrations of mercury ranging from 0.05 to 465 ppm.

Mercury-Contaminated Soil - Building 4508 (SWMU 1.4)

Although research activities in Building 4508 are reported to have
used inventories of less than 100 lb of mercury, there is no
information available to indicate that a mercury spill has
occurred. No soil sampling has been conducted around Building 4508.
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3.2.3 Ponds and Impoundments

Nine ponds or impoundments identified in WAG 1 have been designated
as SWMUs. Of these sites, four contain process wastes and two are
ponds that have been taken out of service and backfilled. The
remaining three sites include the two aerated lagoons formerly used
for treatment of ORNL sewage and the coal pile runoff collection
basin. More detailed information on the ORNL ponds can be obtained
from Taylor (1986), Francis and Stansfield (1986), Stansfield and
Francis (1986a and 1986b), Kitchings and Owenby (1986), and
Braunstein et al. (1984). A brief description of each of the ponds
and impoundments is provided below.

Waste Holding Basin (SWMU 1.12)

This basin (3513) was constructed during the 1940s as part of an

early waste treatment scheme that involved neutralizing and
precipitating sludges in the Gunite tanks, then decanting the
supernatant to the basin. The supernatant was diluted with process
wastewater and, after additional settling, was released to WOC. Tth'
capacity of the basin is approximately 1.6 million gal.

After construction of the PWTP (Building 3518) in 1957, the basin
was used as a settling basin for pretreated waste before release to
WOC. The basin was removed from service in 1976 when the new PWTP
(3544) was completed.

Equalization Basin (SWMU 1.13)

This basin (3524) serves to equalize flow for the PWTP. As
originally constructed in the 1940s, two 300,000-gal ponds were to
be used to provide emergency holdup of LLW. When the original PWTP
(3518) was completed in 1957, the earthen dike between the two ponds
was removed, creating a 600,000 gal flow-equalization basin. 1In
1961 the capacity of the basin was increased to 1 million gal.




Process Waste Ponds 3539 and 3540 (SWMUs 1.14 and 1.15)

These ponds were constructed to hold process waste generated at the
4500 complex. Pond contents are sampled before a decision is made
to treat the waste or discharge it directly to WOC. The capacity of
each pond is 150,000 gal.

Decommissioned Waste Holding Basin (SWMU 1.11)

This basin (3512) was constructed in.the 1940s as part of the
emergency holdup and settling basin for process waste. The reported
capacity of the basin, which has been filled in, was 30,000 gal.

Low Intensity Test Reactor (LITR) Pond (SWMU 1.19)

Two retention ponds were constructed at the LITR to retain the
primary coolant (water) when the reactor pool was drained. Little
information is available on the characteristics of the waste.
However, it was reported to be mainly sodium-24 (half-life of

15 h). Each pond was 40 ft by 8 £t and had a capacity of

18,000 gal. Following radioactive decay, the supernatant from the
pond was discharged to Fifth Creek. A radiological study of the
site in 1985 showed that average activities of strontium-90,
plutonium-238, and plutonium-239 in the soil were higher than
background (Boegly et al., 1987). There also was some contamination
due to cesium-137 and cobalt-60. The radionuclide inventory was
estimated at 20 mCi of cesium-137, 1 mCi of strontium-90, and 100
uCi of plutonium-239. The ponds have been filled in and grassed.

Sewage Aeration Ponds 2543 and 2544 (SWMUs 1.16 and 1.17)

These ponds were operated in series as aeration lagoons for treating
the sanitary sewage generated within ORNL. Each lagoon has a
capacity of about 1 million gal. The ponds were constructed in 1974
and were used until the new sewage treatment plant was completed.
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The ponds are now used as an equalization basin for the package
sewage treatment plant and are available for holdup and temporary
treatment of sewage if the main sewage treatment plant is out of
service.

Coal Pile Settling Basin (SWMU 1.18)

This basin (2545) was constructed in 1978 as part of the ORNL
steam plant's conversion to coal from oil and gas. The basin is
located southwest of the coal pile. Following neutralization of
the runoff and sedimentation in the basin, the clarified effluent
is released to WOC. cCapacity of the basin is approximately
300,000 gal.

3.2.4 Waste Treatment Facilities

Two sites have been categorized as waste treatment facilities,
and a brief description of each is presented below.

Waste Evaporator Facility 3506 (SWMU 1.62)

The Waste Evaporator Facility 3506 received the LLW liquid waste
streams from ORNL laboratories and other processing areas during
the 1950s for concentration prior to final disposition by shale
fracture techniques. This activity was suspended when the
presently active evaporator facility (Building 2531) was brought
on-line. Subsequent installations of experimental equipment were
used to develop fission-product purification processes and
demonstrate contamination waste incineration. The facility
consists of a stainless steel-lined, reinforced concrete cell
with underground piping, valve pit, and an attached wood-framed
operating area. The building dimensions are approximately 22 ft
by 28 ft by 8 ft high. The evaporator facility is located on the
west side of the south tank farm (Site 3507). The waste
evaporator was decontaminated prior to its use as an incinerator
facility. Hence, the building now contains only low levels of
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contamination, primarily associated with the valve pit, piping,
and some surface contamination. The radionuclides of concern are
expected to be cesium-137 and strontium-90, in less than curie
guantities. -

Storage Canal and Dissolver Pit 3505 (SWMU 1.63)

The Storage Canal and Dissolver Pit 3505, part of the MRF, was a
pilot- and small-scale production nuclear fuel reprocessing
plant used for the processing of various waste solutions, scrap,
and miscellaneous fuel elements for the recovery of uranium,
plutonium, neptunium, and americium. The facility was shut down
in 1960, after some 25 different processing campaigns, due to the
lack of secondary containment. The MRF is akone-story metal-
sided building, approximately 90 ft long by 70 ft wide by 24 ft
high and is located south of the south tank farm. The items of
processing equipment that remain are contained in seven concrete
or concrete-block cells, which are secured and maintained under
negative pressure, with ventilation through HEPA filters. The
building also houses a makeup area, offices, storage area, a
control room, and an active shop. A below-grade concrete
dissolver pit and fuel-handling canal are located inside and
adjacent to the building, respectively, both with controlled
access. Two associated underground, stainless steel storage
tanks [W-~19 and W-20 (SWMUs 1.56a and b)] are located some 50 ft
east of the building.

The building structure is basically sound although gradually
deteriorating with time. The major structural deficiencies are
associated with the roof, which is of light construction. The
process cells still contain a variety of tanks, process columns,
and assorted instrumentation. The facility has few special
features for contamination control, although it does have an
upgraded cell ventilation system. The canal and dissolver pit
have been stabilized and placed in a monitored, controlled
standby condition under the surplus facility program.
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The process cells are internally contaminated, primarily along
lower walls and inside process equipment. The majority of this ‘
activity is due to long-lived radionuclide surface contamination

present.

Beginning in FY 1984, decommissioning operations were undertaken
at the MRF. These activities consist of process equipment
removal, cell, canal, and dissolver pit decontamination, and
associated facility modifications leading toward potential reuse
of the building. The initial decontamination operations are
planned for FY 1984 through FY 1989, with the potential for
additional facility dismantlement beyond that time. During this
project phase, routine maintenanée and surveillance must still be
continued.

3.2.5 Solid Waste Storage Areas

During early operations at ORNL (1943-1946), radiocactive solid

wastes were buried at two sites within the WAG 1 boundary:

SWSA 1 and SWSA 2. An additional disposal site, the Former .
Waste Pile Area, is also within WAG 1.

Operation of the two SWSAs is described in Webster (1976) and
Coobs and Gissel (1986). Brief descriptions of the SWSAs and the
Former Waste Pile Area are provided below.

SWSA 1 (SWMU 1.46

SWSA 1 was operated for a short time in 1944 to dispose of
contaminated solid wastes produced during routine laboratory
operations. Disposal was conducted in trenches using a technique
similar to a sanitary landfill operation. No records exist of
the amount or composition of.waste buried.
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SWSA 2 (SWMU 1.47)

Disposal operations in SWSA 2 began in 1944 and were discontinued
in 1946. ‘when it was later determined that the presence of

SWSA 2 was not compatible with long-range land use planning at
ORNL, the wastes and some of the surrounding soil were removed
and reburied in SWSA 3. The site was backfilled with clean soil
and contoured to be compatible with the general area. No records
exist of the amount of waste buried or its composition.

Former Waste Pile Area (SWMU 1.58)

The Former Waste Pile Area is located to the south of the site of
the nonradioclogical wastewater treatment facility. The exact
extent of the area is unknown; but on the basis of old ORNL
photographs, it appears to occupy 15 to 20 acres. Interviews
with ORNL staff indicate that the site was used as both a soil
borrow area and a disposal area for construction debris (Nix,
1989). Identification of particular wastes has not been
undertaken, but an excavation for installation of a transfer
pipeline uncovered numerous metal and glass containers, transite,
and miscellaneous metal piping and scrap.

3.2.6 Summary of Contaminant Source Term Data

The initial WAG 1 RI Plan included data on the known contaminants
within WAG 1. At that time, the contents of the inactive tanks
had not been sampled, so the full array of contaminants had not
been identified. Table 3~10b is a matrix of contaminant source
term data as taken from both the original WAG 1 RI Plan and this
revision. With the exception of the inactive tanks, data on the
organic and inorganic compounds is unavailable. The tank data,
however, is consideredlby the BNI Team to be representative of
the range of contaminants present in the WAG.

3-62a (Rev. 1)




TABLE 3-10b

CONTAMINANT SOURCE TERM DATA

Contanminant
Source

Radionuclides

Organics
(Volatiles and

Soils

© 3019 Area

© 3085 Area

0 3000 Area

© 3500 Area

© Process Area
© Hg Areas

Tanks

© Inactive
o0 Active

Impoundments

o Radiological
Processes

© Chemical/
Sewage

Solid Waste
Storage Areas

Alpha Beta Gamma Semivolatiles) Inorganics Mercury

-

X

PG D4 X

bR

X

> N e M

X

(b)

L

e e o 5 o o

(8)Aan "X" in the contaminant column indicates the presence of the

contaminant in the appropriate area.

(b)a dot () in the contaminant column represents suspected hazardous
contaminants for which no data exists; but because the wastes were
LLW in nature, they are suspected of being present.

Source:

(1989).

Grimsby (1986a; 1986b), Boegly et al. (1987), and
Autrey et al.

(Rev. 1) .



3.3 WAG 1 SITE DESCRIPTION AND CHARACTERIZATION

3.3.1 Site Environmental Setting

3.3.1.1 Geology. WAG 1 lies within Bethel Valley between

Chestnut Ridge and Haw Ridge (Figure 3-7). It is underlain by the
limestone, siltstone, and calcareous shale facies of the Ordovician
Chickamauga Group. Stockdale (1951) summarized the mappable units
of the Chickamauga Group as shown in Table 3-11 and as mapped in
Figure 3-8. Figure 3-9 provides a generalized geologic cross
section through the Main Plant Area showing the approximate relative
positions of Stockdale's units C~-H and selected WAG 1 SWMUs.
Stockdale (1951) reports that the average strike of the units of the
Chickamauga Group in the vicinity of WAG 1, 56°E. is slightly
different from that of the regional trend of Bethel Valley,

58°E. The dip of these units is to the southeast, commonly

between 30° and a0°.

Stockdale describes the upper limestone units of the Chickamauga
Group as being tightly cemented and compact with the exception of }
several small solution channels, typically around l1l-in. in diameter,
but up to as large as 1 ft. McMaster and Waller (1965) confirmed
the categorization of Stockdale on the basis of a geologic and soil
study of the WOC basin.

In 1985, five boreholes, each approximately 400 ft deep, were
completed in a northwest-southeast transect along the east side of
Fifth Creek. This study provided representative cases from each of
Units B through G of the Chickamauga Group (Boegly et al., 1987).

It is reported that geophysical logs obtained during that study
indicated that the rock is tightly cemented and competent.

Fractures often appeared to be remineralized with calcite, with some
exhibiting signs of motion.
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Table 3-11

. STRATIGRAPHIC DESCRIPTION OF THE ORNL AREA

Unit Rock Description Thickness
(m)

H Siltstone; calcareous; gray, olive, maroon;
with shaly partings and thin limestone lenses 25.91

Limestone of varied types:; gray. olive-gray,

buff drab; mostly thin-bedded; with argillaceous
partings; weathers to shaly appearance; with
fossiliferous zones 54.86

Limestone; argillaceous (calcareous siltstone):
gray, olive-gray, "pinkish"™ maroon; even-bedded,
with shale partings 10.67
G Limestone of varied types; dark gray to brownish
gray:; mostly modular with abundant black irregqular
clay partings; dense to medium-grained:; mostly
thin-bedded, partly massive, with shale partings:;
weathers to a lighter-colored shaly or "modular”
, appearance; with some fossiliferous horizons:
‘ mostly covered in lowlands 91.44

F Siltstone; calcareous, alternating with shale;
olive-gray to maroon; even-bedded; laminated:
weathers to a red shaly appearance; produces a
slight rise in topography; a very distinctive
unit 7.62

E Limestone; mostly gray to drab, partly pinkish
maroon, mottled; brittle, thin-bedded to massive;
with shaly partings 18.29

Limestone similar to "G" above; mostly covered
in lowlands 67.06

Calcareous shale and argillaceous limestone:;

gray to buff; in alternating thin even beds:

yielding small roundish slabs upon weathering,

with yellow-buff color 13.72

Limestone of varied types:; gray, mostly
argillaceous and modular; in thin irregular
beds wi:h shale partings; abundant fossils 16.76
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Table 3-11 (Continued)

Unit

Rock Description

Thickness

(m)

Limestone and chert; limestone is gray to
olive-gray; in part modular, shaly, and thin
bedded; in part massive; with abundant chert
in thin, even bands, breaking into angular
fragments upon weathering: produces a chain
of low hills

Shale; calcareous; olive-gray to light maroon;
fissile; even-laminated

Limestone of varied types; gray; fine to coarse

grained, partly crystalline, partly modular;
mostly massive; with occasional patches of
chert; partly fossiliferous: "quarry beds"

Siltstone, in even beds up to 2 ft thick,
laminated, alternating with calcareous shale;
olive-gray, buff, maroon; some limestone,
nonresistant; more shale at base

Limestone of varied types; dark gray to buff;
with shale partings; with gray to black chert
in nodules and lenses

Chert; thin-bedded, with shaly partings

Siltstone calcareous; olive-gray to maroon;
weathers to shaly appearance

Siltstone and chert, in alternating beds;
siltstone is calcareous, gray, olive, maroon;
weathers to shaly appearance; with abundant
granular chert in even beds up to 6 in. thick,
breaking into angular blocks upon weathering

Limestone; mostly covered

Total thickness

32.00

65.53

24.38

4.57

528.82

Source:

072%nm

Stockdale (1951).
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3.3.1.2 Seoils. Generally, soil thicknesses at the site range
from 1 to 25 ft. The deepest soils are found along the low ridge
that crosses the northern portion of the site, near the Graphite
Reactor. The thinnest soils are found in the southern portion of
the site, near the surface impoundments and WOC.

Generally, the natural soils on WAG 1 are produced by the
in-place weathering of the Chickamauga bedrock. The soils
typically consist of yellow, light reddish-orange, or red clay of
medium stiffness containing variable quantities of chert,
siltstone, and limestone fragments. The mineralogy of native
soils reflects composition of the underlying bedrock.

The soils at the site have been highly disturbed by construction
activities. Reworked native soils and nonnative, imported fill
materials have been placed in pipe trenches, under foundations
and slabs, as backfill around buildings, and in other excavations
throughout the site. This anthropogenic zone extends from the
surface to various depths throughout the site, frequently
extending to the bedrock surface, as is the case at SWMU 1.26
(South Tank Farm). The anthropogenic zone is so complex that
complete characterization of all material types and their
distribution is not considered to be cost effective and, for
practical purposes, is infeasible.

Some surface soil sampling has been conducted within the confines
of WAG 1 (Figure 3-9a). Generally, in specific areas, such as
leak sites, spill areas, and burial grounds within the WAG
boundary. 1In 1976 and 1977, SWSA 2 was considered as a possible
location for the Energy Systems Research Laboratory (ESRL), and
soil core samples were collected to examine the subsurface soils
for radiocactive contamination (Oakes and Shank, 1977). A total
of 25 cores, ranging from 4 to 9 ft deep, were collected and
analyzed for alpha-, beta-, and gamma-emitting isotopes. The
soil borings were collected in two phases. During the first
'phase, 13 samples were collected. Each sample was homogenized
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and a representative portion submitted for analyses. During the

_second phase, 12 samples were collected and separated into three

samples to obtain a depth profile. Each third of the core sample
was then submitted for analyses. The results from the 13
homogenized samples indicated uranium and plutonium levels
slightly higher than samples collected near perimeter air
monitoring stations. The samples collected for depth profile
analyses indicated higher levels of radioisotopes (Cs-123, K-40,
Ra-226, and Th-232) in the shallower samples. The average core
concentrations were found to be less than those from background
samples. The ranges of radionuclide concentrations observed is
provided in Table 3-1l1la.

Soils were collected as a part of preliminary characterization of
15 inactive waste tanks. A summary of these data extracted from
Huang et al. (1984a) is presented in Table 3-12.
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TABLE 3-1la
‘ RANGES OF RADIONUCLIDE CONCENTRATIONS
IN SOIL AT WAG 1
Parameter Concentration Range
swsa 2(2) pci/g
U ND - 1.1
Th 0.093 - 0.88
Sr-9%0 <0.17 - 3.4
Pu 0.020 - 0.14
. Cs-137 ND - 1.9
K-40 ND - 16
Ra-226 0.4 - 1.1
Th=-232 0.10 - 1.6
Pu-239 <0.00045 - 0.22
Pu-238 <0.00045 - 0.0059
3019/3028 Leak Areas(P) Ba/kg
Gross alpha 150 = 338,000
Gross beta <20 - 17,300,000
Sr-90 i0 - 771,000
' Cs-137 20 - 63,000
‘ Co-60 <1 - 2 x 108
3503 Storage Pad Area(C) pCi/g
Am=-241 0.11 - 0.58
Co-57 0.055
Co-60 0.077 - 30
Cr-51 3.0 - 34
Cs-134 9.4 - 230
Cs-137 1.6 - 180,000
Eu-152 0.34 - 71
K-40 1.2 - 280
Mn-54 0.023 - 5.9
Ra=-226 - 0.48 - 1.5
Ra-228 0.85 - 3800
Th-232 0.81 - 3800
Th=-234 0.61 - 750
Cm-244 0.00054 - 1.1
Pu-238 0.13 - 700
Pu-239 0.54 - 68
Sr-90 1.9 - 110
. 3-69¢c (Rev. 1)




TABLE 3-l1la (Continued)

Parameter Concentration Range
Tank WC-1 Area(d) Ba/kg
Gross alpha 2703200 - 300+210
Gross beta 110+100 - 4,400%100
Co-60 <2 - 54+5
Cs=-137 3.4%2 - 1,100%+100
K-40 19070 -~ 340%40
Tank WC-15 Area(d) Ba/kg
Gross alpha 230+160 - 830%330
Gross beta 1,0002100 - 1,600£100
Co-60 : <2
Cs~-137 <2 - 5+2.2
K=-40 680+80 -~ 880%50
Equalization Basin 3524 Area(®) Bq/kg
Gross alpha 180+200 - 19,000%3,000
Gross beta 830200 - 930,000£10,000
Co-60 ) <2 - 2,800%100
Cs=-137 9.1+3 - 470,000%10,000
K-40 140+50 - 1,100£100
Cs~-134 147 - 4020
Eu-152 <50%10 - 870%30
Eu-154 65%7 - 270120
Eu-155 17t10 - 93%50

source: (2)oakes and Shanks (1977).
b)oakes (1985).
(S)williams et al. (1987).
(d) autrey (1989).
(®)williams (1989).
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TABLE 3-12, Continued

Depth of

Concentzation (Bq/y)

Nusber of

mazinum
concentsation

samples
from coce

Core
auaber

Tenk depth
[top (m)/bottom (m))

Minimum Mazimum

(m) Mess

Radlonuol ide

Tank site

0.353

0.38
0.09
0.28
0.30
0.29
0.24
0.18

0.46
0.32

0.6-1.2

0.57
0.35
0.30
0.29
0.24
0.18

0.3-0.6
0-0.3
0-0.3
0-0.3

13
16

0.32
0.30

0.29
0.24

18
12
21

0.3-0.6

0.18

0.3-0

0.01

0.002

0.01

0.6-1.2

60¢,

-4

0.08
0.01
0.04

0.6-1.2

137¢,

0.14

0.08
0.05

3.6-43
0.3-0.6

0.07

0.36

0.11

0.24

0.3-0.6

90g,

0.31
0.09
0.03

0.3%
0.01
0.03

0.31
0.03

4.3-4.8
3.0-3.6

3,1/4.3 60¢,

TH-1.2.3

0.03

3.6-4.3

-t el
N
‘e o
o9 b=
L]
- - ™
CR
. e
o L
. o
o9
]
-
e =
mem ™
LB 3 -
LI 4 .
v W
[ [}
>n ™
LI} .
me -
am O
-
L
™~
o
-y

3=71

22

0.03
0.48
2.0

7.6
4.7
2.0

3.0-3.6
1.8-2.4
3.6-4.3
1.2-1.8

1

2.0
0.26

0.08

0.17

5.9 170

70

1.2-1.8
1.8-2.4
4.3-4.8

90g,

14

0.32
0.02
0.56
0.18

4.3
4.0

7.9

0.36
0.18

.

0.18

3.6-4.3
2.4-3.0

0.01

0.13
0.07

0.01

3.6-4.3

1.8/3.7 60c,

v-11

0.07
0.01

110

0.30

17

3.6-43

137¢,

1.5

0.01

0.36

0.3-0.6
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In 1985, a limited soil investigation was performed in response
to leaks in the LLW waste transfer line in the 3019 and 3028
areas (Oakes, 1985). Samples were collected at five general
areas: 1) the leak site near Building 3074; 2) the area west of
Building 3019; 3) the series of four manholes at the southwest
corner of Building 3019; 4) the southwest corner of 3001; and
5) the leak site near Building 3028. The highest levels of
radiocactivity were detected in samples from the leak site near
Building 3028. The resultant radionuclide concentration ranges
are shown in Table 3-1l1la.

A limited soil investigation was also performed adjacent to the
Storage Pad southwest of Building 3503 (Williams et al., 1987).
Soil samples were analyzed for the RCRA hazardous waste
characteristics (ignitability, corrosivity, reactivity, and
Extraction Procedure Toxicity); all results were below their
respective regulatory limits. Sixty-nine samples were collected
and analyzed for radionuclides, predominant of which were Cs-137,
Pu-238, U-238, Ra-228, Th-232, and Sr-90; the results are
summarized in Table 3-1lla.

In 1983, soil sampling was performed in the areas surrounding
Buildings 4501, 4505, and 4507, and along the bank of Fifth Creek
(Cakes, 1983). The highest mercury levels were detected along the
bank of Fifth Creek and east of Building 4505 (Oakes, 1983). Soil
samples for mercury analyses were also collected south of
Building 3592 and southeast of Building 3503 (Oakes, 1983).
Results of both samples indicated elevated mercury levels. The
mercury concentration ranges observed are provided in Table 3-12a.

3.3.1.3 Surface Water and Sediments. WAG 1 lies within the
Bethel Valley portion of the WOC drainage basin. Three
tributaries, First Creek, Fifth Creek, and Northwest Tributary,
flow through WAG 1. Figure 3-10 shows the location of these
streams relative to other streams in the vicinity.
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TABLE 3-12a

RANGES OF MERCURY CONCENTRATIONS
IN SOIL AT WAG 1

Area - Concentration Range
4501 0.12 - 465 ug/g
3503 0.8 - 25 ppm

3592 4.1 - 320 ppm

Source: Oakes (1983).
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The drainage area of WOC at the WAG 1 boundary is about 2040 acres
The boundaries of the basin extend to the southwest and northeast"
along Chestnut Ridge and Haw Ridge. The Bethel Valley quandrangle“
shows a spring as the source of First Creek (Figure 3-11). The
spring, located near the foot of Chestnut Ridge, has a potentially
large recharge area. First and Fifth creeks collect runoff from the
siope of Chestnut Ridge and then course southeast through the plant
area to their respective confluence with the Northwest Tributary and

WOC. First Creek also collects water from two wells (Figure 3-11)
north of Bethel Valley Road. The water is pumped from the wells to
a small impoundment on First Creek. (For further discussion of
these wells see Subsection 3.3.1.4, Groundwater.)

Recently, USGS has installed a critical flow meter on First Creek
(see Figure A7-1, Appendix A.) Discharges have been monitored since
February 5, 1987. 1In the period February 5 to May 28, 1987, the
maximum discharge was found to be less than 6 cfs, with most flows
less than 1 cfs.

For WOC, for the period June 1949 to September 1955, the maximum ‘
discharge was found to be 124 cfs. The average discharge is of the
order of 5 cfs.

The Main Plant Area has several major discharges to First, Fifth,
and White Oak creeks. These include (1) treated sanitary waste from
the sewage treatment plant, (2) cooling tower blowdown, (3) cooling
water, (4) process wastewaters, (5) surface runoff from storm
sewers, (6) LLW collection and treatment system waters, and (7)
demineralizer regenerant waste.

The storm sewer system collects area runoff and water from roof
drains, storm drains, and parking lot drains. Sampling of the
outfalls indicates that there may also be process line leakage,
building drain leakage, and seepage from previous spills entering
the system, as well aé leakage resulting from improper connections
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FIGURE 3-11
SECTION OF BETHEL VALLEY QUADRANGLE
SHOWING SPRING SOURCE OF FIRST CREEK
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with other types of lines. Figures 3-12 through 3-14 show the
locations of the storm sewer outfalls. The outfalls are numbered.
as members of the 100, 200, or 300 series. The 100 series drains
only rainwater; the 200 series drains buildings and parking lots

but no process effluent; and the 300 series drains buildings and
areas where the presence of untreated process wastes is

indicated. Flow volumes for the storm water sewer system are
dependent on precipitation.

Water samples are collected and analyzed regularly from a number
of stations in the WOC and its tributaries in WAG 1. Water is
also sampled at the STP and the PWTP as well as in the 3500 area
peonds.

Figure 3-15 shows locations of the surface water sampling
stations in WAG 1 and vicinity. Table 3-13 is a summary of
collection and analysis frequencies of the surface water
samples. Table 3-14 shows the radionuclide concentrations in
WOC and its tributaries for 1986. It appears that major sources
of strontium drain toward First Creek. Considerable dilution
occurs in WOC at the 7500 bridge.

A mercury assessment program was implemented in 1988 to identify,
locate, and minimize all sources of mercury contamination in ORNL
discharges to maintain compliance with the NPDES permitting
program (Taylor, 1989) (Figure 3-15a). Surface water samples
were collected from selected NPDES outfalls (Categories I, II,
and III) and from previously established serial numbered sampling
stations, these were submitted for mercury analysis.

The results of this survey indicated several areas with mercury
levels significantly above background levels: 1) a storm drain
outfall (No. 106) along Southside Drive which enters White Oak
Creek south of Building 4508 (Figure 3-15a); 2) the process waste
outfall (No. 311) from Building 45008: 3) the monitoring 'station
(X07) along White Oak Creek serving the PWTP; 4) oOutfall No. 367
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FIRST CREEK OUTFALLS

s TO TENN. STATE HWY 88

SOURCE: BOEGLY et al., 1987

o \ FIGURE 3-12
| LOCATIONS OF FIRST CREEK OUTFALLS
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LOCATIONS OF FIFTH CREEK OUTFALLS
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FIGURE 3-15

~ SAMPLING STATIONS IN WAG 1 AND VICINITY
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TABLE 3-13

SUMMARY OF COLLECTION AND ANALYSIS FREQUENCIES OF
SURFACE WATER SAMPLES

Collection Analysis
Station Parameter_ Frequency Type Frequercy
190 Ponds Gamma Scan, gross alpha, Weekly Flow Monthly
gross beta Proportional
1500 Area, 3518 Gross alpha, gross beta Weekly Flow Monthly
Proportional
2000 Area, STP Gamma scan, gross beta, Weekly Flow Monthly
total Srd Proportional
3544 Gross alpha, gross beta, Weekly Flow Monthly
ganma scan, total Sréd Proportional
7500 Bridge Ganma scan, total Srd Daily Time Daily
Proportional
7500 Bridge Gaima scan, total Srd, 3 Weekly Flow
Monthly Proportional
First Creek, - Ganma scan, total srd Weekly Grab Monthly

Fifth Creek, NWT

2 Total radioactive sr (89sr + 90sp)

0729m
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1986 RADIONUCLIDE CONCENTRATIONS IN WATERS OF WOC
AND TRIBUTARIES IN WAG 1

TABLE 3-14

Concentrations (pCi/L)

Number of
Radionuclides Samples Max Min Av 95% CC
First Creek
60¢o 12 13 <2.7 <6.3 1.9
137¢s 12 <27 <2.4 <7.4 4.0
Total Sr 12 1000 250 590 140
Fifth Creek
60co 12 <1 <1.6 <5.2 1.8
137¢s 12 <8.1 <1.3 <4.8 1.6
Total Sr 12 54 25 39 5.1
7500 Bridge
60co 12 140 4.9 24 24
137¢s 12 230 59 160 30
3y 12 8200 <3200 <5900 1100
Total Sr 12 150 68 104 17

1 Bq = 27.03 pCi
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MERCURY SURFACE WATER SAMPLING
STATIONS IN THE ORNL BETHEL VALLEY

COMPLEX
3-83a (REV.1)




|
l
|
l
l
|

along Fifth Creek near Building 3036; 5) Outfall No. 261, which
discharges to White Oak Creek and receives runoff from roof '
drains, spill areas, and cooling water discharges from the
Building 3500 area; and 6) Outfall No. 309 which receives
discharges from Building 4500S through Holding Basins 3539 and
3540 and discharges to White Oak Creek.

Stream gravel surveys in the WOC watershed were conducted by
Cerling and Spalding (1981) to define the areal distribution of
cobalt-60, cesium~137 and strontium-90. Later studies (Cerling
and Huff, 1986; Morrison and Cerling, 1987) corroborated the
general findings of the earlier study. Figure 3-16 gives the
locations of sediment sampling points including those within the
WAG 1 area used by Cerling and Spalding.

Table 3-15 gives the ranges of concentrations of various
radionuclides found in WOC, First Creek, and Northwest Tributary
sediments (Fifth Creek sediments were not sampled).

The principal source of cesium-137 is the PWTP. The principal
sources of strontium-90 are direct ORNL plant effluents, and
cooling water effluent from the High Flux Isotope Reactor is the
dominant '

3-83b (Rev. 1)




~ ORNL-DWG 79-13979

3
“lo ) L i ¥ 1 I ¥ » 1 ] T ]
ORNL .
NORTH :
A Nesees,, o : .ORNL LABORATORY
2 % : ~°‘?;‘~. . : COMPLEX .
w u- -
SWOA 3 €s % %, :
. SAMPLING POINT 8, :
2t SWDA  SOLID WASTE DISPOSAL AREA i 4
P PIT (LIQUID WASTE) ":y
15 TRENCH (LIQUID WASTE)
8 WASTE PONDS .
20 P  MONITORING STATION a8 WAT -
z sz‘mws
g 0 1000 2000
219 FEET NSPP
-l
0
5 9 200 400 600 ofue®
° METERS H
..
..
.‘
..
*
*
.....dbo-...°
MELTON *°" BRANGCH %,
AN
A YL I Y )
y |
| t 1 3 | 1 ] ! 1
23 24 28 26 27 28 29 30 3 32 33 (x10%)
EAST {ORNL GRID)

SOURCE: CERLING AND SPALDING (1981)

C23/wagi-6

| FIGURE 3-16
SEDIMENT SAMPLING POINTS USED
IN CERLING AND SPALDING STUDY




TABLE 3-15

" RANGES OF RADIONUCLIDE CONCENTRATIONS
- ' IN STREAM SEDIMENT WITHIN WAG 1

Range of Concentration

Stream . dpm/g
. ’ 90§Lr Co l37c$
~White Oak Creek 5-50 1-1000 1-10,000
First Creek 0-10 0-1 0-1000

Northwest Tributary 0-1 0-1 0-10

1l Bqg = 60 dpm
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source of cobalt-60. Sediment contamination to a depth of 30 cm
has been observed. 1In addition to radiological contamination, /‘

stream sediments are contaminated with a variety of metals
including chromium, copper, molybdenum, and zinc (Boegly et al.,
1987). Contamination with metals probably results from cooling
towers, unknown sources along First Creek and the Northwest
Tributary, or from sources that have not been identified.

Sediments

Sediment samples have been collected from various WAG 1

locations for mercury and radiochemical analyses. Figure 3-16a
gives the locations of the WAG 1 sediment sampling locations.
This figure also indicates samples collected from the 7500 Bridge
Area on White Oak Creek. Although this area is not within the
confines of WAG 1, samples from this area may represent
contaminants transported from WAG 1l and are, therefore, included
in this section.

The results of the mercury analyses are summarized in .
Table 3-15a. Mercury levels significantly above background
levels were discovered in Fifth Creek and in White Oak Creek
below the confluence with Fifth Creek (Figure 3-16b). Mercury
levels in Fifth Creek probably represent past spills from the
lithium isotope separation/uranium-thorium metal production
processes associated with Buildings 4501 and 4505 (Taylor, 1989).
Mercury levels in White Oak Creek may indicate contamination
resulting from the Central Research Complex, Building 4500
(Taylor, 1989). Mercury also was used widely in fuel
reprocessing, which was occurring before the construction of
Building 4500 (Trabalka, 1989). To date, no attempt has been
made to define the lateral or vertical extent of the mercury
contamination.

Samples were also collected in Fifth Creek and in White Oak Creek
near the 7500 Bridge for radionuclide analyses (Figure 3-16a,

3-86 (Rev. 1) ‘
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TABLE 3-15a

RANGES OF MERCURY CONCENTRATIONS IN STREAM
’ SEDIMENTS WITHIN WAG 1

Location Concentration Reference
(kg/9)

White Oak Creek

Above WAG 1 Boundary 0.1 - 0.3 oakes(2) & Taylor(b)
Upstream of Fifth Creek 5.3 Taylor
Near Outfall 309 22.2 Taylor
Upstream of Equalization 1.6 - 9.5 Oakes
Basin
Downstream of Equalization 0.4 - 19 Oakes
Basin }
Downstream of First Creek 0.41 - 8.93 Oakes & Taylor
Fifth Creek
Outfall Box 362 21.1 Taylor
Below Outfall 362 67.5 Taylor
Near Outfall 261 4874 Taylor
First Creek
Upstream of Northwest - 0.67 Taylor
Tributary
. Northwest Tributary
Below SWSA 3 0.04 Oakes
Upstream of First Creek 0.17 Taylor

(2)These results include data from samples collected in 1979 and
1983. The 1979 samples consisted of surface sediments, less
than 3 in. deep. The 1983 samples consisted of 10-in. deep
core samples, divided into thirds for analyses.

(bP)These results consist of surface sediment grab samples
collected as part of the NPDES mercury assessment. -

3-86b (Rev. 1)
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Table 3-15b). The results of these analyses indicated the
presence of various radioisotopes in the sediments at the 7500
Bridge, including Cs-137, Co-60, Eu-152, Eu-154, Ba-133, and
Cs-134 (Daniels, 1989).

In Fifth Creek, various fission products were identified
including €d-115, Cs-134, Eu-152, Eu-154, Gd-153, and Co-60
(Cutshall, 1985) (Figure 3-16a). The types of radionuclides
discovered in Fifth Creek implied that the contamination resulted
from cooling tower and reactor coolant discharges.

Oakes (1983) reported mercury levels for sediment samples
collected from White Oak Creek in 1979 and 1983. Those located
within WAG 1 are shown in Table 3-15c. All values except one
were higher than the EP Toxicity limit of 0.2 ppm established by
EPAr The highest value recorded for 1979 was 3.8 ppm at site
T-10, which is located just downstream of the equalization basin
and the process waste settling basin. Samples collected in 1983
from a similar location had mercury levels at 18 and 19 ppm.

3.3.1.4 Groundwater. Groundwater movement beneath WAG 1 is not
well defined, although a review of published documents and
conversations with ORNL investigators suggest that there are
several flow regimes of concern in this investigation. Reports
by Stockdale (1951), Webster (1976), and Steuber et al. (1981),
and conversations with R. Ketelle (ORNL) describe plant-scale
studies at ORNL or within Bethel Valley. Groundwater is observed
to occur both in the unconsolidated overburden and within the
bedrock: however, communication between these zones has not been
fully evaluated. A summary of existing groundwater conditions,
followed by study-specific findings, is reported below.

The uppermost portion of the aquifer occurs under unconfined
conditions. Recharge to the system is generally through

'.infiltration'With localized recharge thrbugh surface impoundments

(3500 area ponds).. The water table appears as a subdued replica

3-86d (Rev. 1)




TABLE 3-15b

RANGE OF RADIONUCLIDE CONCENTRATIONS DETECTED
IN SEDIMENTS AT THE 7500 BRIDGE

Radioisotope

Concentration Range

(BQ/Kg)

Cs-137 2,300 - 290,000
Co-60 11 - 17,000
Eu-154 1s0 - 1,200
Eu-152 78 - 2,900
Cs-134 72 - 270
U-234 52 - 170
Ba-133 510

Am-241 46 - 160
Cm-244 80 - 680
Th=232 15 - 56
Th-230 11 - 36
Th-228 18 - 55
Sr-90 37 - 1,100
Pu-239 110 - 160
Pu-238 4.9 - 39
U-238 28 - 75

Source: Daniels (1989).
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TABLE 3-15c

CONCENTRATION OF MERCURY IN SEDIMENT SAMPLES
COLLECTED FROM WAG 1 IN 1979 AND 1983

Sampling Concentration
Location (ppm)

1279

1983

6-1T(2)
6-LM
6-LB
6-RT
6-RM
6-RB
7-RT
7-RM
7-RB
7-LT
7-LB
8=-RT
8-RM
8-RB

S
HENOOOVUOUNKHWANN
- * - . - . L] L] L]
0oL & O

LYY

e o o

(a)r, M, and L indicate right, middle, and

left of stream looking downstream. T, M,
and B indicate top, middle, and bottom of
a 10-in. core.




of ground surface topography. Under isotropic and homogeneous
conditions, flow perpendicular to the groundwater contours shown
in Figure 3-17 would be predicted. However, local flow patterns
at ORNL are significantly affected by activities in the
anthropogenic zone including active sump pumps, directional
permeabilities, and local recharge from impoundments and leaking
pipes. Additionally, vertical gradients have not been well
defined and are likely influenced by directional permeabilities
in bedrock. Thus, current piezometric surface data are of

- limited use in establishing local flow patterns.

Flow of groundwater in bedrock may be highly influenced by
directional permeabilities in bedrock, including at least flow

3-86g (Rev.
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through jointed and fractured bedrock, interconnected solution
cavities and channels, and along bedding planes. Additionally,
vertical gradients--both upward and downward within the aquifer--ma,
be present. Components of flow that have been identified in certain
portions of the site include horizontal (parallel to strike),
horizontal (between units), horizontal (between groups), and

vertical. A strong flow component parallel to strike both on-site
and in Bethel Valley has also been reported.

Stockdale (1951) conducted the earliest studies to characterize
local groundwater flow. Stockdale's studies of the site, including
coring and pressure testing bedrock, indicated that communication
exists between solution cavities (l-in. to 12-in. diameter) in

Unit G and the 3513 pond. He judged that the Copper Creek fault
presented an impervious barrier to horizontal groundwater flow
between the Chickamauga Group and the Rome Formation, and that

Unit F of the Chickamauga Group functioned as a stratigraphic trap
for groundwater, preventing its horizontal flow. Recharge to the
area primarily occurs through the infiltration of meteoric waters
and local recharge conditions (e.g., surface impoundments). .
Stockdale developed a water table map, which depicts the groundwater
surface as a subdued replica of the overlying surface topography
with minor distortions attributed to recharge from the 3500 area
ponds (Figure 3-17).

Webster (1976) suggested that groundwater movement should not be
plotted on the basis of Stockdale's water table maps, mainly because
of the anisotropic nature of the bedrock. From core logs and
Stockdale's pressure tests, he concluded that solution cavity size
and frequency of occurrence diminished with depth, and that
circulation of groundwater in the Chickamauga Group may be
restricted to the upper several hundred feet. More recent work by
Stueber and Webster (1981) provided information on flow component '
parallel té strike within the Chickamauga Group in Bethel Valley.
This is supported by observations made on-site by Ketelle et al.
(1985) that fluids lost during drilling were returned at the surface

0729m 3-88




parallel to strike through discharge to Fifth Creek. This also
indicates that flow beneath WOC and its tributaries and discharge to
those same streams are possible scenarios for groundwater movement.

An additional observation made by Ketelle et al. (1986) is the
presence of artesian conditions at depth in the Chickamauga,
evidenced by flowing wells (Figure 3-18) and elevated pore pressures
at depth, thus indicating the presence of both upward and downward
vertical gradients at the site. Ketelle et al. (1986) also observed
a reduction in flow in two coreholes during pump testing of two
wells installed north of Bethel Valley Road (Figure 3-11). Further
investigation of the construction of these two supply wells
indicates that water is being pumped from both the Chickamauga and
Knox groups in each of the wells. The source of the influence is
thus not well defined. The possibility exists that there is
communication across the units of the Chickamauga as well as the
potential for communication between the Knox and Chickamauga groups.

Huff (1985) conducted a dry weather dye tracer study to investigate
a LLW transfer line leak between Buildings 3019 and 3074 in WAG 1.
The study showed movement of groundwater parallel to strike toward a
sump located in the Oak Ridge Research Reactor building and movement
around Building 3019. The study concluded that flow towards the Oak
Ridge Research Reactor sump was controlled by directional
permeabilities in bedrock (solution cavity, joints, fractures) and
an induced hydraulic gradient towards the Oak Ridge Research Reactor
sump. Flow around Building 3019 was reported as a function of
directional permeabilities in the anthropogenic zone--along
pipelines within permeable backfills.

A piezometer well network has been developed within WAG 1 to observe
groundwater levels. A description of the approach used in '
developing these wells and subsequent interpretation of data is
provided in Ketelle et al. (1986). Figure 3-19 shows the water
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table contour based on the piezometer observations. As in the
Stockdale contour map (Figure 3-17), the water table follows the .
contours of the surface topography. ‘

Groundwater monitoring at WAG 1 has been limited to (1) a
contaminant scoping event that occurred during the period April to
July 1986, and (2) quarterly sampling of compliance wells around the
3500 series ponds that was conducted for a period of one year
(1985-86).

The purpose of the scoping event was to investigate what types of
chemical and radioactive constituents were present in groundwater at
the site. Groundwater samples obtained during the scoping event
were collected from wells in the polyvinylchloride (PVC) piezometer
well network. Each well was purged prior to sampling using a PVC
bailer by evacuating three well volumes; the well was then sampled
using the same bailer. Samples were not collected on the same date;
rather the period extended from April to July 1986. The full suite
of parameters that were included as part of the scoping event are
included in Table 3-16. The summary of the parameters detected '
during the scoping event is provided in Table 3-17.

The monitoring of the stainless steel compliance well network
installed around the 3500 series ponds occurred for a period of one
year. Wells were purged prior to sampling using dedicated bladder
pumps by evacuating three well volumes; wells were sampled following
purging using the same pump. Samples were collected quarterly
during 1985-86; records obtained during this sampling event were
documented in reports submitted to the Tennessee Department of
Health and Environment (TDHE) and met at least the minimum
requirements of the state. Tables 3-18 and 3-19 summarize the
findings of these quarterly sampling events. The 31 parameters
shown in both tables are the full suite of parameters for which
these,samples'were analyzed. ’
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New groundwater data collected since the original RI Plan for
WAG 1 was submitted have been made available to the RI Team.
Principal among these were studies by: 1) Yager et al. (1989),
which investigated the infiltration of extraneous water into the
process waste system (PWS); 2) Arnseth (1987), which evaluated
data collected by Ketelle from piezometers; 3) Chen et al. (1988),
which assessed the influence of differential hydraulic
conductivity of pipeline trenches on groundwater flow; 4) Ashwood
(1988), which presented the general status report on flow in
pipeline trenches; 5) Melroy (1986), which investigated
groundwater contamination migration pathways from the leak site
north of Building 3019; and 6) Hall (1989), which monitored
infiltration into drywells at the Tank Farms. This information
has been utilized in the revised field sampling plan. Brief
summaries of these documents follow.

Typical construction for the process waste system at WAG 1
involves pipelines installed in excavated trenches. These
trenches are then backfilled with soil, gravel, or other
materials, the hydraulic conductivity of which may be several
orders of magnitude higher than native materials. These pipeline
trenches may, therefore, serve as preferred pathways for water
flow and contaminant transport.

Yager et al. (1989), in their review of infiltration of
extraneous water intoc the process waste system (PWS), analyzed
the interconnectedness and functions of that system. The
following is a summary of current PWS cooperations. Low-level
radioactive process waste is collected and transported by the PWS
and treated at the Process Waste Treatment Plant (PWTP). 1In
addition to the normally generated process waste, the PWS also
collects condensate from the LLW evaporator and other waters that
may be contaminated. PWS discharge data are presently collected
at three locations: Manhole 114, Pumping Station (PS) 1, and at

"the inlet to the Equalization Basin (Pond 3524d) (Figure 3-1%9a).

These data can be used to generally characterize the flow within

3-92a (Rev. 1)




I OVM NI W31SAS 31SVYM SS300Hd 40 J1LVIWIHOS
V61-€ IHNDIA

(6861) 1e 19 106eA

(Rev .)

-3oHNOS

% , i \/
4 /
..,/ un,w Ty Ll //
¢\

w...L_, 60¢ :z

a.y D24y X0 uuILIAN) JO pojI()
//

vai]
] 1000g 064
suss .

N

_.s._
sy e b e e

04} (W woesy
isum 890301g

IR Ty = eI
L __ n ey H.m.._.,,. 1 E..Mua_,,._ S
RN S
L iy ™
R S H[_‘H..u...w remdd ......_.ww H:_ b h || S—
J.:._.. _.IM__ mg.lu_ mﬂﬁ_d
B L
EE it
T IR

008 L2 1}
100y spag
oy
L]
-

3-92b




l
|
I
|
l
l
I
I
I
|
|
l
l
I
|
I
|
l
l
|
I
I
I
|
I
i
|
l
I
|
I
|
I
I
|

the PWS but only on a macroscopic scale. Manhole 114, which is
located at the eastern end of Isotope Circle, receives process
\wastes generated in the northeast section of the 3000 area. PS1
receives contaminated groundwater seepage from sumps beneath the
north and south tank farms. From PS1 the process waste is pumped
to a diversion box further to the east. All water entering the
diversion box then flows south by gravity to the Equalization
Basin, from which it is pumped to the PWTP for treatment prior to
being discharged to White Oak Lake. Yager et al. (1989) attempted
to correlate the flow within the PWS with rainfall and found no
direct relationship. They concluded that the main source of water
for PS1 was groundwater seepage from the north and south tank
farms and from a gravel-backfilled trench in which the process
waste line between the tank farms and PS1 is located. Water
collected from the tank farms flows into an 8-in. vitrified clay
pipe, which has not been insituform lined. Therefore, it is
likely that relatively large amounts of groundwater enter the PWS
by direct infiltration into this pipe.

Manhole 114 receives process waste from Manhole 233 via a 10-in.
pipe; Manhole 233, in turn, is connected to Manhole 112 by an
8-in. pipe that runs beneath Building 2047. Because both these
connecting pipes have been insituform lined, it is unlikely that
water is entering the PWS by infiltration through the pipes.
Yager et al. (1989) concluded that an unknown source is
contributing contaminated flow to the PWS through an opening in
Manhole 233.

Waste Cells 9 and 10 are underground concrete waste storage
vaults. Waste Cell 9 is south of building 3503, and Waste Cell
10 is near the intersection of Fifth Street and White Oak Avenue
in the 3000 area. These waste cells are equipped with sumps to
preclude groundwater from contacting the tanks. Yager et al.
(1989) concluded that extraneous water enters the PWS at these
locations by groundwater seepage into the sumps. They further
state that at some locations, the flow rates may be too high for

~
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the sole source to be only groundwater infiltration, a poiht that
Moore (1989) suggests may be the result of influx from the storm

sewer system. The primary implication of the results of this
investigation is that there are many potential avenues through
which extraneous water can enter the PWS. The interconnectedness
of the PWS, waste storage areas, pipelines, trenches, and
groundwater provides opportunities for contaminant mobilization
and migration.

Arnseth (1987), in an evaluation of the usefulness of statistical
pattern recognition techniques for classifying contaminated
versus uncontaminated water in WAG 1, subjected the preliminary
data collected by Ketelle et al. (1986) from piezometers in the
study area to factor analysis. Although factor analysis was
shown to have potential for accomplishing the desired results,
this exercise questioned the validity of the data. Several
factors contributed to this assessment. Determining the charge
balance, which should be near zero for cations and anions,

cation equivalents as anion equivalents. Following discussions
with persons involved in both the sampling and analysis, Arnseth
learned that the original samples were turbid, which likely
affected the ICP analysis and the alkalinity titration. He
recommended that future scoping studies use standardized
procedures that required filtering of samples to be subjected to
ICP and alkalinity analyses. ‘

Chen et al. (1988) used a computer simulation model to evaluate
water flow through saturated and unsaturated media. They found
that the water level in both the trenches and the surrounding
materials tend to follow the bedrock surface topography and that
shallow groundwater flow in the WAG 1 area is toward White Oak
Creek. The conductivity contrast (i.e., the ratio of hydraulic
conductivity in the backfill to that in the native soil)
influences the flow into the creek and the percentage of flow
through the trenches. 1In fact, at a conductivity contrast of
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only 10, nearly half the flow occurs through the trenches; as the
conductivity contrast approaches 200, nearly all the flow is in
the pipeline trenches. The most important conclusion from this
study was that shallow groundwater flow in the vicinity of the
Equalization Basin (3524) and the PWTP (3544) is dominated by
flow in pipeline trenches.

Similarly, Ashwood (1988) in his status report on flow in
pipeline trenches in WAG 1 concluded that pipeline trenches exert
considerable control on the near-surface flow of groundwater.
Thus, much of the contamination in the Main Plant Area should be
at a depth interval where pipeline trenches dominate the
groundwater flow patterns.

Melroy (1986) determined using a fluorescein dye tracer that
there were two major groundwater migration pathways at the leak
site north of Building 3019. The first flow component moves
almost due east to the Building 3042 sump along geologic strike.
The second flow component moves to the southeast. In addition,
the fluorescein dye has been detected in several locations in the
sanitary sewer system and the process water lines indicating that
some infiltration must be occurring, even during relatively dry
conditions.

Data from inleakage to the dry wells at the North and South Tank
Farms in WAG 1 indicate that water is infiltrating into the
wells. However, based upon analysis of water samples, this
appears to be groundwater entering the dry wells rather than
liquids from leaking tanks (Hall, 1989).

ORNL has sampled the groundwater monitoring wells at WAG 1 twice.
Results from the first round of sampling are available from
ORNL's Environmental Monitoring and Compliance Group (MMES,
1989); the second set of analytical data are not yet available.
Locations of these wells are shown in Appendix A, Figure A3-1.
Analyses were run for the groundwater quality constituents listed
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in 40 CFR 265 and selected radionuclides. Results showed that
Well 812, which is located in the 2000 area, had the highest
levels of contamination. Gross alpha was 8.6 Bg/L, gross beta
was 660 Bg/L, total radiocactive strontium was 280 Bg/L, and
tritium was 280 Bg/L. Wells 820, 822, and 823, all of which are
near the 3000 area and SWSA 2, had tritium levels of 200, 290,
and 140, respectively.
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TABLE 3-16

CHEMICAL PARAMETERS INCLUDED IN THE
CONTAMINANT SCOPING SURVEY

Cations

Ag Cu Pb
Al Fe : Sb
As Ga Se
B Li Sn
Ba Mg Sr
Be Mn Ti
Ca Mo v

Ccd Na Zn
Co Ni Zr
Cr P

Anions measured by fon chromatography Anions measured by titration

Br NO3 CO4 HCO4
Ccl PO, :
F SO,

Radiological Parameters

Tritium
Gross alpha

Gross beta
Gamma scan

Organic parameters

Total Organic Carbon (TOC)

Volatile Compounds

acrolein

acrylonitrile

benzene

carbon tetrachloride
chlorobenzene
1,2-dechloroethane
1,1,1-trichloroethane
1,1-dichloroethane
1,1,2-trichloroethane
1,1,2,2-tetrachloroethane
chloroethane
2-chloroehtylvinyl ether
chloroform
1,1-dichloroethene
trans-1,2-dichloroethene
1,2-dichloropropane

trans-1,3-dichloropropene.

cis-1,3-dichloropropene

ethylbenzene

methylene chloride
chloromethane
bromomethane
bromoform
bromodichloromethane
fluorotrichloromethane
dichlorodifluoromethane
chlorodibromomethane
tetrachloroethene
toluene
trichloroethene

vinyl chloride
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TABLE 3-17

P
SUMMARY OF PARAMETERS DETECTED IN GROUNDWATER ‘
FROM 42 PIEZOMETERS IN WAG 1 DURING
SCOPING SURVEY BY KETELLE

Rande in

Parameter Units Concentrations
Bicarbonate mg/L 55-496
Chloride : ug/L 3-130
Fluoride - ug/L <1l-1
Nitrate ug/L <5-12
Sulfate ug/L 11-760
Aluminum : ug/L : 0-16
Barium ug/L 0-1
Calcium ug/L 24-690
Iron ug/L 0-12
Magnesium ug/L 2-64
Manganese ug/L 0-9
Sodium ug/L 5-260
Silicon ug/L 2-44
Strontium ug/L 0-2
Zinc ug/L 0-6
Gross alpha Bq/L 0.02-2
Gross beta Bq/L , 0.13-86
Tritium Bq/L 0.1-531
TOC ug/L 2-8
Carbon tetrachloride ug/L <3-10
Chloroforn ug/L <2-50
Dichlorobromomethane ug/L <2-5
1,1-Dichloroethene ug/L <3-88
Tetrachloroethene ug/L <4-108
Toluene ug/L <5-17
Methylene chloride ug/L <3-363
Trans-l,2-dichloroethene ug/L <2-183
Trichloroethene ug/L <2-246
Acetone ug/L 10248
Carbon disulfide ug/L 3gd

PH : STD 6.9-11.9
Temperature C 12.2-31.4
Conductivity uMHOS/m 7.5-1930

2 Only one well sampled for these parameters

Source: Voorhees (1987).
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TABLE 3-18

q
’ CONCENTRATIONS OF PARAMETERS IN WELLS
AROUND 3539-402

Concentration (mg/Ll)

No. of
Parameter Samples Max Min Av 95% ccP
2,4,5-TP Silvex 14 <0.01 <0.01 <0.01 0.0
2,4-D 14 0.06 <0.01 <0.014 0.0
Ag 14 <0.005 <0.005 <0.005 0.0
As 14 <0.01 <0.01 <0.01 0.0
Ba 14 <1.0 <1.0 <1.0 0.0
cd 14 <0.002 <0.002 <0.002 0.0
cl 14 17 5.2 8.2 1.7
Cr 14 0.032 <0.02 <0.021 0.0017
Endrin 14 <0.0002 <0.0002 <0.0002 0.0
F 14 <1.0 <1.0 <1.0 0.0
Fe 14 5.9 0.052 1.8 0.84
Fecal coliform® 14 0.0 0.0 0.0 0.0
Gross alphad 14 0.52 0.03 0.23 0.0023
Gross beta® 14 2.0 0.081 0.74 0.01
Hg 14 <0.0001 <0.0001 <0.0001 0.0
Lindane 14 <0.002 <0.002 <0.002 0.0
: Methoxychlor 14 <0.008 <0.008 <0.008 0.0
, Mn 14 10 0.01 4.4 2.0
Na 14 220 4.8 26 31
NO; 14 <5.0 <5.0 <5.0 0.0
Pb 14 1.2 0.02 0.10 0.17
pH® 98 13 6.5 7.6 0.29
Phenols 14 0.003 <0.001 <0.002 0.0004
Ra (Total)d 14 0.17 0.011  0.03 0.0007
Se 14 <0.005 <0.005 <0.005 0.0
S0, 14 250 <5.0 <6.5 39
Specifie conductancef 98 1.0 0.01 0.38 0.044
Temperature® 98 20 13 16 0.26
Total organic carbon 56 23 1.6 5.1 1.4
Total organic halides 56 0.093 <0.005 <0.005 0.0
Toxaphene 14 <0.005 <0.005 <0.005 0.0

Source: Department of Environmental Management (1986)
95% confidence coefficient about the average.

Units are colonies per 100 mL.

Units are Bq/L. ‘

Value in pH units.

Units are in mmhos/cm.

Units are in °C. '

G Mo QOO
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TABLE 3-19°

CONCENTRATIONS OF PARAMETERS IN WELLS AROUND 35242 .

Concentration (mg/L)

No. of
Parameter Samples Max Min Av 958 ccP
2,4,5-TP Silvex 10 <0.01 <0.01  <0.01 0.0
2,4-D 10 <0.01 <0.01 <0.01 0.0
Ag 10 <0.005 <0.005 <0.005 0.0
As | 10 <0.01 <0.01 <0.01 0.0
Ba 10 <1.0 <1.0 <1.0 0.0
cd 10 <0.002 <0.002 <0.002 0.0
cl 10 11 4.7 7.0 1.3
Cr 10 0.02 <0.02 <0.02 0.0
Endrin 10 <0.0002 <0.0002 <0.0002 0.0
F 10 <1.0 <1.0 <1.0 0.0
Fe 10 1.5 0.08 0.46 0.3
Fecal coliform® 10 14 0.0 1.4 2.8
Gross alpha¢ 10 52, 0.011 7.8 0.29
Gross betad 10 220 0.30 52 1.4
Hg 10 <0.0001 <0.0001 <0.0001 0.0
Lindane 10 <0.002 <0.002 <0.002 0.0
Methoxychlor 10. <0.01 <0.01 <0.01 0.0
Mn ' 10 4.0 0.07 1.3 1.0 ‘j
Na 10 30 14 20 3.0 -
NOj3 10 <5.0 <5.0 <5.0 0.0
Pb 10 0.05 <0.02 <0.02 0.01
pH® 70 8.2 7.2 7.5 0.05
Phenols 10 0.002 <0.001 <0.0013 0.0
Ra (Total)d 10 0.037  <0.011 <0.015 0.0002
Se 10 <0.005 <0.005 <0.005 0.0
SO, 10 : 100 19 52 21
Specific conductancef 70 - 0.49 0.03 0.23 0.02
Temperature8 70 22 8.8 16 0.78
Total organic carbon 40 3.8 1.1 2.4 0.22
Total organic halides 40 0.07 0.01 0.03 0.0
Toxaphene 10 <0.005 <0.005 <0.005 0.0

Source: Department of Environmental Management (1986)
95% confidence coefficient about the average.

Units are colonies per 100 mL.

Units are Bq/L.

Value in pH units.

Units are in mmhos/cm.

Units are in °C.

oMo AN OB
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3.3.1.5 Air. Details of the gaseous and particulate emission
control network at the Main Plant Area in WAG 1 are presented in
various surveillance documents (e.g., Oakes et al., 1987) provided
by Energy Systems. These documents provide detailed information on
the air monitoring activities for the ORR conducted by the
Department of Environmental Management, within the Environmental
Compliance and Health Protection Division at ORNL.

Nearly 2,000 airborne discharge points at ORNL have been
identified. Three major ventilation systems for the ORNL plant are
cell ventilation, off-gas system, and lab hoods and individual
vents. Major radiocactive pollutants are particulates and gaseous
radioisotopes of tritium, noble gases (xenon-132 and krypton-85),
iodine, and radon.

ORNL policy is to decontaminate gaseous effluents insofar as
practical at the source before they enter plant ventilation
systems. Effluents are then filtered through roughing and
high-efficiency particulate air (HEPA) filters to remove
particulateé through charcoal absorbers or chemicgl scrubbers to
remove reactive gases. Prior to discharge, 99.9 percent of the
particulates and 95 percent of the reactive gases are removed.
Currently, there are four stacks in use near the Main Plant Area.
Stack 3018 is no longer in service. Figure 3-20 shows the location
of these stacks and Table 3-20 lists the stacks (Oakes et al.,
1987). Stack 3039 is being upgraded to provide isokinetic sampling
(Oakes et al., 1987). The cell ventilation system recently
underwent a major overhaul to modernize the air'emissions control

network.

External gamma radiation measurements are made routinely to confirm
that radioactive effluents from ORNL are not significantly
increasing the levels above background. Figure 3-21 shows the
locations near the Main Plant Area where external gamma radiation is
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. TABLE 3-20

STACKS NEAR THE MAIN PLANT AREA

ORNL Stack No.

Stack Service

Provides service for most of ORNL activities

Provides cell ventilation for the
radiochemical processing plant, 3019

Handles specific facilities and only very
small quantities of activity

3039
3020
2026, 6010
®
0729m
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monitored. Table 3-21 (Oakes et al., 1987) preéents the quarterly
. summaries of external gamma radiation from ORNL perimeter air
monitoring (PAM) stations.

3.3.2 Corrective Actions
Corrective actions have been performed at many of the WAG 1 SWMUs.
Brief summaries of the corrective actions known to have been

performed are presented in Table 3-22 (ORNL, 1987a).

3.3.3 Remedial Action Technology Demonstrations and Research
Projects

Data useful for risk and remedial alternatives assessments may be
obtained from remedial action technology demonstrations and research
‘projects completed, underway, or planned as part of Energy Systens'
RAP. Demonstration and research projects at other DOE facilities on
the ORR, such as the Y-12 Plant, may also be applicable.

‘ Examples of RAP and other applicable projects include the following:

o In situ vitrification

o Dynamic compaction

o Trench grouting (particulate and polyacrylamide)
0 Multilayer trench capping

o Surface water diversion structures

o Grout curtains -

o French drains

0 Heavy metal waste investigations (Y-12 Plant)

0 Waste minimization strategies employed in previous
characterization or remedial activities

0729m 3-101




TABLE 3-21

EXTERNAL GAMMA RADIATION MEASUREMENTS FROM
TLDs AROUND THE MAIN PLANT SITE

April - June 1986

No. of uR/hb
Location Samplegd Max Min Av 95% CC
3 3 14 11 13 2.2
9 3 - 16 -12 13 2.6

a The number of samples indicates the number of months of data.
Each month, individual dosimeters are averaged for each station.

b The background external gamma radiation, based on ORNL
surroundings, is 10 uR/h (Oakes et al., 1987).
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TABLE 3-22

. | CORRECTIVE ACTIONS AT WAG 1 SWMUs
Cﬁrrective Action Description of
SWMU No. No. ___ Yes Corrective Action(s)
1.1 X
1.2 - X
1.3 X
1.4 X

1.5a X Some LLW lines have been
' replaced or modified.

1.5b _ X Some LLW lines have been
replaced or modified.

1.5¢ : X Some. LLW 1ines have been
replaced or modified.

1.5d X Some LLW lines have been
replaced or modified. Leak
‘ was capped in 1985; soil
: removed only to make
repairs.

1.5e X Some LLW lines have been
: replaced or modified. Leak
was corrected in 1978; soil
removed only to make

repairs.
1.5¢F X
1.5¢g x Some LLW lines have been
replaced or modified.
1.5h X Some LLW lines have been
replaced or modified.
1.5i B X Grass and soil dug up and
' replaced with clean dirt.
1.53 X

1.5k X Some LLW lines have been
: replaced or modified.
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TABLE 3-22 (Continued)

Corrective Action Description of
SWMU No. No Yes Corrective Action(s)
1.51 X Excavation and repair of the leaking

line extended from No. 1 pump cell
to approximately 80 ft north of
Building 3085 to the "Y" pit.
Following repair of the leaks, a
6-in. concrete wall was poured on
each side of the pipe and covered
with 3/8-in. aluminum treadplate.

1.5m X Some LLW Tines have been replaced or
removed. Leaking line was abandoned
and bypassed; contaminated soil was
removed and backfilled with clean
soil. '

1.5n X Some LLW lines have been replaced or
removed. Leaking line was repaired
with an Adams clamp.

1.50 X Contaminated earth around line
removed, concrete gallery floor was
decontaminated by chipping; entire
floor painted. Pipe trench, in SE
corner of tank farm, cleaned up by
removing contaminated soil.

1.5p X Some LLW lines have been replaced or
removed.

1.5¢q X Some LLW lines have been replaced or
removed.

1.5r X Some LLW lines have been replaced or
removed.

1.5s X Some LLW lines have been replaced or
removed.

1.5t X Some LLW 1ines have been replaced or
removed.

1.5u : X "Ground has been paved. Removed 6

yd3 of contaminated dirt.

1.5v X
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TABLE 3-22 (Continued)

Corrective Action Description of
SWMU No. No Yes Corrective Action(s)
1.5w ‘ X Some LLW 1ines have been replaced or
modified.
1.6 X Some areas have been decontaminated;

some soil was removed from
contaminated areas.

1.7 X

1.8 X

1.9 X Cleanup efforts (April 1974)
included removing, cleaning, and
rewelding the tank; documentation of
contaminated soil removal is lacking. .

1.10 X

1.1 X Some contaminated soil removed.

1.12 X

® 1.13 X

1.14 X

1.15 X

1.16 X

1.17 X

1.18 X

1.19 : X Ponds were filled with clay and
earth and covered with grass.

1.20 X facility upgrade in 1986. Removal
of some contaminated soil.

1.21 X

1.22 X
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TABLE 3-22 (Continued).

Corrective Action Description of

SWMU_No. No Yes Corrective Action(s)
1.23a X Tank taken out of service because of
: leaks.
1.23b X Tank taken out of service because of
: leaks.
1.24a X
1.24b X
1.25a X
1.25b X
1.25¢ X
1.26a X
1.26b X
1.26¢ X
1.26d X
1.26e X
1.26f x
1.27 X Tank taken out of service because of
leak.
1.28 X Tank taken out of service because of
- . leak.
1.29 X
1.30a X Tank taken out of service because of
leak.
1.30b X Tank taken out of service because of
leak.
1.31a X
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TABLE 3-22 (Continued)

Corrective Action Description of
SWMU No. No Yes Corrective Action(s)
1.31b _ X
1.3%c . X
1.32 X
1.33 X
1.34 X
1.35 X
1.36 X
"1.37a X
1.37b X '
1.37c X
1.37d X
A‘I. 1.38 X
1.39a X
1.39b X
1.39¢ X
1.39d X
1.39% X
1.40 X
1.41 X
1.42a X
1.42b X
1.42c . X
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TABLE 3-22, Continued

Corrective Action Description of

SWMU No. No Yes Corrective Action(s)

1.43a X

1.43b X

1.44 X

1.45a X

1.45b X

1.46 X Fenced and grassed.

1.47 X

1.48 X

1.49 X

1.50 | X

1.51 X

1.52 X

1.53 X

1.54 X

Source: ORNL (1987a).




Techniques for screening for mercury, PCBs, and volatile
organics in soil (¥-12 Plant), removal of mercury from
water, and pilot survey of mercury levels in Oak Ridge

o Field evaluations of cement-based grouts and fabric liners

o Pilot studies for treatment of liquid containing low-level
radioactivity

3.4 S Y OF NATURE AN XTENT OF ENVIRO CONT. N. ON

All known information concefning the LLW leak and spill sites was
summarized by Grimsby (1986a; 1986b). Not only does the report
provide site specific information, but additional reference is
made to the movement of the radionuclide contaminants into or
along adjacent pipelines or drainage systems. This information
has been plotted in Figure 3-22. Review of this figure
illustrates the spread of radionuclide contaminants from the
source area to other locations throughout the central portion of
WAG 1. The predominant pathways are along the primary LLW
pipelines and adjacent storm and sewer drains with flow in all
directions. Discharge has been noted to occur in all streams
within WAG 1.

While the leaks from both the tanks and transfer lines have been
assumed to be principally composed of radionuclides, it is
evident that the potential for similar widespread metal and
organic contaminants at the leak sites exists. The initial site
characterization scoping efforts outlined for the WAG 1 field
sampling effort (Section 3.5) will utilize the presence of the
radionuclide and organic contaminants to estimate the area of
contamination.

The environmental samples that have been collected within WAG 1
are presented in Table 3-23; Specific sampling locations are
shown in Figures 3-%9a, 3-15a, 3-15b, and 3-15¢c, and in A3-1 in
the Field Sampling Plan. None of these samples have been
analeed for the ;omplete TCL complement; therefore, the full

-’
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extent of the identified source contaminants in the WAG 1
environment has not been identified. This is necessary to

establish the contaminants of concern that will feed into the ‘
baseline health assessment.

3.5 CONCEPTUAL MODEL OF WAG 1

WAG 1 is a large research and development facility comprised of
research laboratories, isotope production facilities, associated
administrative and support facilities, a number of radiological
process impoundments, and chemical waste basins, a coal fired
heating plant, and all associated process, heating and
ventilation, water and electrical, waste lines. At a minimum,
the upper 10 ft of soil underlying the facility has been
thoroughly disrupted by construction activities over the last 45
years. Pipe trenches criss-cross the site from one end to the
other in all directions commonly paralleling streets. The
pipelines themselves are located at various depths, generally
dependent upon function.

The facility is located in Bethel Valley, underlain by rocks,
primarily limestone, of the Chickamauga group, which strike
approximately N55°E with an average dip of 40°SE. Haw Ridge
southeast of WAG 1 is underlain by the Copper Creek thrust fault,
which places the Rome Formation in fault contact with the
Chickamauga. Chestnut Ridge to the northwest is underlain by
rocks of the Knox Group. The surface of WAG 1 is drained by
Wwhite Oak Creek and its tributaries, First and Fifth Creeks.

To the northwest of Central Avenue most buried pipelines and
building basements are above the water table; southeast of
Central Avenue they are below water table.

Waste sources in WAG 1 can be subdivided into primary sources,
which include tanks, process waste lines, impoundments and solid
waste storage areas (burial grounds). Secondary sources include

3-112 (Rev. 1)‘




such things as surface spills and contaminated soils. Waste
categories are considered to be liquid and solid with contaminant
constituents identified as radionuclides, organics, and
inorganics. While heavy metals are considered the primary
inorganic contaminants, other constituents, such as NO3, must be
considered because of their prominence in process wastes.

Transport varies with the waste material of concern and the
physical setting within the WAG. Leaks or spills in areas where
the water table is deeper than pipe trenches or basements are
considered to flow downslope in more permeable backfill around
pipes via the path of least resistance (highest permeability).
Where water table is below the overburden-bedrock interface there
will likely be only limited ‘geoclogic influence on contaminant
migration; most of the controls are anthropogenic. Where pipe
trenches and building basements are below the water table,
contaminant flow will be controlled by the more permeable
material in pipe trenches but dispersion and diffusion will lead
to a broader contaminant distribution. Pipe trenches may cause
contaminant migration in directions other than would be expected
by water table gradients. The bulk of shallow groundwater flow
in WAG 1 is to discharge points in surface water bodies.
Preliminary data suggests limited downward flow of water.
Gradients in deeper wells suggest potential for upward flow in
the bedrock flow system beneath WAG 1.

The influence of the anthropogenic structures within WAG 1 on the
spread of contaminants from the primary sources implies that scme
points of potential exposure may not be well defined at present.
The magnitude of the exposure resulting from these transport
routes will be evaluated as part of the baseline health
assessment. The potential human environmental exposure routes to
the receptor, as described in the baseline health assessment
(Section 4.2), include direct radiation and ingestion and

inhalation of contaminants.
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4.0 INITIAL EVALUATION

In Section 3.0, data pertaining to site physical characteristics .
and site contamination were reviewed. This section identifies the
specific data types necessary to achieve the project objectives.

A re-evaluation of data presented in the original WAG 1 RI of
December 1987 and the new information summarized in Sections 3.2
and 3.3 of this report have led to a reassessment of the field
sampling activities proposed for WAG 1. In addition to the data
re-evaluation, individual SWMUs have been grouped into operable
units (Section 4.1), the exposure scenarios for the baseline
health assessment have been identified (Section 4.2). The use of
operable units will provide a clearer focusing on potential
problems. These two sections better define the conceptual
framework for determining data needs than in the original
December 1987 RI Plan.

4.1 PRELIMINARY IDENTIFICATION OF OPERABLE UNITS

Response actions for hazardous waste sites may be addressed in Q
operable units under the National Contingency Plan (NCP) and the
Superfund Amendments and Reauthorization Act of 1986 (SARA). An
operable unit is defined as "a discrete part of the entire

response action that decreases a release, threat of release, or
pathway of exposure." Operable units may be established either

for removal or for remedial actions and must be consistent with
"achieving a permanent remedy" [40 CFR 300.68(c)].

For large, complex sites, such as WAG 1, analysis and evaluation
of problems may readily be addressed by dividing the site into
smaller more manageable units referred to as operable units. The
identification of operable units will provide a means to focus on
specific potential problems. In WAG 1, operable units will

consist of groupings of contaminant sources and/or SWMUs.
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During the RI/FS process, each operable unit will undergo a
thorough investigation. As the RI/FS progresses, operable units
will be refined. The operable units identified will be used as
the basis for a planning effort in which potential remedial
alternatives and overall site remedies will be identified in
order to:

o Assess additional data needs during the Phase II RI,

o Determine the potential threat to human health in a human
health assessment,

o Identify applicable or relevant and appropriate
requirements,

o Plan for the potential remedial alternatives and overall
site remedies, and

o Set priorities among the potential problems so that the
more urgent ones and those for which data are more readily
available may receive a quicker response than others.

4.1.1 Process for Identifving Operable Units

The initial identification of operable units in WAG 1 was based
on the need for a methodical evaluation of the site problems.
Each of the operable units is discrete and easily identifiable to
the extent possible for such a complex site. Table 4-1
identifies the operable units in WAG 1 along with the individual
SWMUs comprising the unit.

The following criteria were used for identifying the operable
units in WAG 1:

Media

Reasonable size and complexity

Physical or hydrological relationships, and
Immediacy of potential hazard

00O0O

The following section addresses the use of these criteria in

‘selecting operable units for WAG 1.
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TABLE 4-1

WAG 1 OPERABLE UNITS

Operable Unit (0OU) SWMUs Comprising the OU
Groundwater

© Shallow (stormflow)
© Deep (water table)

Sediments

Soils

o 3019 area l1.5a-1.5e, 1.6, 1.7, 1.8

© 3085 area 1.51 and 1.9

o 3000 area © 1.5£-1.51, 1.5m, 1l.22

© 3500 area 1.50-1.5t, 1.5w, 1.20, 1.21, 1.62,
1.63

o Process area 1.5n, 1.5u, 1.5v

© Hg areas 1.1-1.4

Tanks

o Inactive l.23a-b, l.24a-b, l.25a-b, 1l.26a-f,

1.27, 1.28, 1.29, 1.30a-b, 1.31a-c,‘
’ 1.32, 1l.56a-b
o Active 1.33-1.36, 1.37a-d, 1.38, 1l1l.39%a-e,
1.40, 1.41, l.42a-c,

Impoundments

o Radiological Process 1.11, 1.12, 1.13, 1.14, 1.15, 1.19
o Chemical/Sewage Basins 1.16, 1.17

Solid Waste Storage Areas 1.46, 1.47, 1.58

—— v —— — ——— w— — w—t  ou——-
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The first step in the identification of operable units in WAG 1
was to list the "waste media." The "waste media" includes
obvious physical features such as tanks, waste storage and
accumulation areas, and solid waste storage areas as well as the
soils, sediments, and liquid media. The radiological ponds and
impoundments seemed clearly appropriate as an operable unit.
However, groundwater may be hydraulically connected with
impoundment liquids and leachate from the solid waste storage
areas and contaminated soils. Similarly, sediments have been
deposited from runoff over the impoundments, waste storage and
accumulation areas, contaminated spill areas, and solid waste
storage areas. Surface water may become contaminated from
groundwater influx and leaching from sediment from various SWMUs.
Therefore, the three environmental media--sediments, surface
water, and groundwater--are cbnsidered as operable units with no
direct SWMUs associated with them. The contamination from the
various SMWUs has contacted each of the three media and created a
new contaminant source. Because of the complexity of WAG 1, some
overlap of the operable units is inevitable.

The operable units in WAG 1 were also assessed for reasonable
size and complexity. Some of the media is affected by several
operable units and cannot be completely segregated. The
identified operable units are also of an optimal working size to
aid in the RI/FS process. The identification of too many
operable units could lead to fragmenting the investigation
process.

The operable units were also identified for a part or parts of
WAG 1 that are physically or hydrologically related. The SWMUs
were grouped into operable units based on the similarities that
might cause the SMWUs to be treated in a like-manner or combined
with other SWMUs for potential remediation. These similarities
included geographic location, hydrological connections, process
and/or functional equivalencies, and the nature of potential
contamination. Media that have different physical

-

4-4 (Rev. 1)




characteristics but that are presently mixéd or so closely
related that any change in one affects the other are logically
addressed in one operable unit. .

In defining operable units, consideration was given to the
immediacy of potential hazards to public health posed by the
various media. If two similar media present very different
degrees of hazard, they were addressed as separate operable
units. An example of this is the difference between the
potential problems posed by possible contamination in the shallow
groundwater as compared with the possible contamination in deep
groundwater in WAG 1. The contamination in the shallow
groundwater might present a more immediate problem than in deep
groundwater. The confirmation of the contamination in the latter
would require substantial remedial investigation and the levels
of contamination could be expected to be lower than those in the
shallow groundwater. By contrast, contamination in the shallow
groundwater might require a quicker response action.

The designation and/or composition of the operable units may be .
refined as data from the first phase of the WAG 1 RI is

evaluated. Some SWMUs may prove to be hydrologically connected

to units in a manner that is not obvious at present.

4.2 PRELIMINARY BASELINE HEALTH ASSESSMENT PROCESS

One of the primary objectives of the WAG 1 FSP will be to collect
sufficient data to conduct a baseline health assessment. A
baseline assessment is an evaluation of the potential threat to
human health in the absence of any remedial action (no action
alternative). It provides the basis for determining whether or
not corrective measures are necessary and the justification for
performing corrective measures.

WAG 1 is a complex site consisting of various degrees of
contaminant releases. To efficiently characterize WAG 1, the
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investigation will be conducted in phases. Each phase will be
built on the findings and conclusions of the previous phase.
Several sampling phases will be needed to complete the
preliminary baseline health assessment.

The components of the baseline health assessment include: the
identification of exposure scenarios, determination of exposure
point concentrations, identification of applicable or relevant
and appropriate requirements (ARARs), and a risk estimate if
ARARs are not available for all the contaminants of concern. The
guidance that will be followed in developing the baseline health
assessment is the RI/FS Guidance (EPA, 1988b), the Superfund
Public Health Evaluation Manual (EPA, 1986), and the CERCIA
Compliance With Other Laws Manual (EPA, 1988a).

4.2.1 Exposure Scenarios

An exposure scenario is comprised of a source, pathway, and
receptor. The pathway components include a mechanism of
contaminant release, an environmental transport medium, and a
likely route of human intake or exposure. To be considered as a
potential exposure scénario, all components of the source-
pathway-receptor scenario must be present. The potential
exposure scenarios have been identified for WAG 1 and are
presented in Figure 4-1.

Sources

Sources in WAG 1 consist of collection and storage tanks,
leak/spill sites and contaminated soils, ponds and impoundments,
waste treatment facilities, and solid waste storage areas.
Currently, there are 92 SWMUs identified within WAG 1. It is
not the intent of the baseline risk assessment to characterize
the release and assess the risk from every SWMU. Sources may be

‘grouped together into operable units to assess the potential

threat to human health.
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PATHWAY—SEDIMENTS

SOURCE * SWMUs

-

CONTAMINATED SEDIMENTS GENERATED BY:
POTENTIAL RELEA SE « PRECIPITATION - CAUSED EROSION

| MECHANISM -« FLOODING

| « ON-SITE ACTIVITY

-

TRANSPORT MEDIUM « SEDIMENTS
l POTENTIAL EXPOSURE CAUSED BY:
POTENTIAL HUMAN + DIRECT RADIATION
EXPOSURE ROUTE « INGESTION VIA BIOTA
l + RECREATIONAL USER
POTENTIAL RECEPTORS « INTRUDER INTO THE WASTE

- PATHWAY—SURFACE WATER

SOURCE « SWMUs
POTENTIAL RELEASE CONTAMINATED SURFACE WATER GENERATED BY:
MECHANISM -« CONTAMINATED SOIL CONTACT
l - GROUNDWATER DISCHARGE
TRANSPORT MEDIUM * SURFACE WATER
‘ POTENTIAL EXPOSURE CAUSED BY:
POTENTIAL HUMAN « INGESTION
EXPOSURE ROUTE - INGESTION VIA BIOTA
« RECREATIONAL USER
POTENTIAL RECEPTORS « INTRUDER INTO THE WASTE
CONTINUED
FIGURE 4-1

PRELIMINARY WAG 1 HUMAN EXPOSURE PATHWAYS

4.3 0782.1
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PATHWAY—GROUNDWATER

SOURCE
* SWMUs

-

CONTAMINATED GROUNDWATER GENERATED BY:
: PO’%?{;Z%;‘SE . +CONTAMINATED SOIL CONTACT
« SURFACE WATER INFILTRATION

-

TRANSPORT MEDIUM * GROUNDWATER

-

POTENTIAL EXPOSURE CAUSED BY:

POTENTIAL HUMAN + INGESTION
EXPOSURE ROUTE « INGESTION VIA BIOTA

-

RECEPTORS + INTRUDER INTO THE WASTE

- PATHWAY—SOIL

' - SOURCE

l * SWMUs
CONTAMINATED SOIL GENERATED BY:
P orf:gg,‘;,’; ,‘zg’if‘ss « SURFACE SPILLS/OVERFLOWS
« SUSPENDED AIR PARTICLES
l « SURFACE RUNOFF
TRANSPORT MEDIUM « IN-PLACE SOIL
l POTENTIAL EXPOSURE CAUSE BY:
. + INCIDENTAL INGESTION .
POTENTIAL HUMA « INGESTION VIA BIOTA
EXPOSURE ROUTE * DIRECT RADIATION
' « BOUNDARY RECEPTOR
+ ORNL EMPLOYEE
+ RECREATIONAL USER
POTENTIAL RECEPTORS « INTRUDER INTO THE WASTE
CONTINUED
FIGURE 4-1
4307822 : : (Continued)
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PATHWAY—AIR

SOURCE

+ SWMUs

-

AIRBORNE CONTAMINANTS GENERATED BY:

POTENTIAL RELEASE » WIND EROSION
MECHANISM " « ON-SITE ACTIVITY
‘ « VOLATILIZATION
TRANSPORT MEDIUM AR
"' POTENTIAL EXPOSURE CAUSED BY:
POTENTIAL HUMAN
EXPOSURE ROUTE * INHALATION
‘ « BOUNDARY RECEPTOR
« ORNL EMPLOYEE
POTENTIAL RECEPTORS « RECREATIONAL USER

« INTRUDER INTO THE WASTE

4.3 07823

FIGURE 4-1
(Continued)
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Pathways

The identified environmental media pathways in WAG 1 consist of
soil, air, sediments, groundwater, and surface water. Dependent
upon the source, there are several potential release mechanisms
for each media. The potential release mechanisms for each
pathway are identified in Figure 4-1. All the release mechanisms
may not be present for every SWMU; however, all the potentially
prominent mechanisms have been presented.

Similarly, the potential human environmental exposure routes vary
according to the transport medium and receptor. The potential
human environmental exposure routes for WAG 1 receptors and media
are presented in Table 4-2. These exposure routes will be
gquantitatively assessed in the baseline public health evaluation.
Other exposure routes, which have not been identified, may be
insignificant when compared to the effect from these identified
exposure routes. If the field characterization identifies other
potentially significant exposure routes, they will be addressed
in the baseline public health evaluation.

Receptors

Potential receptors have been identified for WAG 1. The
receptors and the exposure pathways are identified for time
periods based upon the following assumptions concerning WAG 1
operations:

o Institutional controls are as follows:

- ORNL remains operational for the next 30 years

- Post-operational controls are in place for 100 years

- After 130 years, the site is uncontrolled (i.e., released
for unrestricted use)

o All facilities are decommissioned prior to 130 years, all
above ground facilities are removed and all below ground
facilities remain.
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The use of a 130~-year control period allows for radicactive decay
of some of the isotopes prior to release of the site for
unrestricted use. The potential receptors identified for the
periods of institutional control are boundary receptors, ORNL
employees, recreational users, and intruders into the waste.
Table 4-3 identifies the periods of institutional control and the
potential receptors for each period. For the purposes of
exposure scenario identification, the following definitions apply
to receptors:

o Boundary receptors are defined as human receptors during
the controlled operational and post-operational periods who
engages in an activity outside the WAG 1 boundary. The
potential human exposure routes that have been identified
for the boundary receptor include direct exposure to
contaminated soil and inhalation of contaminated air.

o During the controlled operational periocd, ORNL employees
are human receptors who are non-radiation protection
workers; these include maintenance workers and office
personnel who may occasionally be exposed to contaminants
from maintenance activities and daily routes to and from
work places on WAG 1. During the controlled post-
operational period, ORNL employees are human receptors who
are radiation protection workers; these include
decontamination workers who may be exposed from
contaminants during decontamination/decommissioning
activities. The potential human exposure routes that
have been identified for the ORNL employee include direct
exposure to contaminated soil and inhalation of
contaminated air.

o Recreational users are human receptors during the
uncontrolled period; these include picnickers and hunters
who may be exposed from contaminants on WAG 1. The
potential human exposure routes that have been identified
for the recreational user include incidental ingestion of
contaminated soil, inhalation of contaminated air, direct
exposure to contaminated soil and sediments, and
consumption of contaminated flora and/or fauna.

o Intruders into the waste are human receptors during the
uncontrolled period; these include residents, well drillers
and construction workers who reside, drill or excavate
anywhere in the WAG 1 contaminated zone. The potential
human exposure routes that have been identified for the
resident include direct exposure and incidental ingestion
of contaminated soil, inhalation of contaminated air,
direct exposure to contaminated sediments, and ingestion of
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TABLE 4-3

POTENTIAL WAG 1 RECEPTOR SCENARIOS ‘

PERIOD OF INSTITUTIONAL CONTROL

‘ .| CONTROLLED CONTROLLED UNCONTROLLED(I)
POTENTIAL (Operational) | (Post-Operational) | (Non-Operational)
RECEPTORS 0 - 30 YRS 30 - 130 YEARS > 130 YEARS

ON-WAG|OFF-WAG| ON-WAG OFF-WAG

Boundary X X

Receptor :

ORNL x(2) x(3)

Employee ’

Recreational X

User

Intruder into X

the Waste .
Key: X = Potential WAG 1 Receptor Identified for Institutional B

Control Period

1l = WAG 1 Area in uncontrolled period, no WAG boundaries
exist
2 Non-Radiation Protection Worker

3 Radiation Protection Worker
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contaminated groundwater and surface water. The intruder

: into the waste may also consume flora which have been grown
‘ in contaminated soil and irrigated with contaminated water,
and fauna which have consumed contaminated biota and
contaminated water.

Data Needs

Data are needed to define source areas of contamination, the
potential pathways of migration, and the associated exposure
point concentrations to the extent necessary to determine
whether, or to what extent, a threat to human health exists. The
data needs identified in this FSP will be sufficient to perform
an initial baseline public health evaluaticn.

Achieving the broad risk assessment objective associated with
WAG 1 requires that several complicated and interrelated
activities be performed, each having identified objectives.
These objectives include characterizing the site with respect to
the environmental setting and the nature and extent of the
problem. The expression of these objectives is the first step
toward the development of a cost-effective and efficient data
collection program. The field sampling plan is established from
the identification of the data needs for the baseline health
assessment. Table 4-4 identifies the data needs for the
performance of baseline health assessments and the corresponding
sections within the Field Sampling Plan to meet these objectives.
The analytical levels (Table 4-5) needed to achieve the stated
objectives is also shown. '

— e mmmm e o —— — t——— i oot oovs wann bt e i ot st v tvemmm e —— s

4.2.2 Environmental Analysis

Bicta, which were identified as environmental transport media for
the human expésure assessment, may also be considered receptors.
Exposure pathways for WAG 1 that might impact the biota are
identified as follows:

‘ ) 4-14 (Rev. 1)
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TABLE 4-5
ANALYTICAL LEVELS

DESCRIPTION

II

L IIX

Iv

Field screening using portable instruments. Results are often
not compound specific and not quantitative, but they are
available in real time. This is the least costly of the
analytical options. Instruments may not respond to all
compounds and may not be able to identify compounds. If the
instruments are calibrated properly and data are interpreted
correctly, Level I techniques can provide an indication of
contamination.

Field analyses using more sophisticated portable analytical
procedures, such as gas chromography for organics and atomic
absorption or X-ray fluorescence for metals. The instruments
may be set up in a mobile on-site laboratory. Results are
available in real time or within several hours, and may provide
tentative identification of compounds or be analyte specific.
Data are typically reported in concentration ranges, and
detection limits may vary from low parts per million to low
parts per billion. Data quality depends on the use of suitable
calibration standards, reference materials, sample-handling
procedures, and training of the operator. 1In general, Level II
techniques and instruments are mostly limited to organics,
metals, and radionuclide screening methods.

All analyses performed at an off-site analytical laboratory.
Level III analyses may or may not use contract laboratory
program procedures, but do not usually use the validation or
documentation procedures required of contract laboratory
program Level IV analysis. Detection limits and data quality
are similar to Level IV, but results will generally be
available in a shorter time.

The contract laboratory program routine analytical services.
All analyses are performed in an off-site contract laboratory
program analytical laboratory following contract laboratory
program protocols. Generally, low part-per-billion detection
limit for substances on the Target Compound List, but may also
provide identification of non-Target Compound List compounds.
Samples results may take several days to several weeks, and
additional time may be required for data validation. Level IV
results have known data quality supported by rigorous quality
assurance and gquality control protocols and documentation.

Analysis by nonstandard methods. All analyses are performed in
an off-site analytical laboratory that may or may not be a
contract laboratory program laboratory. Method development or
method modification may be required for specific constituents
or detection limits, and additional lead time may be required.
Detection limits and data quality are method specific. The
contract laboratcry _program special analytical services are
Level V.

R o
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O Terrestrial wildlife or domestic livestock coming near or
on WAG 1 and coming into direct contact with or inhaling
contaminants from the site in the soil, ingesting
contaminated plant food, ingesting contaminated water and
sediments, or being exposed to direct radiation

o Surface runoff of contamination from WAG 1 to Raccoon Creek
and the Northwest Tributary with resulting exposure of
aquatic organisms through ingestion or direct radiation

© Migration of contaminants from the site through groundwater
discharging into Raccoon Creek, the Northwest Tributary,
and other potential off-WAG 1 discharge points, resulting
in exposure of aquatic organisms by direct radiation or
ingestion

The baseline environmental assessment will be performed ORNL-wide
(i.e., including all WAGs) and will not be performed individually
as part of the WAG 1 RI. Existing ORNL studies and programs will
be used as input to the ORNL-wide study.

4-16c (Rev. 1f6




4.3 PRELIMINARY IDENTIFICATION OF GENERAL RESPONSE ACTIONS AND
REMEDIAL TECHNOLOGIES .

A primary objective of the RI is to collect sufficient data so that,
during the AA, a range of technically feasible remedial alternatives
can be developed and evaluated for those areas within WAG 1 that may
require remediation. The AA process for developing remedial
alternatives generally involves the following three steps:

o 1Identifying applicable general remedial response actions
(e.g., containment) for areas requiring remediation, as
determined by the public health and environmental analysis

0 Identifying and screening remedial technologies (.e.gq,
vertical barriers) and associated process options (e.q.,
slurry wall, sheet piling) for each general response action

0 Combining technologies into a range of site remedial
alternatives for subsequent screening and detailed evaluation

*During the RI only the first two steps will be performed. 1In the
following paragraphs, general response action and associated
remedial technologies are identified for all the human exposure
pathways shown in Table 4-5. Data needs for all the remedial
technologies expected to be evaluated during the AA are listed in
Table 4-6.

4.3.1 Identification of General Response Actions and Remedial
Technologies

For the purposes of identifying a scope of work for the RI, it is
assumed that all the human exposure pathways identified in Table 4-2
actually exist. 1In Table 4-5 a preliminary list of general response
actions and associated iemedial technologies is identified for each
component of each pathway.

Few of the technologies identified would be sufficient to completely
remediate a SWMU. It is generally expected that a combination of
remedial technologies would provide the most effective solution.
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4.3.2 Identification of Data Needs

. The data needs identified for the first phase of the RI to support
the AA development of alternatives are summarized in Table 4-6.

Additional data needs may be identified as a result of the first
iteration of the RI.
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5.0 TECHNICAL APPROACH TO THE REMEDIAL INVESTIGATION,
ANALYSES, AND REPORTING

The objectives of the WAG RI are to gather and analyze the data ' .
necessary to perform a baseline assessment of risk to human health
and environment, and to develop and assess remedial alternatives.
Section 3.0 described the status of the existing knowledge
relating to the nature and extent of WAG 1 contamination, based on
the data collected by ORNL and other agencies. Section 4.0
identified data needs necessary to perform a baseline risk
assessment and to assess remedial technologies applicable to

WAG 1.

Existing data are not sufficient to fulfill the objectives of the
WAG 1 RI. This section describes the technical approach used for
collecting and analyzing the data necessary to fulfill these
objectives. It also describes the format in which the results of
this RI will be reported.

5.1 DATA ACQUISITION )

5.1.1 Sampling Plan

All SWMUs were identified in the ORNL RFA on the basis of
existing data indicating radiological and/or heavy metal
contamination. The sequencing of sample collection considered
here is designed to: 1) utilize effective field screening
techniques for these contaminants, as well as for volatile
organic compounds for site characterization, and 2) specify
locations in need of more extensive sampling and analysis to
support the baseline assessment. The field sampling to support
the baseline assessment is contingent upon results from the

‘initial field screening for site characterization. This effort

should reduce cost and focus on establishing a system that
prioritizes sites for eventual remediation. 1In cases where past
data indicate significant contamination but field screening fails

5-1 (Rev. 1)
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to substantiate the presence of materials, some samples will be
collected to verify the screening results. 1In all instances,
approx1mately 1/20 of the samples having negative screenlng
result samples will be submitted for full laboratory analysis.

The intent of this plan is to sample the environmental media
(surface water, sediment, soil and groundwater) and establish how
the various media interact in a setting substantially modified by
human influences. Existing wells, piezometers, sumps, and dry
wells will be investigated in an attempt to determine how pipeline
trenches influence movement of contaminants from the source to
discharge to the surface and eventually to a receptor.

The proposed sequence of events will permit initial utilization
of existing facilities and relatively simple, non-invasive
technologies to focus the subsequent activities (Figure 5-1). A
radiation walkover survey will be conducted using the USRADS
system to identify areas of surface radioactivity. This survey
will be accompanied by vertical gamma logging of selected areas,
particularly in SWSAs 1 and 2. Concurrent with the walkover
survey, locations of sumps in building basements and dry wells
adjacent to tanks will be determined to assess induced flow
through water pumping (sump pumps) and presence of contamination
from leaking tanks. It may become necessary to utilize some
tracer tests to determine the integrity of both tanks and lines.
If this is the case, then objectives and methods will be
developed as separate tasks and amended to the RI Plan. As
discussed in Section 3.3.1.4, pipeline trenches may have a
considerable influence on groundwater flow in WAG 1. Therefore,
the location of the pipeline trenches in conjunction with their
proximity to creeks will be reviewed to assess these as
preferential pathways for contaminant discharge from groundwater
to surface water.

The second set of activities will focus on the acquisition of

‘data to help determine the need for a more complete sampling
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effort, such as the installation of additional water quality
wells. Headspace gas samples will be collected from the RCRA
water quality wells and from existing piezometers to help
identify the presence of volatile organic contaminants in the
water table aquifer. Headspace gas analyses and evaluation of
existing water chemistry data collected from WAG 1 RCRA wells
will be used in conjunction with well evaluation data and water
level data to determine which piezometers should be developed for
subsequent sampling.

During this second set of activities, soil samples will be
collected from areas 6f known spills, leaks, or presence of
contamination to assess the nature and extent of contamination.
Sediments will be collected from accumulation areas in creeks to
assess the presence of non-point source discharges (i.e., seeps
or groundwater discharge directly to the creeks). Areas adjacent
to known contaminated sites will be sampled as appropriate. It
is assumed that soil samples will be collected around the waste
storage tanks. However, this cannot be stated definitively until
the results of the first set of field activities are evaluated in
combination with the results of the tank sampling recently
completed by ORNL. Opportunistic sampling will be conducted as
appropriate to look for‘event-specific discharge from potentially
contaminated areas (i.e., SWSA 2 drainage).

The third set of activities will include the sampling of RCRA
groundwater quality monitoring wells for TCL and radiological
constituents and selected piezometers for gross rad, ICP metals,
and organics if indicated by screening (headspace gas analysis).
If initial well evaluation and screening indicates the need for
additional sampling sites, added wells may be installed and
sampled.

Additional soil sampling will be undertaken following sediment/
surface water and groundwater sampling to: 1) assess the
potential for tracking of the contaminant migration pathway
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through pipe trenches from discharge to source, and 2) aid in the
evaluation of operable units or specific SWMUs. ‘

Additional groundwater activities will be undertaken to provide a
third dimension to the distribution of agquifer properties and to
assess the potential for contaminant migration to depth beneath
the overburden-bedrock interface. This will be attempted using
existing coreholes. 1If data prove beneficial, confirmational
transects will be installed and instrumented across other
portions of WAG 1.

Background Sampling Rationale

Various documents, including the RCRA Groundwater Monitoring
Technical Enforcement guidance document (EPA, 1986d) and the RCRA
Facility Investigation Guidance (EPA, 1987a), and U.S. Department
of Energy (DOE) Order 5400.xy recognize and address the necessity
of establishing natural levels (background values) and/or ranges
for specific chemical and radiological constituents to assess the

presence and distribution of contamination associated with a .
particular site. There is no complete background data base for
the ORNL environment for chemical or radionuclides.

To establish the presence and distribution of chemical and
radiological contaminants in the environment attributable to an
individual site, establishment of the presence and distribution
of those constituents in the natural environment (baseline
conditions or background) is necessary (Section A7.0, FSP).
Because various rock types and their weathering products
naturally contain certain levels of these constituents,
determination of the natural presence and variability of specific
constituents is essential. ~Of particular interest in natural
systems are heavy metals, naturally occurring radionuclides, and
possibly scme organics. Because groundwater, surface
water/sediments, soil, and rock all interact, determination of
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the variation in background concentrations for each environmental
medium and how the various media interact is alsoc necessary.

Surface water and sediment samples will be collected upstream
from WAG 1 to determine the chemistry of the media entering the
WAG via creeks. Groundwater will be collected from a well
(wells) upgrédient of WAG 1 to determine the chemistry of
groundwaters associated with the water-bearing units of the
Chickamauga. Soils developed on the individual units of the
Chickamauga will be sampled to provide chemical and radioclogical
constituent composition. Sample locations will be selected to
minimize the effect of ORNL released contaminants transported via
air or other pathways.

Background groundwater samples will be collected over time to
show seasonal variations. Samples representative of overburden
and bedrock waters or various hydrostratigraphic units will be
sampled to assess natural variations.

5.1.2 Bench and Pilot Studies

To evaluate remedial action alternatives, bench and pilot studies
may be necessary. The exact studies that may be conducted have
not been determined. An assessment of data collected during the
RI will lead to the identification of specific studies during
preparation of the RI Report. Potential studies include
treatability tests such as groundwater treatment, solidification
studies for impoundment and tank sludges and sediments, and
studies on in-tank solidification of sludges.

5.1.3 Related Activities

5.1.3.1 ES&H Monitoring. ES&H personnel will routinely monitor
air quality around drilling and other excavation sites. These
monitoring data will provide information that could be used for
air pathway analyses and for soil characterization. These data
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will include total suspended particulate concentrations, scome
contaminant concentrations, and volatile organics concentrations .
during drilling or other excavation activities.

5.1.3.2 Source Testing by Energy Systems. The data concerning
the nature and volume of contaminants contained within inactive

tanks are needed to perform a risk assessment and to evaluate
remedial alternatives for each inactive tank. The sampling
necessary to characterize the nature, concentration, and volume of
contaminants in each inactive tank will be performed by Energy
Systems in accordance with protocols established by ORNL and
reviewed by BNI.

5.1.4 Definition of ARARS

Existing ARARs will be used to the maximum extent possible to

define the allowable levels of contaminants of concern that are
present in each media (e.g., air, surface water, soils,

groundwater) at the site. Where ARARs for contaminants of concern
have not been established, allowable concentrations will be .
developed. For radioactive parameters, a model developed by

Gilbert et al. (1985) will be used. For chemical parameters,
research of published literature on toxicology, carcinogenicity,

and physical properties will be conducted to establish acceptable
concentrations.

5.2 DATA ANALYSIS

During and near the conclusion of the Phase 1 RI work, the data
collected from the RI activities and from other monitoring
networks will be reduced, verified, and validated. The data will
then be analyzed to characterize the site. The data will be
reviewed to see if chemical and radiological contamination occur
concurrently. Statistical, graphic, or cartographic methods will
be used for inference purposes. -Data will be evaluated for
surface runoff and groundwater modeling.
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If found adequate, input matrices for the respective models will
‘ be prepared, and the models will be simulated. Modeling will help
| characterize the site further and will help in identifying the
worst-case contributors to risk.

Following site characterization, the adequacy of data for risk
assessment will be evaluated. If found to be inadequate, new data
needs will be identified in an interim report. A new sampling
plan will be identified, and another RI iteration will be
recommended.

If the data are found to be adequate, a risk assessment will be
performed. Following the risk assessment, the potential SWMUs and
sources within the WAG will be selected for remedial alternative
evaluations. Data adequacy for the remedial alternatives
assessment will also be evaluated. Again, if found inadequate, a
new sampling plan will be identified and prepared. At the
conclusion, a final RI Report will be presented.

.\\
. 5.2.1 Modeling

It is anticipated that detailed mathematical models may be useful
in describing contaminant transport and performing risk analyses.
After an initial assessment of the RI data, specific analytical
models will be reviewed to determine their applicability and value
to the project. Suitable models will be used to perform analysis.
A comprehensive list of models is presented in the RI/FS project
Data Base Management Plan (BNI, 1987d).

For flow, contaminant transport, and risk analyses, the following
models have been identified for possible use on WAG 1:

© Groundwater flow and transport -- SWIFT

© Overland flow and transport -- CREAMS

- : o Geochemist;y -= PHREEQE
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© Risk analysis -- Model prepared by Gilbert et al., (1985)
== AIRDOS, RADRISK .

5.2.2 Statistical Analysis

Raw data will be analyzed with available statistical techniques to
derive useful correlations, trends, averages, etc. These methods
will also be used to prioritize selected sampling sites, to revise
analytical procedures, and to identify archived samples for
analyses relative to vertical distribution of contaminants.

5.3 GENERIC STUDIES

Generic studies may be performed as a cost-effective approach for
addressing techniques or issues that apply to more than one WAG or
that are needed to complete the Feasibility Study. Such studies
may include an ecological investigation, a sediment transport
study for WOC basin, waste and water treatment studies,
containment design studies, migration analysis studies, off-site
disposal studies, and regulatory strategy studies. r'

5.4 RI_REPORTS

During and at the end of each phase of the RI work, the data
collected will be analyzed and presented. Raw data will be
analyzed using techniques presented in Section 5.2. Data
summaries will be prepared in tabular, graphic, or cartographic
form. The final RI Report format is presented in Table 5-1.

The RI report will consolidate all available, appropriate, and
applicable data on WAG 1. The report will contain or reference
all data that will impact the evaluation and selection of remedies
for SWMUs within WAG 1. The report will have the following
objectives:

5-~9 (Rev. 1‘
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© To summarize the analysis conducted by the project team,
and to the extent possible, define the areal and vertical
extent of contamination

o To present the team's assessment of surface and subsurface
conditions impacting contaminant migration

© To provide a risk assessment for each SWMU or collection of
‘ SWMUs

© To present a summary of potentially feasible remedial
actions

The RI Report will also include a preliminary identification of
ARARs from federal and state statutes. Early identification of
ARARs (and signoff by review agencies) will clarify issues to be
addressed in the AA phase of the RI/FS project.

The body of the report will present a concise summary of the
technical work completed on the project. The report will be
written in language easily understood by the public. To reduce
the complexity of the report, materials will be presented, to the
extent possible, with a high reliance on figures and tables, with
text minimized:. Complex computations and analyses will be placed
in appendices. '
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PRELIMINARY REMEDIAL INVESTIGATION REPORT FORMAT .

TABLE 5-1

Executive Summary

1. Introduction

1.1 Purpose of Report
1.2 Site Background
1.2.1 Site Description
1.2.2 Site History
1.2.3 Previous Investigations
1.3 Report Organization
2. Study Area Investigation
2.1 Includes field activities associated with site
characterization. These may include physical and
chemical monitoring of some, but not necessarily all, of
the following:
2.1.1 Surface Features (topographic mapping, etc.)
(natural and manmade features)
2.1.2 Contaminant Source Investigations
2.1.3 Meteorological Investigations
2.1.4 Surface Water and Sediment Investigations
2.1.5 Geologic Investigations
2.1.6 Soil and Vadose Zone Investigations )
2.1.7 Groundwater Investigations '
2.2 If technical memoranda documentlng field activities were
prepared, they may be included in an appendix and
summarized in this report chapter.
3. Physical Characteristics of the Study Area
3.1 Includes results of field activities to determine
physical characteristics. These may include some, but
not necessarily all, of the following:
3.1.1 Surface Features/Includes topography, SWSA
locations, wells, benchmarks, etc.
3.1.2 Geophysical Features/Includes locations of buried
trenches, SWSA locations and buried objectives in
SWSAs, etc.
3.1.3 Surface Water Hydrology
3.1.4 Geology
3.1.5 Soils
| 3.1.6 Hydrogeology
| 3.1.7 Demography and Land Use
| 3.1.8 Groundwater
4. Nature and Extent of Contamination
4.1 Presents the results of site, both natural chemical and

. radiological components and chemical and radiological

contaminants in some, but not necessarily all, of the

following media:
5-11 (Rev. 1).




TABLE 5-1 (Continued)

4.1.1 Sources (lagoons, sludges, tanks, leak and spill
sites, etc.)

4.1.2 Rock Formations (including faults, fractures, and

wells)

Groundwater

Surface Water and Sediments

Air

L

01.
010
Qlo

(S0 W

Contaminant Fate and Transport

5.1

5.2

Potential Routes of Migration (i.e., air, groundwater,

etc.)

Contaminant Persistence

5.2.1 If they are applicable (for organic and
radiological contaminants), describe estimated
persistence in the study area environment and
physical, chemical, and/or biological factors of
importance for the media of interest.

Contaminant Migration

5.3.1 Discuss factors affecting contaminant migration
for the media of importance (e.g., sorption into
soils, solubility in water, movement of
groundwater, etc.)

5.3.2 Discuss modeling methods and results, if
applicable.

Identification of Bench and/or Pilot Scale Testing
Requirements

Baseline Risk Assessment

7.1
7.2

7.3

Identification of Potential ARARs
Public Health Evaluation

7.2.1 Exposure Assessment

7.2.2 Toxicity Assessment

7.2.3 Risk Characterization
Environmental Assessment

Summary and Conclusions

8.1

Summary

8.1.1 Nature and Extent of Contamination

8.1.2 Fate and Transport

8.1.3 Risk Assessment

Conclusions

8.2.1 Identification of Potentially Feasible
Alternatives for Individual SWMUs or Collection
of SWMUs

8.2.2 Data Limitations and Recommendations for Future
Work .

8.2.3 Scope and Schedule for Alternatives Assessment
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TABLE 5-1 (Continued)

Appendices

A. Technical Memoranda on Field Activities (if available)
B. Analytical Data and QA/AC Evaluation Results

C. Risk Assessment Methods

D. Detailed Discussion of Modeling Efforts

E. Calculations

F. Boring Logs
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Al.0 INTRODUCTION

Al.1l PURPOSE

This FSP describes sample locations and the sampling procedures
to be followed by the BNI RI Team during the RI of WAG 1 of the
ORNL. The BNI RI Team includes all subcontractor personnel
performing work on the RI for ORNL WAG 1.

The results of previous investigations, observations made during
site visits, and information obtained in discussions with those
familiar with the site were used in preparing this sampling plan.
Data collected since the time of the initial issuance of the
WAG 1 FSP (December 1987) have been discussed in the previous
sections and have been incorporated into the sampling philosophy
and design of this revision. Certain aspects of this plan may be
modified as the field work progresses and more data become
available; for example, identification of a new source of
contamination may result in additional sampling in that area. ‘l'

Al.2 SITE BACKGROUND

WAG 1 comprises most of the Main Plant Area of ORNL, which lies
within Bethel Valley at the southwestern end of the DOE ORR. A
site map is shown in Figure Al-l1, and a corresponding list of
SWMUs is provided in Table Al-1. '

The original facilities at ORNL were constructed during the early
1940s for demonstrating production and separation of plutonium.
Upon completion of the original mission, ORNL was charged with
chemical engineering research responsibilities and also with
research programs in the basic sciences and in nuclear reactor
and isotope development. During operation of the facility,
research and demonstration reactors were constructed and
operated, and large quantities of isotopes were produced. Also,
broad prograns in metallurgical and solid state and high energy

Al-1 (Rev. 1)
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‘ TABLE Al-1l

LISTING OF WAG 1 SWMUs

Solid Waste Management Units Number of SWMUs
Collection and Storage Tanks (LLW)

Inactive N 25

Active ' 20
Leak/Spill Sites and Contaminated Soils

Radioactive 30

Chemical 4

Ponds and Impoundments
Radiocactive Waste 6
Chemical Waste 2

Waste Treatment Facilities
Radiocactive Waste 2

Solid Waste Storage Areas

Radioactive Waste 2
Chemical Waste _ 1
. Total Number of WAG 1 SWMUs 92

Source: Boegly et al. (1987); Rohwer (1989).
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physics research were conducted. ORNL management has performed a
preliminary assessment of contamination at the ORNL facility. A
list has been compiled of all known active and inactive waste
management units, contaminated facilities, and other potential
sources of past and continuing releases of contaminants to the
environment. For remedial planning purposes, these sites have
been grouped into 20 geographically contiguous and hydrologically
defined WAGs. WAG 1 comprises most of the Main Plant Area at
ORNL and includes 92 known SWMUs. These SWMUs have been
classified into the five types listed in Table Al-1.

During preparation of the WAG 1 RI Plan, existing information
pertaining to all SWMUs and to general environmental
contamination within WAG 1 was evaluated. Additional data needs
to perform a baseline health assessment and to develop and
evaluate a range of remedial alternatives were identified. This
FSP addresses the collection of additional field data to satisfy
those needs.

Al.3 FSP ACTIVITIES

Based on an assessment of the operational history of the WAG 1
SWMUs and a review of pertinent site characterization studies,
completion of the baseline health assessments requires:
1) source characterization including establishing the presence,
absence, and concentration gradients of contaminants, 2) pathway
characterization including the mechanics of source/pathway/
receptor interfaces, and 3) receptor locations. Data also will
be obtained to support the development of remedial alternatives.

The following activities will be performed during the first
phase of field sampling:

© Civil surveys will be conducted to designate the location of
specific sampling sites.

o Surface radiclogical surveys will be used to assist in
determining soil sampling locations.
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’ © EM=-31 will be employed in SWSAs 1 and 2 and in the Waste Pile
area to aid in determining the location of trenches and waste.
forms. It also will be used to aid in pipeline locations in
areas where sampling will be undertaken.

o X-ray fluorescence will be used to determine the presence of
heavy metal constituents in soils and sediment. This effort
will be used to screen for suspected contamination in areas
possibly requiring more extensive sampling.

0 Headspace gas analysis will be used in water quality and
piezometer wells to determine the presence of volatile
organic chemicals and to focus subsequent groundwater and
subsurface soil sampling.

o Surface and subsurface soils sampling will be conducted in
areas to provide radionuclide and chemical contaminants data.
These areas initially will be identified during the
nondestructive survey phase.

o Building sumps and tank drywells will be inventoried and
sampled as required to provide information on possible
groundwater contaminants.

o Personnel exposure information will be obtained from existing
ORNL records or from monitoring conducted during the RI

‘ effort..

© The existing groundwater well network will be used, where
possible, to define the nature, distribution, and movement of
contaminants in groundwater. Additional groundwater
monitoring wells will be installed, if needed, to more
completely evaluate the groundwater flow systems and
contaminant transport therein.

o Surface water and sediments in the three major streams within
WAG 1 will be sampled. Opportunistic samples will be
collected in areas appropriate to refining information on
contaminant distribution and migration.

An iterative approach will be used to collect samples needed to
satisfy the RI requirements. As data on the nature and extent of
contamination become available from the first phase of sampling
identified in this FSP, sampling efforts should narrow to a few
significént areas where more intense sampling may occur during

. subsequent phases.
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The BNI RI Team will be responsible for collecting all samples
and data specified in this FSP. A separate sampling effort has
been conducted by ORNL to characterize the contents of the
inactive waste storage tanks. Data from this tank sampling
activity is being used for source identification and to help
define contaminant migration routes. Collection of groundwater
and surface water samples will coincide, as appropriate, in an
effort to obtain a coherént, comparative view of site conditions.

The proposed locations for sample collection, the procedures for
sample collection, and the analyses to be performed on each
sample are described in the following sections. Table Al-2 is a
summary of the Sampling and analysis activities for the first
phase of the WAG 1 RI. It is assumed that QC samples (field
blanks, trip blanks, and equipment blanks) will represent
approximately 10 percent of the total sample collection effort as
shown in Table Al-2.

Wastes generated as a part of the RI will be disposed according
to the procedures outlined in the ORNL RI/FS Waste Management

Plan (BNI, 1988a). These wastes include solids (i.e., soil
borings) and liquids (i.e., drilling fluids) contaminated with
both radiological and chemical constituents. An estimate of

these wastes is presented in Section Al1l.0.
Al.4 ANALYTICAL SUPPORT

Laboratory analytical support will be provided by IT Corporation
through three laboratories located in the Oak Ridge/Knoxville
area. The three laboratories are: 1) the Radiological Sciences
Laboratory for analyzing high-level radiocactive wastes, 2) the
Mixed Waste Laboratory for analyzing mixed wastes, and 3) the
Full Service Environmental Laboratory for analyzing chemical
constituents. '
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TABLE A1-2

SUMMARY OF ENVIRONMENTAL SAMPLES AND ANALYSES FOR PHASE | OF THE WAG 1 Rl

(a)

No. of Radioclogical Analyses Chemical
Environmentai Sample Field Gross Gamma Alpha/Beta Anaiyses Engineering
Media Locations Analysis Alpha/Beta Spect 1sotopic ICL Other(b) Properties
Sediments/Streams 15 15 50 50 28 17 50 0
Impoundments 3 6 7 7 4 7 7 o
Surface Water 8 32 39 39 19 39 39 0
Groundwater 89 395 395 395 395 86 747 0
Soils 375 413 413 413 209 192 209 100

8,y analyticat numbers include 10 percent GC samples.

(b’lncludes Miscellaneous Parameter (Attachment A-2) for surface water/seeps and groundwater;
also for groundwater ICP metals, for soils and sediments the number is for ICP metals snalysis
only.
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In addition, a close-support (field) laboratory (CSL) will be
established by IT during the RI field work. The CSL will allo
for rapid screening of samples to: 1) identify indicator
parameters which will determine if additional analyses should be
performed, 2) determine how samples should be processed and
packaged for shipment, and 3) to determine the laboratory to
which the samples should be sent. Field testing of soils will be
undertaken on-site at the BNI field support laboratory.
Analytical support will include providing all sample containers,
preservatives, QC blanks, container 1labels, and forms used in
chain of custody.
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A2.0 NONDESTRUCTIVE SURVEYS .

The initial WAG 1 RI field activities involve a series of
nondestructive surveys. These include: 1) a radiation walkover
survey, 2) a series of efforts involving data for establishing
personnel exposures, 3) an EM=-31 survey of SWSAs 1 and 2 and the
waste pile area, 4) a survey for heavy metal contaminants
utilizing field portable x-ray fluorescence, and 5) an inventory
of building sumps and tank drywells. Civil layout surveys will
be performed as necessary to support these surveys and subsequent
field activities. The general objective of these surveys is. to
provide preliminary characterization data to guide subsegquent RI
sampling and to support the baseline health assessment
computations and ES&H activities. The following paragraphs
describe the nature of these surveys and their functions.

A2.1 CIVIIL SURVEY

Civil surveys will be conducted in conjunction with the RI to
provide sufficient three dimensional control for the sediment,
soil, surface water, and groundwater sampling and measurement
activities.

A2.1.1 Locations and Frequency

A civil survey crew will perform the following tasks to
accomplish the objectives of the RI:

o0 Survey and field stake locations for nondestructive surveys;

0 Survey proposed sediment, soil, surface water (including
seeps), and groundwater sampling/measurement stations as
required for permitting and developing as-built drawings, if
appropriate, and

o Final (post-installation) survey location, ground surface
elevation, and reference point~elevation for new wells.
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As these surveys are performed, the blocations and elevations of‘
selected adjacent facilities will also be surveyed as part of the
gquality assurance check on existing data.

A2.1.2 Equipment and Procedures

Plane and vertical surveys will be of third-order accuracy and
will be conducted under the supervision of a Tennessee Registered
Land Surveyor. Surveying will be performed in accordance with
the applicable subsections of the EPA A_Compendium of Superfund
Field Operations Methods, Section 14, "lLand Surveying, Aerial
Photography, and Mapping," (EPA, 1987e). These procedures
conform with guidance provided in the EPA Region IV Engineering
Support Branch SOP and QA Manual, Section 7.2, "Site Mapping,"
and Section 7.3, "Ground Elevation Surveys" (EPA, 1986c).

Elevations will be referenced to the National Geodetic Vertical
Datum established by the National Geodetic Survey in 1929 and
will be reported to the nearest 0.01 ft. The grid system for
reporting coordinates of locations will be the ORNL coordinate
system.

A2.2 RADIATION WALKOVER SURVEY

A2.2.1 locations, Frequency, and Analysis

The initial RI activity used to characterize radiocactive
contamination will be a radiation walkover survey. This survey
will consist of a surface scan and discrete measurements made at
defined locations. This survey will provide a first estimate of
the extent of soil surface contamination and identify relative
contamination levels througﬁout the site. Information from this
survey will be used in selecting socil sample locations. It will
also be used to select locations for population exposure
estimate measurements (described in Section A2.3) that will be
used for portions;of_the baseline health assessment.
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A grid will be established to facilitate 1locating measurement
points for analysis. Grid points will be placed by civil survey
at 100-ft intervals, except where obstructed by buildings or
other physical features. Where the grid has to be modified due
to obstructions, additional points will be added.

The walkover survey will cover the entire surface area inside the
WAG boundary except for the inside of buildings, ponds, and other
physically obstructed areas. The survey will be extended outside
the WAG as needed to define areas of contamination which cross
the WAG boundary. The maximum area of the survey shown on
Figure A2-1 is arbitrary and is shown for scoping purposes only.

Background measurements will be made in uncontaminated areas,
probably outside the ORR area, with the types of instruments used
to perform- the walkover survey. Instructions for set up and
performance of the walkover survey are specified in Project
Procedure 1220, "Initial Site Survey" (BNI, 1988b).

A2.2.2 Equipment and Procedures: Ultrasonic Ranging and Data
Systenms

USRADS are swing instruments configured with ultrasonic and
electronic equipment. A swing instrument consists of a hand-~held
meter, ear phones, and a detector (sodium iodide) attached to the
meter via a cord. The meter can alternatively read out in count
rate or total count for fixed-time intervals. During gamma
scanning, the gamma survey probe is moved slowly and kept as
close to the surface as possible. Any significant changes in
gamma radiation levels above background, indicated either by
visual changes in the instrument rate meter or in the pitch of
audio responses in the instrument headphones, are noted as being
anomalous. The ultrasonic and electronic egquipment has two
functions: 1) to 1locate the instruments automatically with
respect to a series of transponders placed at known locations at
the site, and :2) to transmit the data (radiation 1level and
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location of measurement) to a microcomputer. While the data are
being collected, the microcomputer displays a map of the site and
the location of each data point on the map. This lets the
technicians determine if they have completely covered the site.
The data are stored electfonically for on-site or later analysis.
The USRADS system will be operated according to procedures
written in cooperation with the subcontractor.

A2.3 P ONNEL S (0) ON

The personnel exposure information includes: 1) a radiation dose
rate survey, 2) information from ORNL concerning employee
monitoring data, 3) Environmental, Safety and Health Monitoring,
4) existing air monitoring data, 5) organic vapor analysis, and
6) worker monitoring. The objectives of the personnel exposure
information are to provide receptor locations and contaminant
concentrations and dose values to be used in the baseline health
assessment identified in Section 4.2.1.

A2.3.1 Population Exposure Estimate Measurements

To complete the preliminary baseline health assessment, some
information is needed to determine the average penetrating
radiation field along transit paths used by non-radiation workers

-at the ORNL site in WAG 1. Data will be combined with population

transit estimates and measured transit time to estimate the
population (collective) dose to non-radiation workers during
operational/institutional control of the ORNL site. A
combination of three methods will be used depending on initial
walkover survey results. The specific method employed in any one
location will be dependent upon the characteristics of the
radiation fields discovered and the specific data needs. One of

the following methods will be utilized:




o Method 1: Routine Walkdown with Pressurized Ion Chamber
(PIC) /Energy Compensated Geiger Muller (GM) Instruments

Based upon the findings of the walkover survey, potential
transit paths through areas with an elevated dose rate would
be identified. The dose rate along these pathways as well as
the area between the hypothetical transiting individual and
the source would be surveyed at intervals of 10 to 20 ft with
PIC and/or compensated GM to form a field profile. These
surveys would be repeated at monthly intervals for 6 to 12
months to evaluate changes and to establish the annual average
field. Integration times in high dose fields (those 1 mR/h
and greater) would be approximately 20 to 30 seconds for
2 percent counting statistics on the GM.

o Method 2: Pressurized Ion Chamber (PIC) Long Term Recordings

Based upon the findings of the walkover survey, potential
transit paths through areas with an elevated dose rate would
be identified. At intervals of approximately 50 ft along
each selected transit path dose measuring stations consisting
of predetermined fixed survey points would be established. a
series of 24-h time integrating measurements would be
conducted at each station at intervals of several weeks using
a recording pressurized ion chamber instrument such as the
Ruter Stokes RSS-111. The average dose rate at each station
would be compiled and used to estimate non-radiation worker 4

transit dose. ‘

o Method 3: Tissue Equivalent TLD (TETLD) Stations

Based upon the findings of the walkover survey, potential
transit paths through areas with an elevated dose rate would
be identified. At intervals of approximately 50 ft along
each selected transit path dose measuring stations consisting
of multiple TETLDs in plastic shelters would be established.
TLDs with fade, blind and transit controls would be exposed
for 30 to 90 days over a total period of 1 yr depending on
dose conditions.

A2.3.2 Employee Monitoring Data

Current employee monitoring data for radionuclides and chemicals
will be used to determine the potential threat from contaminants
to human health. Data will be grouped into worker categories and
locations. These data will be used to supplement the data
collected. from the dose rate survey. .
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A2.3.3 Environmental, Safety and Health Monitoring

The information collected from the environmental safety and
health monitoring will be used to determine the potential threat
from contaminants to human health. As indicated in the ORNL
RI/FS ES&H Plan (BNI, 1987), workers will be routinely monitored
for exposure. Specific data will include external irradiation
exposure and inhalation exposure (both radiological and organic
vapor analysis).

A2.3.4 Existing Air Monitoring Data

Existing radionuclide air monitoring data will be used to
determine the potential threat from contaminants to human health
in the inhalation pathway. The existing stations are perimeter
stations and, accordingly, will be used for the off WAG receptor
scenario.

A2.4 ELECTROMAGNETIC SURVEYS: SWSAs 1 AND 2 AND THE WASTE PILE
AREA

Within SWSAs 1 and 2 and in the old waste pile area, the areal
distribution, depth, and nature of materials buried is generally
unknown. This is particularly true in SWSA 1 and the waste pile
area where there are no records of disposal and/or removal.
However, the original materials in SWSA 2 were, for the most
part, excavated and reburied in SWSA 3 (Webster, 1976). Within
the baseline health assessment, an electromagnetic (EM-31) survey
will aid in delineating the areal extent of solid wastes within
the three locations (Figure A2-2). The survey will be conducted
after the radiation walkover survey and prior to any subsurface
sampling.

The EM-3 sufvey will be conducted in accordance with applicable

‘guidance from the U.S. EPA Region IV Engineering and Support

Branch SOP and OA Manual, Section 7.10, "Geophysical Studies,"
(EPA, 1986b). Specific guidance on equipment selection and field
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procedures is provided in the EPA Compendium of Superfund Field
Operations Methods (EPA/540/P-87/00la and b), Section 8.4,
"Geophysics" (EPA, 1987c).

The EM conductivity method is a fast and inexpensive method to
acquire ground conductivity measurements. Buried trenches are
often more conductive than undisturbed soils and can be located
with this method. EM data will be collected in a grid pattern.
Lines will be oriented north-south and will be separated by
60 ft. EM-31 data will be collected at 30-ft intervals along the
lines and these data will be collected in conjunction with the
USRADS system.

A2.5 X-RAY FLUORESCENCE

The use of a portable x-ray fluorescence (XRF) instrumentation
analyzer connected to the USRADS system or used independently but
in conjunction with the walkover survey can provide real-time
analysis and display for identification of heavy metal surface
contamination. This information will be used in the baseline
health assessment to aid in the contaminant extent of the source.
This method will be employed in those areas where it is known
that metal contamination occurred or, in the case of suspected
migration pathways, the source term indicated metals present in
the waste.

XRF measurements are made using a field-portable XRF instrument,
which utilizes a radiocactive source and gas proportional tube
detector to measure element specific energy emissions. Depending
on the matrix being analyzed, measurements may be made in situ or
on samples collected and processed to a minimal degree (i.e.,
sieve soil with finer fractions, 200- to 300-mesh, clay-size),
giving the best analytical results. Waters and soils are placed
'in a cup with a thin polypropylene or mylar window -stretched
across the base of the water or soil colunmn. Rocks with
irregular surfaces generally give poor results.
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Generally speaking, analytical results in tens-of-parts per .
million range can be acquired in less than a minute of counting.

A2.6 SUMPS AND DRYWELLS

Sumps within buildings and drywells associated with both the
active and inactive tanks may provide a means for evaluating flow
and contaminant migration throughout WAG 1 and, in particular,
the area south of Central Avenue. The water table is believed to
be sufficiently shallow to intersect the building basements in
that area. Leakage has been noted in the drywells and some
buildings. The evaluation survey for the sumps and drywells is
discussed in Section 23.2.3 and sampling in A3.4.
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A3.0 GROUNDWATER

A3.1 OBJTECTIVES

Groundwater constitutes not only a significant pathway for
migration of contaminants from WAG 1 to potential receptors but
is a primary source for those receptors identified in
Section 4.2.1. ORNL has conducted a preliminary investigation of
groundwater flow and gquality at WAG 1 and has identified that the
flow regime is complex and that contaminants of various types are
present in the groundwater. An investigation of WAG 1
hydrogeology will be conducted during the RI to further define
groundwater flow and quality. To meet the overall baseline
health assessment objectives, the RI groundwater program is
designed:

© To characterize the movement of groundwater through and away

from WAG 1,

© To characterize groundwater quality in the vicinity of WAG 1,
and

© To determine interaction between surface water (e.g., in

creeks and impoundments) and groundwater.

To accomplish these objectives, the field activities described
below will be performed.

A3.2 HEADSPACE GAS ANALYSIS

A3.2.1 location, Number, and Tasks

Concurrent with the location and evaluation of existing wells and
piezometers, headspace gas samples will be collected from up to
42 stainless steel compliance wells and up to 101 piezometers.
These samples will be collected to provide gqualitative field
screening of the presence of volatile organic contaminants in the
transport medium (water) present in the subject wells. Locations
to be sampled are shown on Figure A3-1. A preliminary field

A3-1 (Rev. 1)







ORNL GRID NORTH

LEGEND
© PIEZOMETERS
o COMPLIANCE WELLS
—---— CREEK

D IMPOUNDMENTS
—--—  WAG BOUNDARY

875 ~v GROUND SURFACE CONTOUR
(ft)

FIGURE A3-1
EXISTING PIEZOMETERS AND
COMPLIANCE WELL LOCATIONS

A3-2 (REV.1)



reconnaissance during the preparation of this Field Sampling
Plan indicates that some of the piezometers shown on Figure A3-1
are no longer evident and may have been destroyed during
construction activities at the main plant. This will be
confirmed during the well evaluation and headspace gas sampling
activities. Gas samples will be collected from headspace prior
to any other activities in the well. These gas samples will be
analyzed for volatile organic constituents.

A3.2.2 Equipment and Procedures

Wells will be unlocked and sealed to permit the collection of gas
in the wellbore. A probe will be inserted through a rubber
stopper and into the top of the casing with aluminum foil
separating casing from the rubber stopper. A low flow air pump
is attached through teflon tubing to the probe and to a gas
sample bag. Analyses of the gas will be done using a GC or
equivalent to provide scoping data for the presence of volatile
organics in groundwater. As appropriate, collection of samples
will follow Method Number ESP-303-7, "Soil Gas Sampling" (Energy
Systems, 1988).

A3.3 EVALUATION AND UPGRADE OF EXISTING WELILS, DRYWELIS, AND
SUMPS

A3.3.1 location, Number, and Tasks

Field reconnaissance of selected existing wells within WAG 1 and
beyond the WAG 1 boundary will be conducted in coordination with
the headspace gas analysis to evaluate their suitability for
monitoring water levels and water quality during the RI. Up to
50 stainless steel compliance wells and 101 piezometers will be
included in the evaluation. Existing well locations are shown in
Figure A3-1.

Based on:the results of the field evaluation and the headspace
gas analysis, some wells may be upgraded to meet the standards
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set for this investigation. Well upgrading will involve well
development and placement of a locking cap or locking sanitary-’
seal, as required. It is anticipated that well development will

be performed on up to 100 of the piezometers shown in
Figure A3-1, and that locking caps will be installed on up to 50

of these wells to secure them for future sampling. The estimate

of the number of existing wells to be developed during the RI
assumes that compliance wells installed by ORNL have been
developed by ORNL prior to startup of RI field activities.

During the well evaluation process drywells associated with the
active and inactive waste and/or process tanks and sumps in
building basements will be inventoried and checked for the
presence of water flow or radiological or chemical constituent
monitoring data. The drywells should provide meaningful data on
the presence of contaminants in the fill immediately surrounding
tanks and will provide information on the existence of leaks from
those tanks into that fill.

Sumps may provide data on the presence of radionuclides and,
metals in groundwater in the vicinity of a certain building. —
While they may not provide much useful data on organics, they
should provide useful information on shallow groundwater movement
beneath WAG 1 and possibly some information on direction of flow.

Sumps and drywells will be located and field screened as part of
this task and sampled, as required, as part of groundwater
sampling task (Section A3.5).

A3.3.2 Equipment and Procedures

Field reconnaissance will include a visual inspection of selected
wells, drywells, and sumps; observations will be recorded in a
logbook. -Observations will entail construction details
‘including materials and dimensions; stickup above the ground
surface for all casings and riser pipes; integrity of concrete

.
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pad at ground surface; and the presence or absence of such items
as well caps, sanitary seals, locking caps and 1locks, and
protector pipes. Any evidence of flooding of manholes and/or
well locations susceptible to flooding by surface water runoff
will require a more stringent evaluation.

Well aevelcpment will be performed using a combination of surging
and airlift pumping as described in Section A3.4.2. Locking caps
will be provided for selected wells that currently do not have
them. For wells completed above-grade, tabs will be welded to
steel protector pipes and caps to facilitate placement of a lock
to secure the well. For below-grade well completions, a locking
sanitary seal will be installed. Care will be exercised to
maintain the integrity of the annular and surface cement seals:
however, at some locations, it may be necessary to replace the
concrete pad at the surface.

A3.4 VWELL DEVELOPMENT

A3.4.1 lLocation and Number

Well development must be performed on wells to be used as either
water gquality or water level monitoring stations during the
investigation. It is assumed that all 25 RCRA compliance wells
on the WAG 1 perimeter and the 17 impoundment monitoring wells
have been adequately developed and will require no additional
development prior to sampling. It is also assumed that none of
the 101 piezometers and well points installed in and around WAG 1
have been developed. The purpose of development is to remove the
influence of non-native materials on the well. Development will
remove fluids that were introduced during drilling and sediments
that entered the sandpack and screened zone during well
installation. It also encourages the movement of geological
formation waters through the well, thus decreasing the formation
.equilibration period.
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A3.4.2 Equipment and Procedures

Well development will be performed using a combination of surging
and air-lift pumping. The well will initially be surged with a
surge block throughout the screened interval. This will be
followed by air 1lift pumping throughout the screened interval,
which will remove fine sediments and any water or other drilling
fluids introduced during drilling. The air-lift pump apparatus
will be constructed such that air is not directly forced into the
formation. Wells will be developed until turbidity is
significantly reduced and a sufficient number of well volumes
have been removed.

The number of well volumes will depend on aquifer characteristics
across the screened interval of the well, such as recovery, but
will generally involve the removal of 10 well volumes. Method
Number ESP-600, "Groundwater Sampling Procedures: Well
Installation, Development, and Abandonment" (Energy Systems,
1988) will provide guidance in terminating well development at a
given well. Disposal of water and sediments removed during
development will be in accordance with the approved ORNL RI/FS
Waste Management Plan (BNI, 1988a). All equipment used during
well development will be decontaminated in accordance with
Project Procedure 1250, "Equipment Decontamination and Release
for Unrestricted Use" (BNI, 1988b), and Method Number ESP-900,
"Cleaning and Decontaminating Sample Containers and Sample
Devices" (Energy Systems, 1988). |

A3.5 GROUNDWATER SAMPLING
A3.5.1 Objectives

Groundwater gquality samples will be collected at the site to
establish water geochemical characteristics and to investigate
the types and concentrations of contaminants currently present in
the groundwater. Water quality data will be used in the baseline
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health assessment to assess the potential for migration of
contaminants from WAG 1 sources to potential receptors based on
flow directions and rates, groundwater geochemistry, identified
concentrations and extent of contaminants, and mobility and
toxicity of identified contaminants.

A3.5.2 locations, Frequency, and Analyses

The first groundwater sampling event will occur during the
initial scoping of the site. The purpose of this event is to
investigate the range of contaminants and concentrations at the
site using, as a minimum, the existing monitoring well network
and selected piezometers. Piezometers selected will be based on
the headspace gas analysis and on qualified data from the initial
piezometer sampling effort in 1986. Data from this activity are
of limited value because the piezometefs were not developed and
the samples were not filtered prior to acidification and
analysis. At present, 27 piezometers on WAG 1 are measured
monthly for water 1level; 25 of those are also analyzed for
temperature and specific conductance. These piezometers will be
considered as candidate sites for development, sampling, and
analysis. Thirty-nine water quality monitoring wells and 50
piezometers will be sampled and analyzed during the first round
sampling activity. It is anticipated that this round of sampling
will occur during seasonal low water table to provide baseline
groundwater geochemical data for that hydrologic setting.
Suitable wells have not yet been identified; however, the
sampling locations will be selected from the subset of wells that
meet the criteria described in Section A3.2.3. The well
locations will be selected to provide coverage of the entire site
and to provide water quality at locations expected to show or
known to have shown contamination in the past. The locations of
existing compliance welis and piezometers are shown on
Figure A3-1; wells from which subsequent rounds of samples will
be collected have not yet been identified.
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Another sampling activity is planned to coincide with a major
storm event during the 1low water table condition. It is
anticipated that up to 90 wells selected from RCRA monitoring

wells, existing piezometers, and possibly some new wells will be
sampled during this activity. A period of not less than one week
will have elapsed after any wells have been developed before any
sampling event occurs to allow an equilibration period for
formation water. Analytical parameters for these two activities
are shown on Table A3-1.

A second set of sampling events will be timed to correspond to
the high water table elevation on regional well hydrographs.
This again will be separated into two sampling activities, one
representative of base conditions and a second activity to
represent the influence of a storm event on the high water table
setting. Analytical parameters for these two activities are also
shown on Table A3-1.

All groundwater samples will be analyzed for the parameters
listed in Table A3-1. Field QC samples will be collected at the.’
frequencies to satisfy Method Number ESP-400, "Field Quality
Control" (Energy Systems, 1988). It is assumed for scoping
purposes that field QC samples will be collected and analyzed at

a combined rate of 10 percent.

A3.5.3 Equipment and Procedures

Groudwater samples will be collected using dedicated samplers for
the water quality well network and samplers that have been
decontaminated between each sampling location for the piezometer
network. Collection of samples will occur as follows:

o Measure the water level in the well.

\

o In productive wells, purge the well by pumping, with
simultaneous measurement of the pH, Eh, specific conductance,
and temperature of the purged water.
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TABLE A3-1

’ SUMMARY OF ANALYSES FOR GROUNDWATER SAMPLING PROGRAM

Number of Analyses

Low Water Tasble High Water Table
Base Storm Event Storm
RCRA Piez Select Wells Base Event 0cf®)  toral
Fietd Analyses
o Temperature 39 50 %0 90 90 -- 359
o pH 39 50 90 90 90 -- 35¢
o Specific Conductivity 3¢9 50 90 90 90 -- 359.
o Eh 39 50 90 90 90 -- 359
o Beta/Gamma Scan 39 . 50 90 90 90 -- 359
Laboratory Chemical Analyses
o TCL (Attachment A-2) 39 .- .- 39 -- 8 86
. o Miscellaneous Parameters
(Attachment A-3) 39 50 - 90 90 90 36 395
o ICP Metals and Appropriate g
orgenics -- 50 90 90 90 32 352
Laboratory Radiological Analyses
. o Gross Alpha i 39 50 90 90 90 36 395
o Gross Beta 39 50 90 90 90 36 395
© Gamma Spectroscopy 39 50 90 90 90 36 395
o Alpha Emitting Isotopes¢®’ 39 25 45 45 45 36 235
o Sets Emitting IsotopestP) 39 25 45 45 45 36 235

(8)ggr scoping purposes, it is sssumed that QC samples analyzed will represent approximately
10 percent of the total samples collected.

(®)gor scoping purposes, it is assumed that enly 50 percent of piezometer samples will be
analyzed for alphs and beta emitting isotopes.
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measurement of the pH, Eh, conductivity, and temperature at

o In less productive wells, purge‘the well by bailing with.
least once during each well volume.

© Collect the sample.

© Following collection, samples will be handled as described in
Section A8.0.

Productive monitoring wells will be purged in accordance with
Method Number ESP-302-2, "Groundwater Sampling Procedures:
Guidelines for Well Purging" (Energy Systems, 1988). Guidance
for sampling these wells using a teflon-lined positive
displacement bladder pump can be found in Method Number
ESP-302-5, "Groundwater Sampling Procedures: Using a Bladder
Pump" (Energy Systems, 1988). The intake of the pump will be
lowered to within a few inches of the bottom of the well and
purged water will be passed directly from the discharge tubing of
the pump into a chamber. Field parameters (pH, Eh, specific
conductance, and temperature) will be measured in the chamber
before the water contacts the atmosphere. Samples will be
collected from. the discharge tubing when the field parameters.
remain stable ($10 percent) over at least three well volumes of
purged water. A well volume is defined as the volume of water
contained in the well at the onset of pumping.

Less productive wells (i.e., those wells without sufficient flow
for continuous pumping) will be purged and sampled using bottom
loading stainless ‘steel bailers in accordance with Method Number
ESP-302-3, "Groundwater Sampling Procedures: Using a Bailer"
(Energy Systems, 1988). The well will be bailed dry and allowed
to refill prior to sample collection.

Aliquots to be analyzed for dissolved metals and radioactive
constituents will be filtered in the field prior to preservation;
aliquots for organic constituents will not be filtered in the
‘field prior to preservation.
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All equipment not dedicated to the well that contacts groundwater
will be decontaminated in accordance with Project Procedure
1250, "Equipment Decontamination and Release for Unrestricted
Use"™ (BNI, A1988b), and Method Number ESP-900, "Cleaning and
Decontaminating Sample Containers and Sample Devices" (Energy
Systems, 1988).

.A3.6 WATER LEVEIL MONITORING
A3.6.1 Objectives

Discrete water level measurements will be made in all suitable
wells and at selected stream locations to obtain information used
in the baseline health assessment to assess flow direction at the
site and in investigating the relationship between groundwater
and surface water flow regimes. In addition, continuous water
level records will be obtained to observe the responsiveness of
the aquifer to precipitation and changes in barometric pressure.

A3.6.2 Location and Frequency

Approximately four discrete water level measurements will be made
for all wells that are in place during the designated measurement
event and that meet the criteria described in Section a7.2.
Water levels will be measured at the following timeé:

© Once prior to the well development water quality scoping
event,

© Once following the completion of well installation and
development, and

© Once during each of the two groundwater sampling events.

Continuous groundwater and/or surface water level measurements
will be obtained for up to four weeks in each ‘of up to
35 locations. Monitdring stations have not yet been determined;
however, they will include monitoring well pairs. To scope the
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cost of this effort, it has been estimated that continuous water
levels will be collected over a pericd of approximately 4 weeks,.
utilizing up to four microloggers equipped with multiplexers
and/or multiple transducer hookups. A continuously recording
digital barometer will be installed at the site throughout the
period during'which continuous water level measurements are made.

A3.6.3 Equipment and Procedures

Collection of any single round of discrete water 1levels will
occur on the same day. Water levels in the streams adjacent to
selected wells will also be measured during each sampling event.
Water levels will be measured to the nearest 0.01 ft in
accordance with Project Procedure 1638, "Water Level Measurements
in Completd Wells" (BNI, 1988b), and Method Number ESP-302-1,
"Groundwater Sampling Procedures: . Water-Level Measurements Using
Water-Level Indicator" (Energy Systems, 1988).

Continuous water levels will be collected using a CSI Model 21x
micrologger, or equivalent, equipped with appropriately ranged @

transducers. Water level and barometric measurements will be
electronically recorded at half-hour intervals. Data will be
transferred from the micrologger memory to a hard disk at the end
of each week, prior to setting up a new monitoring station. When
surface water features are being recorded, the nearby well will
be monitored concurrently. Water levels in surface impoundments
will be measured once daily throughout the 4-week period.

All water 1level measuring instruments that contact groundwater
will be decontaminated in accordance with Project Procedure
1250, "“Equipment Decontamination and Release for Unrestricted
Use" (BNI, 1988b), and Method Number ESP-900, "Cleaning and
Decontaminating Sample Containers and Sample Devices" (Energy
Systems, 1988). As they are removed from the well, all cables

and probes will initially be wiped down using a cloth saturated

®
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with isopropyl alcohol. They will then be steam cleaned prior to
transfer to another well or creek.

A3.7 DEEP COREHOLES TRANSECT

A3.7.1 oObjectives

As a part of the initial RI activities, it is necessary to
determine the interrelationship between the shallow (overburden)
and the deeper (bedrock) flow systems. Several deeper coreholes
drilled in WAG 1 yielded water under artesian pressure suggesting
the potential for upward flow out of the bedrock. This suggests
low potential for migration of contaminants from the water table
aquifer to the deeper flow system. It is the objective of this
activity to show the relationship between the water table and
deeper flow systems and, to characterize the potential for
contaminant migration into that deeper flow system, and to aid in
the determination of contaminant movement. This information will
be used in the baseline health assessment.

Five deep coreholes--one each in Chickamauga units B, C, D, E,
and G--have already been drilled at the site (Figure A3-2). Work
performed in these five existing coreholes included packer
testing of selected fracture zones and unknown geophysical
logging. Data from the work performed to date will be obtained
and evaluated as a separate RI task. Based on the findings of
this evaluation, modifications will be made, as appropriate, to
the work identified in this section. It is assumed that: 1) the
five coreholes still exist, and remain open and can be used in
the future for geophysical logging and packer testing; 2) boring
logs for each of the boreholes exist; and 3) rock core collected
from these boreholes exists for visual observation.

Should testing in existing coreholes, along Fifth Creek confirm
presence ,of gradients indicative of upward groundwater flow, two
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additional transects may be installed to better understand areal
distribution of vertical gradients.

A3.7.2 Jlocation and Procedures

The five existing coreholes will be instrumented to permit long-
term monitoring of hydraulic head using data loggers and pressure
transducers or other appropriate equipment to permit
determination of the hydraulic interrelationship between the
various stratigraphic wunits in the Chickamauga and their
individual responses to meteorological events (barometric
pressure and precipitation). In addition, water samples from the
individual units will be collected to determine the existence of
natural unit specific geochemical signature in the water and
presence or absence of contaminants. If these coreholes are
unavailable, air rotary holes will be drilled adjacent to each of
the five previously tested coreholes. Should the above testing
provide useful data, two additional transects of up to five
coreholes each will be installed--one along First Creek and the
second on the divide between First and Fifth Creek, tentatively
along Third Street.

By selecting these two transects, the test results can be checked
for bias, which could be introduced by placing coreholes in
stream drainage ways. The actual locations of these coreholes,
should they be drilled, will be selected based on field
reconnaissance of the area. If possible, existing wells will be
included in these transects lessening the requirement for
additional drilling. ‘

Continuous split spoon sampling of the coreholes will be
collected to refusal by advancing the borehole using hollow stem’
augers. Procedures used to collect soil samples are described in
~Section A6.0. Continuous bedrock coring or air rotary techniques
will be uséd to progress the borehole below the permanent casing
and up to a totgi depth of approximately 400 ft. The borehole
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would be installed vertically to ground surface and terminated |
within the Chickamauga Group or the Rome Formation. Total depths
will be calculated from known dip/strike of the units and final
field 1locations. Cores will be stored by ORNL for future
observation and correlation. A gamma log of the boring will be
performed to profile radioactivity.

An acoustic televiewer log will be taken in the completed
borings, the purpose of which is to identify fracture zones
within the bedrock. Fracture orientation information collected
during this investigation will be plotted on stereonets and used
to determine orientation of joints and fractures beneath the
site.

Packer permeability testing will be performed in up to three
zones in each of the nine deep coreholes. Permeability testing
procedures will be similar to those described by Lozier and
Pearson (1987). Intervals selected for packer testing will be
determined based on the orientation and distribution of.
fractures. Selection of these test intervals will be made by the
Project Hydrogeologist after interpretations and correlations

have been made of rock cores and borehole geophysical and
acoustic televiewer logs.
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A4.0 SEDIMENTS
A4.1 OBJECTIVES

Past investigations have identified radionuclide and/or chemical
contamination‘in the creeks and in some of the impoundments, as
described in Section 3.3.1.3 of the RI Plan and Section Al.2 of
this FSP. Contaminated sediments in the WOC floodplain within
WAG 1 may constitute a significant exposure pathway or component
of an exposure pathway for human exposure to contaminants.

The objective of the WOC floodplain and impoundment sediment
sampling programs is to supplement existing information for use
in the baseline health assessment to identify the extent of
contamination and receptor locations.

A4.2 WOC FIOODPLAIN SEDIMENTS

A4.2.1 lLocations, Frequency, and Analyses

It is anticipated that one round of floodplain sediment sampling
will be performed. One sample will be collected from each of the
14 locations shown in Figure A4-1 and from the WOC background
station not shown in the figure.

White Oak Creek (WOC): The sediment sampling location WOC-1 was
selected to provide information on accumulation of potential
contaminants at the eastern édge of the WAG 1 boundary. This
area is below the transformer station east of NPDES outfall 107,
and above the area identified by Taylor (1989) as containing
mercury contaminated sediments. Station WOC~2 is located at the
junction of 5th Creek and WOC and will be used to determine the
total movement of sediments for the 5th Creek branch. Stations
WOC-3, WOC-4, and WOC-5 are adjacent to or downstream from three
major process line discharges, 309, 305, and 301, respectively.
These locations - should provide some historical record of
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contaminants from these lines. The remaining four locations,
WOC-6, WOC-7, WOC-8, and WOC-9 were selected to provide an
estimate of the contaminants in the WOC floodplain in the area
where the radiation levels are well above background.

The eastern edge of the contaminated floodplain was arbitrarily
established at the crosswalk north of SWSA 1 (below WOC-5). The
creek channel was divided into 80 20-ft segments, and a starting
point was randomly selected by referring to a random number table
between 1 and 20 segments (in this case the number 5, 100 ft
below the crossing was selected). Sampling points 2, 3, and 4
were designated by adding 20 segments (or 400 ft) to the
previously selected point, so that WOC-7 is 500 ft downstream of
the crosswalk, WOC-8 is 900 ft downstream, and WOC-9 is 1300 ft
downstream.

First Creek: A preliminary radiation survey of the creek by the
BNI team revealed an area south of White Oak Avenue to be
contaminated with Cs-137. This source area is shown by the hatch
lines in Figure A4-1. The floodplain downstream of the area is
also contaminated. The source area will undergo an extensive
radiation walkover and subsequent sampling both in the creek area
and in the adjacent area to the east. Sampling is discussed in
the Soil Section A6.2. Sampling of the downstream floodplain
designed to approximate that proposed for WOC. The creek was
divided into 45 20-ft segments, and the first sampling location
was randomly selected at the 220 ft point downstream (FC-1) of
the source area. Subsequent sites were located at 520 and
820 ft as shown by FC-2 and FC-3, respectively (Figure aA4-1).

Samples will be <collected for analysis of radiological
constituents and ICP metals (Table A4-i). Prior to submitting
samples for metal analysis, x-ray fluorescence will be performed
as a scanning technique. Some locations will have samples
analyzed.for potential organic contaminants pending results from
the scoping surveys. In addition, creek sediments will be
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TABLE A4-1

SUMMARY OF ANALYSES FOR CREEK CHANNEL
SEDIMENT SAMPLING PROGRAM

Number of Analyses

Type of Analyses Primary Qc(a) Total
ield ses

o OVA/HNu 45 - 45

© Beta/Gamma Scan 45 - 45

o X-Ray Fluorescence 45 - 45

Laboratory Radiological Analyses

o Gross Alpha 45523 5 50
0 Gross Beta 45(b) 5 50
© Gamma Spectrometry ‘ 45(c) 5 50
o Alpha Emitting Isotopes 18(c) 2 25
© Beta Emitting Isotopes 18 2 25
Laboratory Chemical Analyses

o ICP Metals (d) 5 50
o TCL Organics 15 2 17

(a)For scoping purposes, it is assumed that QC samples will be
collected at a rate of approximately 10 percent.

(b)For scoping purposes, it is assumed that an average of three
samples will be collected at each site.

(e )For scoping purposes, it is assumed that 50 percent of samples
will be analyzed for alpha and beta emitting isotopes.

(d)For scoping purposes, it is assumed that one sample per
location will be analyzed for TCL organic compounds.
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collected from the same locations selected for surface water
samples as discussed in Section AS5.0.

A4.2.2 Equipment and Procedures

At each sampling location described in Section A4.2.1, transects
will be established on either side of the creek from the edge of
the creek across the floodplain to its edge. Thus at each
location, a north and south arm of a transect, running
perpendicular to the stream flow, will be established. The
number of sampling points along each transect area will be
determined by the distance across the floodplain in the following

manner:
Transect Arm ILength Sampling Points
<3m (< 10 ft) one at the edge of the
floodplain,
3-9.1 m (10-30 ft) one at the edge of the
: floodplain plus one
equidistant from the flood-
plain edge and the creek
bank,
9.1-30.5 m (30-100 ft) one at the edge of the
floodplain plus two placed
equidistant from the flood-
plain edge and the creek
bank, and
> 30.5m (> 100 ft) one at the edge of the

floodplain plus three placed
equidistant from the flood-
plain edge and the creek
bank.

A maximum of eight sampling points will be established at
locations where the total floodplain width is in excess of 61 m
(200 ft). This design will provide an approximation of the
. horizontal extent of potential contaminants. An estimate of the
vertical distribution will be accomplished by collecting samples
to refusal or ;fo bedrock 1in accordance with Method Number
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ESP-303-5, "Subsurface Soil Sampling with Shelby Tubes" (Energy
Systems, 1988).

A4.3 IMPOUNDMENT SEDIMENTS

A4.3.1 Jocations, Frequency, and Analyses

Three sediment samples will be collected from each of the 2543
and 2544 impoundments. Sample locations will be selected by
gridding each impoundment into 20 segments and selecting three at
random for sampling.

Impoundment sediment samples will be analyzed for both chemical

and radiological contaminants. Field analyses will include
screening for volatiles with an OVA/HNu, determining pH, and
beta/gamma radiation screening. Laboratory chemical and

radiological analyses will be performed as described for the
creek channel sediment samples. The analyses expected to be
performed, on average, for each composite sample are summarized
in Table 2a4-2. Field QC samples will be collected at the
frequencies stated in Table A4-2.

Sufficient volumes of sediment, properly preserved and in
appropriate containers, will be collected to enable all the
analyses listed in Table A4-2 to be performed. Volume,
preservation, and container requirements are specified in
Section A8.0 of this FSP. The actual analyses to be performed
will be specified by the responsible member of the BNI technical
support group in accordance with the rationale provided in
Section B9.2.1 of the QAPP.

A4.3.2 Equipment and Procedures

Impoundment sample aliquots will be collected using a hand corer
fitted with extension handle. The corer will be forced with
smooth, continuouys motion to a depth of 1 ft, then twisted and
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. TABLE A4-2

SUMMARY OF ANALYSES FOR IMPOUNDMENT SEDIMENT SAMPLING PROGRAM

Number of Analyses

Type of Analyses Primary Qc(a) Total

Field Analyses

© OVA/HNu 6 - 6
© Beta/Gamma 6 -- 6

Laboratory Radiological Analyses

o Gross Alpha 6 1 7
o Gross Beta 6 1 7
O Gamma Spectrometry 6(b) 1l 7
o Alpha Emitting Isotopes 3(b) 1 4
o Beta Emitting isotopes 3 1 4
Laboratory Chemical Analyses
o ICP Metals 6 1 7
. o TCL Organics 6 1 7

(a)For scoping purposes, it is assumed that QC samples will be
collected at a rate of approximately 10 percent, with a
minimum of one sample for each type of analysis.

(b) For scoping purposes, it 1is assumed that 50 percent of
samples will be analyzed for alpha and beta emitting isotopes.
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withdrawn in a single, smooth motion. After the nose piece is‘

removed, the aliquot will be extruded into a stainless
steelbowl. If it is determined that a coring tool is
inappropriate due to the depth/consistency of the sediments, or
due to concerns relating to damage of synthetic liners, alternate
aliquot collection techniques may be specified by the FSS Manager
and WAG Manager.

Once the aliquots are collected and extruded into the bowl, they
will be mixed to form a composite sample. The composite sample
will be transferred to an appropriate sample container using a
stainless steel spatula or spoon. Sample containers,
preservation labeling, and chain of custody are described in
Section A9.0.

Impoundment sediment sampling will be performed in accordance
with applicable guidance described in Method Number ESP-304-1,
"Sediment Sampling Procedures" (Energy Systems, 1988).
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A5.0 SURFACE WATER

WOC and its tributaries constitute an integral part of both the
surface and subsurface drainage of WAG 1. These creek waters
plus surface waters in ORNL impoundments may constitute a
significant exposure pathway or component of an exposure pathway
for human and environmental exposure to contaminants.

The primary focus of the surface water sampling activity is to
identify and provide data on the discharge areas associated with
the major contaminant migration routes. As such it will be
necessary to locate the sampling sites so that they can be
sarpled in conjunction with the groundwater/stormflow system.
Therefore, the exact locations will not be selected until after
these activities preceding the initial groundwater sampling
event--sump and drywell surveys, headspace gas analysis, well
evaluation and water level measurements.

An effort will be undertaken during or immediately following
storm events to collect "opportunistic" samples from areas of
interest. Potential sites will be selected on the basis of their
ability to supplement routine data collection. As an example,
the storm drain from the SWSA 2 area can provide data on
migration of radionuclides from that area.

A5.1 CREEK FIOW MEASUREMENTS

The creek flow measurements will be used to aid in contaminant
transport analysis in the baseline health assessment. Continuous
flow monitoring capability already exists at Stations along WOC
and First Creek. However, there is not one on Fifth Creek. A
V-notch weir with a continuous stage recorder will be installed
on Fifth Creek at a suitable location near the confluence with
woc. . A staff gauge will also be installed " to - enable
‘instantaneous readout of water stages. The weir will be field
calibrated. Stream flows at the headwaters of First, Fifth, and
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White Oak Creeks as well as at the other sampling stations will.

be taken from ORNL data collection programs. Flow at other
locations will utilize a graduated cylinder/stop-watch method or
a current velocity meter. The streams will then be surveyed to
define their cross sections and water levels for use in discharge
calculations.

The weir and staff gauge will be installed, calibrated, and
operated in conformance with Method Number ESP-301-5, "Stream
Flow Measurement" (Energy Systems, 1988).

A5.2 CREEK SAMPLING

A5.2.1 locations, Frequency, and Analyses

The results from the creek sampling will be used in the baseline
health assessment to aid in determining contaminant constituents
and extent, the relationship between groundwater and surface
water flow regimes, and identification of receptor locations. It.
is estimated that surface water samples will be collected from
eight locations along the WAG 1 creeks with background samples
collected as discussed in Section A7.0. Each location will be
sampled to correspond with the groundwater sampling--once each

during high and low water tables and during a storm event at
both high and low water tables.

Sufficient volumes of surface water, properly preserved and in
appropriate containers, will be collected to enable all the
analyses 1listed in Table A5-1 to be performed. Volume,
preservation, and container requirements are specified in
Section A9.0 of this FSP. The actual analyses to be performed
will be specified by the responsible member of the BNI technical
support group in accordance with the rationale provided in
Section B9.2.1 of the QAPP. '

) .
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TABLE A5-1

. SUMMARY OF CREEK SURFACE WATER SAMPLING

umber of Analvses

Primary oc(2) Total

Field Analvyses
© pH 32 -- 32
o0 Temperature 32 - 32
0 Specific Conductivity 32 - 32
©0 Beta/Gamma Scan 32 - 32
.Laboratory Radiological Analyses
© Gross Alpha 32 7 39
© Gross Beta 32 7 39
© Gamma Spectroscopy 32 7 39
© Alpha Emitting Isotopes(b) 16 3 19
© Beta Emitting Isotopes (P) 16 3 19
Laboratory Chemical Analyses

' © TCL (Attachment A-2) 32 7 39
© Miscellaneous Parameters 32 7 39

(Attachment A-3)

(a) For scoping, it is assumed that only up to 50 percent of
samples will be analyzed for alpha and beta emitting
radioisotopes.

(b) For scoping, it is assumed that QC samples will be collected
at a combined rate of approximately 10 percent.
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A5.2.2 Equipment and Procedures

Creek surface water sampling will be performed in accordance with
Method Number ESP-301-5, "Stream Flow Measurement" (Energy
Systems, 1988). . Sample container preservation, labeling, and
chain of custody are described in Section A9.0.

Samples from the background or headwater locations and from any
ORNL downstream locations will be collected from existing
sampling stations over a 24-h period and composited. Nonpoint
source discharges will be collected as grab samples.
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A6.0 SOILS

The soil sampling program is divided into three distinct
activities:

© Soils I - localized areas defined during the nondestructive
surveys and well headspace gas analysis; these include spill
and leak sites, SWSA 1, SWSA 2, and possibly the waste pile
area.

© Soils II - areas identified as a result of the creek sediment
survey and the headspace analysis of existing wells; primarily
these will involve defining major migration routes.

© Soils III - those locations determined by the previous soil
sampling activities to ‘be source terms in need of more
extensive definition.

The details of each phase of soil sampling are discussed in the
following subsections.

A6.1 SOIIS I

The exact sampling locations will be identified during the
nondestructive surveys (Section A2.0) principally the
radiological walkover, and the concomitant x-ray fluorescence
survey, and the well headspace gas analysis. The results will be
used in the baseline health assessment to aid in the
identification of contaminants and determination of contaminant
extent. The need for sampling will be based upon the area
reading greater than 3 times background for radiation and/or a
positive response for the x-ray fluorescence. It is anticipated
that a total of 145 locations will be sampled during the Scoils I
activity. The estimated number of samples from various locations
in WAG 1 are shown in Figure. A6-1.

Selection of samples for organic analyses will be predicated on
the proximity of or perceived importance of the location to an
area already thought to be contaminated with organic compounds.
In these areas a éample will be collected for both submission to
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the laboratory and for a field headspace analyses. Submission
to the lab will depend upon the field analysis. Samples analyzed
for organic compounds will be from the subsurface only, since the
volatile and semivolatile constituents will have dissipated from
the surface samples.

Routinely the number of samples for analysis will be based upon a
determination of the areal extent of the contamination. The
criteria for determining the number of samples needed to provide
a valid estimate of the contamination was used by ORNL personnel
during the DOE Environmental Survey, Table A6-1 (Murphy, 1989).

This criteria will be used in specifying the number of samples at
each site. It is estimated that 175 samples will be collected
from the 145 sampling locations during this Phase I activity. Of
the 175 samples, it is estimated that 145 will be surface samples
(0-45 cm) and 30 will be at a greater depth. The analytical
breakdown is shown in Table A6-2.

A6.2 SOIIS II

Ashwood, et al. (1988) have suggested that the shallow stormflow
zone (root zone to 3-4 m) is the most important in transport of
contaminants in and off of WAG 1. This suggestion is in keeping
with the overall concept of material transport throughout the
ORNL site. The controlling factors of flow in WAG 1 are the
anthropogenic structures within this zone, most notably, the
intricate pattern of pipeline trenches. These trenches run from
a meter or less to 5-6 m from the surface and provide excellent
conduits, via the backfill material, for contaminant migration.
The purpose of the second soil sampling activity is to identify
the extent of contamination, major migration routes, and
subsequeﬁt contaminant source.

Information from the nondestructive groundwater analyses will be
used to 1locate trenches to be used in the route tracking. The
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TABLE Aé6-1

NUMBER OF SOIL SAMPLES PER AREA SIZE

-Areal Size

Number of Samples

<100 m?
100-500 m2
500-2500 m2
2500-12500 m?2

12500-62500 m<

A6-4
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‘ TABLE A6-2

SUMMARY OF ANALYSES FOR SOIL SAMPLING PROGRAM

—— Number of Analvses
Soi ctivit vel

Type of Analysis I 11 111 oc(d) Total

Field Analyses

OVA/HNU 175 100 100 38 413

Beta Gamma Scan 175 100 100 38 413
Laboratory Radioclogical Analyses

Gross Alpha 175 100 100 38 413

Gross Beta ’ 175 100 100 38 413

Gamma Spectrometry 175 100 100 38 413

Alpha Emitting Isotopes(P) 90 50 50 19 209

Beta Emitting Isotopes(P) 90 50 50 19 209
Laboratory Chemical Analyses

ICP Metals » 90 50 100 19 209

TCL Organics 45 25 100 17 192

‘ Engineeri Properties
Atterberg Limits - -—- 100 - 100
Grain Size Analyses - - 100 - 100

© Mechanical Method
© Hydrometer Method

Unit Weight of Cohesive Soils - - 100 - 100
CEC - - 100 - 100
Kd - - 100 - 100

(a) For scoping purposes, it is assumed that a maximum of 50
percent of samples submitted for analysis will be analyzed for
alpha and beta emitting isotopes.

(b) For scoping purposes, it is assumed that the QC samples will be
collected at a rate of approximately 10 percent.

A6-5 (Rev. 1)




Cs-137 seep area on First Creek will be the initial sampling
location (Section 24.2.1). There is a 24-in. stormdrain pipe
less than 10 m to the north along the creek that may provide the
route by which the radionuclide is transported. Soil samples
will be collected using either a hand auger or truck mounted
auger, whichever is most appropriate for the site. The use of
the ORNL Atlas will provide approximate 1locations for the
sampling effort. In addition to locating discharge areas along
the Creeks by observatioh during the walkover survey, data from
the building sumps and tank drywells may also indicate other
areas within the main portion of WAG 1 where similar sampling can
be initiated.

It is estimated that 100 locations will be sampled during this
effort. The estimated number of sampling locations for this
Soils II activity is based on the significant number of sources
within each area as shown in Figure A6-1. The total number for
each area is based on the extent of pipeline trenches in that
area. Table A6-2 shows the number of analyses expected.

A6.3 SOTIIS III

The final soil sampling activity during Phase I of the RI will be
the most extensive in terms of analytical requirements. Samples
will be collected to provide data on individual SWMUs or operable
units. Both source term identification and extent (for the
baseline health assessment) and engineering property testing (for
remedial alternative assessment) will be undertaken. This
activity will be based on the findings of all previous
investigations and will provide the basis for prioritizing
remediation efforts. For scoping purposes, it is estimated that
100 locations will be sampled during this effort. The number of
Soils III sampling locations in each area (Figure A6-1) is based
on the anticipated number of significant sources within that
area. Analytical requirements are shown in Table A6-2.

A6-6 (Rev. 1)




A6.4 EQUIPMENT AND PROCEDURES

A6.4.1 Areal Surface Composites

The composites of shallow subsurface soils will be composed of
four aliquots per sample. In general, these aliquots will be
taken from 3-ft squares superimposed on the sampling site.
Collecting the aliquots from each corner of the 3-ft squares will
provide maximum areal coverage per sample. The number of
individual samples will be determined from Table A6-1. Each
aliquot will be collected appropriately for the specific
location, either with a stainless steel scoop or with a thin-
walled Shelby tube.

Procedures will conform with Project Procedure 1634, "Sample
Compositing and Duplicate Techniques" (BNI, 1988b), and Method
Numbers ESP-303-1 through ESP-303~6 (Energy Systems, 1988).

Aliquots will be placed in a stainless steel bowl and composited
by thorough mixing with a stainless steel spoon. After mixing,
the composite will be transferred to the appropriate sample
container (Section A9.0). Compositing procedures will be as
specified in Project Procedure 1634, "Sample Compositing and
Duplicate Techniques" (BNI, 1988b).

A6.4.2 VYVertical Composites

Vertical composites will < be formed from discrete segments
(maximum 6 ft) of each borehole. Shallow boreholes (maximum
depth 6 ft) generally will be drilled and sampled using a drill
rig, as described below. However, in areas of difficult access,
‘shallow holes may be drilled using a portable power auger or hand
auger. The . actual selection of equipment will be made by the
WAG 1 Manager. ) '
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Aliquots for the vertical composites will be collected by three,
2-ft stainless steel split spoons taken from the 6-ft hole. A
stainless steel spatula will be used to transfer approximately
equal volumes of soil from each 2-ft segment from along the
centerline of the core to a stainless steel bowl (e.g., in the
event of 100 percent recovery in a 5-ft hole, the composite would
be formed from 10 aliquots). The mixing of aliquots will be as
specified for areal surface composites (Section A4.3.1).
Aliquots for VOC analyses will be transferred directly to the
sample container from the 2-ft stainless steel split spoon to
minimize volatilization.

Drilling and sampling of all boreholes for which a drill rig will
be used will be performed as follows. Boreholes will be advanced
to refusal using hollow stem augers sized to accommodate the
sampling tools and final purpose/completion of the borehole. At
a minimum, the inside diameter of the auger will accommodate a
3-in. stainless steel splitspoon sampler, which will be used to
meet the sample volume requirements prescribed by the analytical
laboratory.

All samples and drill cuttings will be monitored in the field for
organics and radioactivity. As each sample is recovered from the
boring, it will be split open and 1laid out on a clean
polyethylene tarp to avoid contaminating the soil sample. Health
and safety-related monitoring of the sample will be performed;
then, a record of the visual and manual inspection of the sample
will be logged, including the grain size, moisture content, and
Munsell color chart designation. Samples will then be composited
as described above.

Specific guidance for drilliﬁg and sampling is found in Project

Procedure 1634, "sSample Compositing and Duplicate Techniques"
{BNI, 1988b){ and Method Numbers ESP-303-1 through ESP-303-6
(Energy Systems, 1988). Guidance on specific procedures for
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equipment decontamination are detailed in Project Procedure 1250,
"Equipment Decontamination and Release for Unrestricted Use"
(BNI, 1988b), and Method Number ESP-900, "Cleaning and
Decontaminating Sample Containers and Sampling Devices" (Energy
Systems, 1988). |

All borehole samples that are not submitted for analysis will be
archived for possible future visual inspection or analysis.
Specific archiving procedures can be found in Project Procedure
1605, "Sample Archiving" (BNI, 1988b).
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A7.0 BACKGROUND SAMPLING

A7.1 OBJECTIVES

The objective for background sampling is to determine the natural
levels of chemical and radiological constituents in the various
environmental media at ORNL to permit the determination of
anthropogenic contaminants into the environment.

The Main Plant, WAG 1, is underlain by limestone, siltstone, and
shales of the Chickamauga Group. These rocks weather to clays
containing variable amounts of chert. These clays consist
primarily of a mixture of the minerals kaolinite and illite but
significant smectite content may be found locally.

A7.2 JOCATION, FREQUENCY, AND ANALYSES

Surface Water: Surface water samples will be collected at
locations to be selected upstream from WAG 1 on First Creek, .
Fifth Creek, Northwest Tributary and White Oak Creek. Three
surface water samples will be collected during each of two events
timed to occur during the high and the low of the regional stream
hydrograph. Additional samples will be collected during selected
storm events on an opportunistic basis.

These samples will be collected using Method Number ESP-301-1,
"Water Sampling Using a Dipper" (Energy Systems, 1988), and will
be analyzed for field parameters, TCL compounds, gross alpha,
gross beta, and appropriate radionuclides.

Sediments: Sediments will be collected at the locations selected
for surface water background sampling on a one-time basis. Each
sample will be a composite of five grab samples taken along a
transect across the stream bed to bedrock or a depth of
épproximately 1 ft. Each sediment sample will be analyzed for
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TCL compounds, gross alpha, grbss beta, and appropriate
radionuclides.

Soils/Bedrock: The Chickamauga Group rocks that underlie WAG 1
have been subdivided into eight units designated A through H.
Two soil borings should be located in the outcrop area of each
unit to permit collection of residual soil samples from soil
developed on each unit. These samples will be collected using
splitspoon samplers and composited. Vertical composites of
overburden (soil) material (maximum length 6 ft per composite)
will be formed from stratigraphic units if identifiable in the
splitspoon samples. Soil samples will be composited in
accordance with the guidance provided in Project Procedure 1634,
"Sample Compositing and Duplicating Techniques" (BNI, 1988b).
Sampling will follow Method Nﬁmber ESP-303-4, "Penetration Test
and Split Barrel Sampling" (Energy Systems, 1988). The samples
will be analyzed for TCL compounds, gross alpha, gross beta, and
appropriate radionuclides. |

One of the two borings located in each unit will be drilled into
competent bedrock to a depth, determined by the field geologist,
adequate to obtain an unweathered sample of bedrock. It is
anticipated that less than 25 ft of coring will be required for
each hole. Bedrock will be cored using appropriate core barrels
and circulation fluid. Sampling will follow Method Number
ESP-303-6, "Rock Coring and Sample Collection" (Energy Systems,
1988). The samples will be analyzed for TCL compounds, gross
alpha, gross beta, and appropriate radionuclides.

Groundwater: To evaluate background conditions for groundwater
chemistry, groundwater samples from both the soil and bedrock
flow systems should be collected. Existing wells capable of
supplying baseline groundwater chemistry samples should be
identified and sampled; or, if such wells do not exist,
monitoring wells should be established upgradient of WAG 1.
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Wells will be installed to RCRA specifications using 2-in.
stainless steel screen and riser pipe. Screen will be set at
depths corresponding to transmissive intervals in the
stratigraphié units of interest as selected by the project
hydrogeologist utilizing packer test or similarly appropriate
data. As an option, if appropriate locations can be identified,
multiple completion wells wutilizing Westbay, or equivalent
completion systems, will be considered.

Samples will be collected quarterly for one year with two of the
sampling events coordinated to correspond to high and low on the
well hydrograph. Samples from the high and low water table
sampling events will be analyzed for TCL compounds, gross alpha
and gross beta, and appropriate radionuclides (including uranium
isotopes, thorium isotopes, radium isotopes, potassium-40,
tritium, and carbon-14). Samples from the remaining events will
be analyzed for TCL metals, gross alpha and gross beta, and
appropriate radionuclides.

Groundwater well installation, development, and sampling will be
done in accordance with the project procedures and method numbers
listed in Section A3.0.

QC: Appropriate QC samples (including duplicates, trip blanks,
and equipment blanks) will be collected and submitted during each
sampling event to conform with Method Number ESP-400, "Field
Quality Control"™ (Energy Systems, 1988). Due to the importance
of background data, all analyses will receive Level III CLP data
validation, which will include complete CLP data validation
packages.




A8.0 DOCUMENTATION OF FIELD ACTIVITIES

A8.1 FIELD LOGBOOKS

Field 1logbooks will be used for recording all activities
performed during the WAG 1 RI. Entries will include sufficient
detail to reconstruct significant activities without reliance on
memory. Whenever a sample is collected or a measurement made, a
description of the sample location will be recorded. All
measurements and samples collected will be noted and, at the end
of the day's activity, the book will be signed or initialed and
dated by the author. Any deviations from the FSP or the QAPP
will be noted and explained. Field logbook procedures are
defined in Project Procedures 1501, "Data Collection, Encoding'
and Entry"; 1303, "Field Quality Control"; and 1631, "Logbook
Protocols" (BNI, 1988b). )

A8.2 PHOTOGRAPHS

Photographs will be taken of each impoundment sampled; of each
surface water, sediment, and soil sampling location; of each
boring location; and of each well installed. Additional
photographs will be taken showing typical procedures for
drilling, soil sampling, well installation, sediment sampling,
surface water sampling, and groundwater sampling.

Each photograph will be logged in a field logbook. Each entry
will include: the project name, project number, time, date, and
location of the photograph; a description of objects in the
photograph; the film roll and frame number; and the person taking
the photograph. The film roll number will be identified by
taking a photograph of an information sign number on the first
frame of the roll.
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For example:

WAG 1 RI

Roll No. 1

Frame 1 of 36

September 25, 1988 -- John Doe

Detailed guidelines for documenting field activities with
photographs are described in Project Procedure 1110.1, "Field
Photography and Control"™ (BNI, 1988b).

(Rev. 1)




A9.0 SAMPLE CONTAINERS, PRESERVATION, LABELING, AND
CHAIN OF CUSTODY

A9.1 SAMPLE CONTAINERS AND PRESERVATION

Sample volume requirements, preservation techniques, maximum
holding times, and container material requirements are dictated
by the media being sampled and by the analyses to be performed.
Table A9-1 1lists the requirements for samples collected and
analyses specified in this FSP. As previously specified, field
personnel will collect a sufficient volume of each sample in
appropriate containers, properly preserved, to allow for all the
analyses that may potentially be performed on each sample.

All sample containers, preservatives, and shipping crates/coolers
will be supplied by the laboratory. Additional specific guidance
on the appropriate use of these materials is provided in Project
Procedures 1634, "Sample Containers and Preservation"; and
1501.6, "sample Tracking Data Base" (BNI, 1988b) and in
Analytical Laboratory Services Subcontract 19118-SC-04.

A9.2 SAMPLE IABELING AND CHAIN OF CUSTODY

All sample containers will be labeled, and chain of custody will
be defined according to the procedures specified in Project
Procedures 1501.6, "Sample Tracking Data Base"; and 1603, "Sample
Information Management System." This project procedure will be
used throughout the RI to guide the transmittal of information
regarding collected samples to the analytical laboratory, the
Data Base Supervisor, and other necessary parties.
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Al0.0 ANALYTICAL PROCEDURES

The specific QA objectives for ‘all measurements taken are to
obtain reproducible measurements with a degree of precision and
accuracy consistent with the intended use of the data and the
limitations of the equipment and analytical techniques used.
This is accomplished through the assignment of measurement tasks
to the appropriate analytical level (I through V) as defined in
Data Quality Objectjves for Remedja)l Response Activities (EPA,
1987a). Measurement task assignments to a specific analytical
level are made based upon the use of the analytical data
generated (i.e., field screening, site characterization, health
and safety, risk assessment, evaluation of alternatives), and the
analyte of concern.

The assigned analytical 1level dictates the eguipment,
methodologies, and protocols that must be applied as well as the
data quality criteria regarding PARCC. Table Al0-1 gives the

analytical 1level to which WAG 1 mnmeasurement tasks have been g

assigned.
Al10.1 FIELD ANALYSES

Analytical data to be collected for various media and the
implementing procedures are listed in Table Al10-2. Additionally,
all samples will be screened for health and safety concerns as
described in the ORNL RI/FS ES&H Plan (BNI, 1987b) and the
WAG l-specific ES&H Plan to be prepared prior to field work.

210.2 LABORATORY ANALYSES

Analyses planned for WAG 1 samples include radionuclides, major
ions, and the EPA's CLP TCL. All samples will be analyzed using
EPA-approved methods. When EPA-approved -methods are not
available, or if a method requires modification, the method used
will be thoroughly documented and proven to generate acceptable
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TABLE Al0-1

LEVEL OF ANALYSIS

REQUIRED ANALYTICAL LEVEL

TASK

Level I (Field Screens) © pH measurement
© Eh measurement
o screening for organics (OVA/HNu)
o screening for radionuclides
(beta—-gamma)
o temperature
o specific conductance
o screening for buried objects
(magnetometer, pipe locator)
Level II (Field Analyses) o screening for organics (GC)
o screening for metals (ICP)
o screening for radionuclides
(gross beta/gross alpha, gamma
spec)
Level III (Laboratory o major ion analysis
Analyses using EPA o organics analysis
Standard Methods) o inorganics analysis
Level IV (Laboratory o analysis of TCL compounds
Analyses using EPA CLP
Methods)
Level V (Nonstandard o radiological analyses
Analyses) o chemical analyses requiring
modification of standard methods
Source: EPA (1987a).
Al0-2 (Rev. 1)




 TABLE A10-2 '

FIELD ANALYSES AND PROCEDURES FOR WAG 1

Media
Surface Soil/

Analysis Water Groundwater Sediment Procedure

pH X X X EPA Region IV SOPQAM
Section 6.3.2(2)

Dissolved X X --(b) EPA Region IV SoPQAM

Oxygen Section 6.3.3

Eh X X - EPA A_Compendium of
Superfun ield
Operations Methods,
Section 8.5.6.6.3 (EPA,
1987b)

Specific X X - EPA Region IV SOPQAM,

Conductance Section 6.3.4

Temperature X X -— EPA Region IV SOPQAM,
Section 6.3.1

Organic EPA Methods (€)

Screens X X X

Radiological X X X IT Radiocanalytical

Screens Laborato Procedures

(IT, 1987)

(a)SOPQAM-Standard Operating Procedures and Quality Assurance
Manual (EPA, 1986c¢).

(b)The dash (--) indicates that this analysis is not applicable to
this media.

() rhe specific technique and method will depend on the available
field instrumentation.

(Rev., 1)




results. The criteria for selecting specific methods is given in
the Analytical Laboratory Services Subcontract 19118-SC-04.

Al0.2.1 Rationale for Determining Chemical and Radiological
Analyses

The following paragraphs provide information on the analytical
strategy for radiological and chemical constituents during
Phase 1 of the RI. This strategy will be reevaluated and revised
for subsequent phases of the RI. Additional specifications for
analyses are included in the FSP.

Radiological Analytical Strateqy

The sample will be screened in the field for the presence of
gamma radiation and in the close support laboratory for alpha and
beta radiation and tritium. Unless radiation is detected, no
further radiological analyses will be performed. However, if
radiation is  detected, appropriate isotopic analyses will be
performed. The specific isotope analyses are detailed in
Attachment A-3.

Chemical Analvtical Strateqgy

Volatile Organic Compounds. At each sampling location designated
in the FSP to be sampled for TCL compounds, two aliquots of the
sample will be taken immediately and placed into VOA vials. A
third aliquot will be taken, placed into a container (to be
partially filled), and the headspace tested for VOCs with the
HNu/OVA meter.

If a positive reading for VOCs is obtained by the HNu/OVA meter
from the headspace gas or during the routine monitoring of the
sample site, then the samples contained in the VOA vials will be
analyzed ‘for TCL volatile organics using GC/MS. 1If no volatiles
are detected by ‘the HNu/OVA field screen but the presence of
volatiles is susf:ected or unknown, VOCs will be analyzed using a

Al0-4 (Rev. 1)




GC screen. This determination is an assumption based upon best
judgment and experience, knowledge of the sample area, and data.
trends.

If a positive reading is obtained from the GC screen, then the
sample will be analyzed by GC/MS for TCL volatile organics. If
volatile organics are not detected during field screening or
monitoring and if volatile organic contamination is not suspected
in the area, the sample will not be analyzed for VOCs. The
decision strategy for determining the most appropriate analytical
procedures is shown in Figure Al0-1.

Semi-Volatile Organic Compounds (SVOCs). The analytical strategy
for SVOCs is similar to the strategy for VOCs and is depicted in
Figure A10-1.

Pesticides/PCBs. Samples will be analyzed for pesticides and
PCBs initially; however, continuation of the analysis will be
determined by the WAG Manager based on data obtained from earlier .
samples. The analytical strategy is shown in Figure A10-1.

Metals (Excluding Mercury). Initially, an ICP scan will be

performed on those samples selected for TCL analyses, as
designated in the FSP, to determine what metals are present, if
any, and in what concentration. Specified metals (i.e., arsenic,
lead, selenium, and thallium) that are detected by the ICP scan
at less than 5 times the Contract Required Detection Limit (CRDL)
will require an additional confirmation analysis by atomic
absorption.

The presence of mercury cannot be detected with the ICP screen.
Mercury is analyzed using atomic absorption (cold-vapor method).
Mercury will be analyzed initially, but will be eliminated from
analytes if it is determined, with reasonable confidence, that it
is not present at the site. The analytical decision scheme is
shown in Figure A10-2. If less than three TCL metals are known

Al0-5 (Rev. 1)



1)

SANNOdWOI TOL JDINVOHO HOA ADILVHLS TVOILATVNY w .
i-01V 3HNOIL &
1 HOYM S0860 €' SJiH
§3A . T ogaa
9
mmwa 03103dSNS N3340S
3A1011S3d $3010$1153d MV%O”M 2
!
h 4 v ”

SWJD AB
SOOAS ¥
SO0AT0L | 63A

01314 A9
Q3103130
SO0A

: s3A
s85d
$30101153d 830AS S00A :
L WL oL v
: 31 INOLOHIOH103dS

NDIVL SSVIWHAVHOO1VWOUHO SVO - SWOD

SININIHNSVIN HJVHOOLVIWOUHO SVD - 09

Q134 151 GNNOJNOD LIOHVL - TOL

[ , SANNOJWOD DINVIHO JULVTIOA W3S - DOAS

SANNOJWOD DINVOHO JULVIOA - D0A

NINVL JTdNVS an3oal

@ ® Y




¢

SANNOdNOD 101 JINVOHONI HOd ADILVHLS TVIILATYNY
¢-0lv 34NoId

IL ‘63 ‘Ud SV SIANTONI.

JAINVAD
HOd
FZATYNY

3QINVAD

SIVIIN
0L

vv

At
SIVIIN
a310313s

(HOdVA
a109)
VV Af

A3ZAWNY

NIXvL
SINIW
-3”UNSVan
an3d

NaDIVL
F1dNVS

YRSVId 31dN0OJ2 ATIAILONANI dOi
NOILJHBOSEY JINOLY WV
1S1T ANNOJWOD L3DHVYL 101
aN3931

—

¥4
[
Q
104

Al0-7



’ to be present, then the metals will be analyzed using atomic
. absorption methods.
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All.0 WASTE VOLUME GENERATION

Due to the investigatory nature of the RI/FS process, it is
anticipated that an iterative sampling approach will be necessary
to adequately define the nature and extent of initially detected
environmental contaminants. As a consequence, it is impossible
to accurately predict volume, form, and content of wastes that
are anticipated to result from WAG 1 field investigationms.
Table All-1, however, provides estimates based on the currently
projected investigation activities.

All-1l
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’ TABLE A11-1
. ESTIMATED VOLUMES OF WASTES GENERATED DURING WAG 1

REMEDIAL INVESTIGATION

Hazardous
TSCA
Waste Forms Radioactive RCRA Only Mixed Conventional
1. SOLIDS
o Soil (55-gal drums) 83 10 -- 21 .-
o Compactibles (55-gal drums)¢3) 36 -- -- 2 2
© Noncompactibles (55-gal drums)‘b’ 4 .- .- -- --.
2. LlQuips
Decontamination Water (gal)¢¢’ 9,345 220 -- 1,305 --
o Well drilling/deveiopment fluids 19,940 -- .- 4,985 --
tgal)¢d
o Well Sampling (gal)(e) 33,400 .- -- 8,350 .-

(8)1¢ is assumed that two drums per week of compactibles (plastic sheets, tyveks, gloves, etc.) will be

colliected. Five percent are assumed to be conventional waste; ninety percent are assumed to be

‘ radioclogical waste; and five percent are assumed to be mixed waste. Forty-eight working weeks are
assumed per year.

(b’uoncompactibles consist of split spoons, buckets, etc., that cannot be decontaminated.

(E)yater used for decontaminating drilling equipment associated with water quality wells; 265 gals/day
for 150 days.

(d)The total volume used for well development fluids is calculated using 5 well volumes per well.

(e)gased on three purging volumes per sampling events for three different events.
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ATTACHMENT A-1

FIELD ANALYSES

MEDIUM ANALYSIS
Air OVA
HNu
Sediment pH
and Soil ova
HNu »

Surface Water
and Groundwater

Gamma Borehole Logging
Beta-Gamma Scan

Temperature

pH

Eh

Specific Conductance
Beta-Gamma Scan

(Rev.

1)




ATTACHMENT A-2
, MISCELLANEOUS WATER QUALITY PARAMETERS/ANALYSES

ANIONS

Bicarbonate
Bromide
Carbonate
Chloride
Fluoride
Iodine
Nitrate
Phosphate
Sulfate
Sulfide

OTHER
Total Organic Carbon

Total Kjeldahl Nitrogen
Total Dissolved Sclids

AA-2 (Rev. 1)




ATTACHMENT A-3

RADIOLOGICAL CONSTITUENTS

© Initial Gross Alpha/Beta Scan

© Further Analyses:

Gamnma
Spectroscopy

Potassium-4o(b)
Nickel-59
Cobalt=-60

Ruthenium=-106
Cesium-137
Europium-152
Europium-154

Europium=-155
Radium-226
Uranium-233

Uranium=-235

Neptunium=-237
Californium-252

Alpha
Spectroscopy

Radium-226
Thorium-23o(°)

Thorium-232(c)

Uranium-233(c)
Uranium-234(c)
Uranium-235 (€
Uranium-236(c)

Neptunium=237
Uranium-238(€)
Plutonium-239(c)

Plutonium-240(°)

Americium=-241
Curium-244(°)

Curium-245(°)
Californium-252

Beta Emitter(a)
Isotopic

Tritium
Carbon-14
Potassium-4o(b)

Strontium=-90
Technetium=-99
Iodine-129

(b

a
( ) Determined by liquid scintillation.

) concerned primarily as an interferant/natural radioisotope.

c
) Determined by isotopic analysis (e.g. "isotopic uranium").
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ATTACHMENT A-4

TCL CHEMICAL CONSTITUENTS

Estimated(@r D)
Detection Limits

TCL Water Soil/Sediment
Parameter CAS Number ma/L na/ka
VOIATIILE ORGANICS
Chloromethane 74-87-3 10 10
Bromomethane 74-83-9 10 10
Vinyl Chloride 75-01-4 10 10
Chloroethane 75-00-3 10 10
Methylene Chloride 75=-09-2 5 5
Acetone 67-64-1 10 10
Carbon Disulfide 75-15-0 5 5
1,1-Dichloroethene 75=-35-4 5 S
1,1-Dichlorethane 75=35-3 5 5
2-Chlorocethyl vinyl ether 110-75-8 10 10
Trans 1,2-Dichloroethene 156~-60-5 5 5
Chloroform 67-66~3 5 5
1,2-Dichloroethane 107-06-2 5 5
2=-Butanone 78=-93-3 10 10
l1,1,1-Trichloroethane 71-55-6 5 5
Carbon Tetrachloride 56-23-5 5 5
Vinyl Acetate 108-05-4 10 10
Bromodichloromethane 75-27-4 5 5
1,1,2,2-Tetrachloroethane 79-34-5 5 5
1,2-Dichloropropane 78-87=-5 5 5
Cis 1,3-Dichloropropene 10061-01-5 5 5
Trans 1,3-Dichloropropene 10061-02-6 5 5
Trichloroethene 79-01-6 5 5
Benzene 71-43-2 5 5
Bromoform 75=25=2 5 5
2-Hexanone 591-78-6 10 10
4-Methyl-2-Pentanone 108-10-1 10 10
‘Dibromochloromethane 124-48~-1 5 5
1,1,2-Trichloroethane 79-00-5 5 5
Tetrachloroethene 127-18-4 5 5
Toluene 108-88~3 5 5
Chlorobenzene 108-90~-7 5 5
Ethyl Benzene 100-41~-4 5 5
Styrene 100-42-5 5 5
Xylenes (Total) 133-02-7 5 5
SEMI-VOLATILES
N-nitrosodimethylamine 62-75=-9 10 330
Phenol 108-95~2 10 330
Aniline ( , 62-53-3 10 330
Bis (2-Chloroethyl) Ether 111-44-4 10 330
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TABLE A-4 (Continued)

®

Detection Limits

TCL Water Soil/Sediment
Parameter CAS Number mg/L mg/kg
2=-Chlorophenol 95-57-8 10 330
1,3-Dichlorobenzene 541-73-1 10 330
1,4-Dichlorobenzene 106-46-7 10 330
Benzyl Alcohol 100~51-6 10 330
1,2-Dichlorobenzene 95-50-1 10 330
2-Methylphenol 95-48-7 10 330
Bis(2-Chloro Isopropyl) Ether 39638-32-9 10 330
4-Methylphenol 106~44-5 10 330
N-Nitroso-Dipropylamine 621-64~7 10 330
Hexachloroethane 67-72-1 10 330
Nitrobenzene 98-95-3 10 330
Isophorone 78-59~1 10 330
2-Nitrophenol 88-75-5 10 330
2,4-Dimethylphencl - 105-67-9 10 330
Benzoic Acid €5-85-0 50 1600
Bis(2-Chloroethoxy)methane 111-91-1 10 330
2,4-Dichlorophenocl 120-83-2 10 330
1,2,4-Trichlorobenzene 120-82-1 10 330
Naphthalene 91-20-3 10 330
4-Chlorcaniline 106-47-8 10 330 .
Hexachlorobutadiene 87-68-3 10 330
4-Chloro-3-Methylphenol 59-50~7 10 330
2-Methylnaphthalene 91-57-6 10 330
Hexachlorocyclopentadiene 77-47-7 10 330
2,4,6-Trichlorophenocl 88-06~-2 10 330
2,4,5-Trichlorophenol 95-95-4 50 1600
2-Chloronaphthalene 91-58-7 10 330
2-Nitroaniline 88-74-4 50 1600
Dimethyl phthalate 131-11-3 10 330
Acenaphthylene 208-96-8 10 330
2,6-Dinitrotoluene 606-20-2 10 330
3-Nitroaniline 99-09-2 50 1600
Acenaphthene 83-32-9 10 330
2,4-Dinitrophencl 51-28-5 50 1600
4-Nitrophenol 100-02~7 50 1600
Dibenzofuran 132-64-9 10 330
2,4-Dinitrotoluene 121-14-2 10 330
Diethyl Phthalate 84~66-2 10 330
4-Chlorophenyl Phenylether 7005-2-3 10 330
Fluorene 86-73~-7 10 330
4-Nitroaniline 100-01-6 50 1600
4,6-Dinitro-2-Methylphenol 534-52-1 50 1600
N-Nitroso-Diphenylamine 86-30-6 10 330
4-Bromophenyl Phenyl Ether 101~-55=-3 10 330
Hexachlorobenzene - 118-74-1 10 330
Pentachlorophenol’ 87-86-5 10 330 ‘
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TABLE A-4 (Continued)

Detection Limits

TCL Water Soil/Sediment
Parameter CAS Number mg/L mg/kg
Phenanthrene 85-01-8 50 1600
Anthracene 120-12-7 10 330
Di-N-Butylphthalate 84-74-2 10 330
Fluoranthene 206-44-0 10 330
Pyrene 129-00-0 10 330
Benzidine 92-87-5 50 1600
Butyl Benzyl Phthalate 85-68~-7 20 660
3,3-Dichlorobenzidine 91-94-1 10 330
Benzo(a)Anthracene 56-55=-3 10 330
Chrysene 218-01-9 10 330
Bis(2-Ethylhexyl)Phthalate 117-81-7 10 330
Di-N-Octyl Phthalate 117-84-0 10 330
Benzo(b) Fluoranthene 205-99-2 10 330
Benzo (k) Fluoranthene 207-08-9 10 330
Benzo(a)Pyrene 50-32-8 10 330
PESTICIDE/PCB
Indeno(1,2,3-cd)pyrene 193-39-5 10 330
Dibenz (a,h)Anthracene 53-70-3 10 330
Benzo(g,h,i)Perylene 191-24-2 10 330
Alpha-BHC 319-84-6 0.05 2.0
Beta-BHC 319-85-7 0.05 2.0
Delta-BHC 319~86-8 0.05 2.0
Gamma-~BHC 58-89-9 0.05 2.0
Heptachlor 76-44-8 0.05 2.0
Aldrin 309-00-2 0.05 2.0
Heptachlor Epoxide 1024-57-3 0.05 2.0
Endosulfan I $59-98~-8 0.05 2.0
Dieldrin 60-57-1 0.10 4.0
4,4'-DDE 72-55~9 0.10 4.0
Endrin 72-20-8 0.10 4.0
Endrin Aldehyde 7421-93-4 0.10 20.0
Endosulfan I1I 33213-65-9 0.10 4.0
4,4'-DDD 72-54-8 0.10 20.0
Endosulfan Sulfate 1031-07-8 0.10 40.0
4,4'-DDT 50-29~-3 0.10 20.0
Endrin Ketone 53494-70-5 0.10 20.0
Methoxychlor 72-43-5 0.5 20.0
Chlordane 57-74-9 0.5 20.0
Toxaphene - 8001-35-2 1.0 20.0
Aroclor 1016 12674-11-2 0.5 40.0
"Aroclor 1221 11104~-28-2 0.5 40.0
Aroclor 1232 11141-16-5 0.5
Aroclor 1242 53469-21-~9 0.5 -

Aroclor 1248 12672-29~-6 0.5
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